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Excel as a trusted strategic partner enhancing Border Patrol’s proud legacy.

From: (b) (6)

Sent: Wednesday, October 03, 2012 9:08 PM
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(b) (6)
(b) (6), (b) (7)(C)

Subject: Andrade Fence Repair - 90% Submittal

Hello,

We are pleased to provide the 90% submittal for the Andrade Fence Repair Project for your review
and comment. Attached to this email you will find the 90% SOW & Provisions which includes the
following documents:

90% Construction Plans

Access & Staging Map

90% Construction Specifications
Geotechnical Testing Results

A wnN e

We will follow up tomorrow with the project cost estimate, as we are making a few adjustments
based on the attached documents.

Please return any comments you may have by COB this Friday using the attached spreadsheet and |
will have them compiled for use on the upcoming comment resolution call. Also, please pass this on
to anyone who needs to review, but | did not include them on the distribution.

If you have any questions, please feel free to contact me.

Thanks,

(b) (6)

(b) (6) M2
Technical Manager

Michael Baker Jr., Inc.

2929 N. Central Ave., Suite 800
Phoenix, AZ 85012

Front Desk: (X))
plited (D) (6)

Mobile: I (JX(O)
M (b) (6)
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ANDRADE PRIMARY FENCE REPAIR

OFFICE OF BORDER PATROL, YUMA SECTOR
CUSTOMS AND BORDER PROTECTION
DEPARTMENT OF HOMELAND SECURITY

PART I

GENERAL SCOPE OF WORK PROVISIONS

1.1.1.  Scope of Work. The work in the base portion of this contract shall consist of furnishing all labor,
tools, equipment, materials, supplies, and personnel necessary for the construction of replacement
fence for the portion of the Andrade fence (C-1) that was undermined and collapsed along the
International Border between the U.S. and Mexico within the Yuma Sector, Yuma Border Patrol
Station in Imperial County, California as described and in accordance with the attached exhibits
and specifications and the attached clauses and instructions for a period of 60 days from Notice to
Proceed. This section is referred to as Area 2 within the attached exhibits.

The work in Option 1 of this contract shall consist of furnishing all labor, tools, equipment,
materials, supplies, and personnel necessary for the stabilization of existing fence for the portion
of the Andrade fence (C-1) immediately to the east of Area 2, henceforth known as Area 3, within
the Yuma Sector, Yuma Border Patrol Station in Imperial County, California as described and in
accordance with the attached exhibits and specifications and the attached clauses and instructions
for a period of 45 days from Notice to Proceed.

The work in Option 2 of this contract shall consist of furnishing all labor, tools, equipment,
materials, supplies, and personnel necessary for the stabilization of existing fence for the portion
of the Andrade fence (C-1) immediately to the west of Area 2, henceforth known as Area 1, within
the Yuma Sector, Yuma Border Patrol Station in Imperial County, California as described and in
accordance with the attached exhibits and specifications and the attached clauses and instructions
for a period of 45 days from Notice to Proceed.

1.1.2. Duration of Contract. The length of the base portion of this contract is for 60 days starting at the
date of Notice to Proceed. The length of Option 1 of this contract is for 60 days starting at the date
of Notice to Proceed. The length of Option 2 of this contract is for 60 days starting at the date of
Notice to Proceed

1.1.3. Safety. The Contractor shall be responsible for instructing his workers in appropriate safety
measures. The Contractor and his personnel shall adhere to all safety requirements as outlined in
“U.S. Army Corps of Engineers Safety and Health Requirements Manual,” EM 385-1-1, 15
September 2008. Failure to compile with EM 385-1-1 could result in the stoppage of work by the
Contracting Officer.

a. Accident Prevention Plan and Activity Hazard Analysis. The successful bidder shall be
responsible for completing an Accident Prevention Plan covering the contract and an Activity
Hazard Analysis for each activity taking place during the contract which is acceptable to the
Contracting Office and the Safety Office of the Los Angeles District prior to commencement
of any work as called for in EM 385-1-1, paragraph 01.A.07 and 01.A.09, and Appendix A.

b. Monthly Safety Meetings. At least one safety meeting shall be conducted monthly by the
Contractors Representative for all workers as called for in EM 385-1-1, paragraph 01.B.03.
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Information on the monthly safety meeting shall be reported on SWG Form 392, Minutes of
Safety Meeting, and submitted at the end of each month as required in paragraph 1.1.18d.

c. Exposure and Accident Reporting. The Contractor shall keep records of all time worked and
all injuries and accidents which occur during the performance of this contract. Exposure
information (time worked) shall be reported on SWD Form 743, Monthly Exposure Report,
and submitted at the end of each month as required in paragraph 1.1.18d. The Contractor shall
report any accident or injury which may result in a permanent disability or fatality to the
Contracting Officer immediately. Any accident or injury involving the general public shall be
reported to the Contracting Officer immediately. Any accident or injury which result in a visit
to a doctor, hospital, or involves a lost work day, or involves property damages of over $500
shall be reported to the Contracting Officer no later than the next work day. The Contractor
shall be responsible for keeping records on all injuries no matter how minor requiring first aid
treatment. Accident information shall be reported on SWD Form 517, First Aid Case History
Report, and submitted at the end of each month as required in paragraph 1.1.18d. Additional
information may be found in EM 385-1-1, paragraph 01.D. In addition to the accident
reporting requirements listed above, the Contractor shall inform Border Patrol within four
hours after any accident that involves Border Patrol personnel or property, the necessity of
EMS, media involvement or any damage to private property.

1.1.4.  Security. It shall be the Contractor’s responsibility to furnish security for personnel and to
safeguard material, equipment, etc. as the need is determined by the Contractor. This will include
but not limited to actual project sites, and or staging areas and storage facilities. The Customs and
Border Patrol will not provide security for the contractor. The Border Patrol agents shall respond
to routine security matters/threats if and when they occur. Both the Contractor and Border Patrol
shall provide phone numbers to be used in emergency situations. As a part of the security
requirement, the Contractor shall be responsible for the development of a Security Plan in
conjunction with the Health and Safety Plan. The detailed Security Plan shall include details such
as, but not limited to; “fall back positions”, evacuation routines and methods, muster area, medical
staff members/availability, number of security personnel, qualifications, years of experience, etc.
in the event of a hostile attack. This plan shall be reviewed by USACE Safety and Security
Officers for inspection and final acceptance prior to activities. The Contractor shall bring three (3)
copies of the security plan to the post-award coordination conference.

1.1.5. Damage Responsibility. The Contractor shall be responsible for restoring any government
facilities, structures, or trees damaged as a result of his operations. He shall also be responsible for
any damage to private and/or personal property and/or injury to any person as a result of his
operations. The Contractor shall notify the Contracting Officer immediately of any such damage
or injury.

1.1.6. Contractor Liaison. Beginning on the date of Notice to Proceed (NTP) on this Task Order, the
Contractor shall be continuously available to the U.S. Army Corps of Engineers’ representatives
for response to requests for information, discussion of contract performance, and other contract
administration activities such as billing or payment, etc.

a. FOREMERGENCY CIRCUMSTANCES ONLY: The Contractor shall provide the
names, job titles, and contact information, to include telephone numbers (business, cell phones,
facsimile, pager numbers, etc.) of a senior manager within the Contractor’s organization, and a
minimum of one similarly qualified alternate to serve as continuously available liaison with the
USACE. The Contractor shall submit the above information to the Contracting Officer by email
within two calendar days following receipt of the Task Order award. During the contract period,
the Contracting Officer and the Contracting Officer’s Representative (COR) shall be notified
immediately, by email, of any changes regarding the designated liaisons.

1.1.7.  Contractor’s Personnel. All personnel used in the performance of this contract shall be well trained
in the task they actually perform. All members of the Contractor’s crew who are participating in

2
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construction activities must have completed background checks and obtained appropriate
clearances as detailed in Section H.

a. Contractor’s Representative. The contractor shall designate a responsible representative
in charge of the work who shall be at the work site during all hours worked by the Contractor’s
personnel or a Sub-Contractor’s personnel. This representative shall be knowledgeable in the work
to be performed and shall be able to represent the Contractor during any on-site discussions
concerning this contract. He/she shall be able to communicate knowledgeable in English.

b. Sub-Contractors. All sub-Contractors used in the performance of this contract shall be
qualified in the work which they perform. All Sub-Contractors shall abide by all conditions of the
contract. The use of a Sub-Contractor does not relieve the Contractor of any responsibilities of this
contract. The Contractor shall obtain approval for the use of a Sub-Contractor from the COR prior
to using the Sub-Contractor.

1.1.8. Non-Disclosure. Neither the Contractor, nor the Contractor's representatives, shall release any
report, data, specification, photograph, cost estimate, nor other information in any form obtained
or prepared under this contract without prior written approval of the Contracting Officer.

1.1.9. Discrepancies. Any discrepancies found in the contract documents by the offeror shall be
identified to the Contracting Officer before the submittal of the offeror’s proposal. The offeror is
solely responsible for the content of the proposal and its compliance with all contract requirements
and all referenced codes and criteria.

1.1.10. Work Schedule. Work on this contract shall be performed between the hours of 6:00 AM to 6:00
PM, Monday through Friday excluding federal holidays.

1.1.11. Work Plan. The Contractor shall submit a Work Plan that includes, but is not limited to a list of
equipment, staging area locations, location of disposal, dust control, schedule, capacity and
dimensions of haul trucks, quantity of material expected per truck, etc.

1.1.12. Work Limits and Access to Work Site. All work, including construction, staging, hauling, ingress
and egress, shall be limited to areas of Government owned property, areas the Government has
obtained easements, and areas the Government has an appropriate property interest. The project
corridor, staging area and ingress/egress limits are shown on the map located in Appendix 2. The
Contractor shall ensure all materials, equipment, vehicles, personnel and any other construction
related items and/or activities be contained within the work limits. The Contractor shall coordinate
with the local Border Patrol station for access to the work site. The Contractor shall ensure, to the
extent possible, that the patrol road is not blocked due to construction activities. Additionally, the
Contractor shall not enter Mexican land or airspace with personnel or equipment.

1.1.13. Invoicing and Payment. The Contractor shall invoice for work according to the Price Schedule
found within this contract. Lump Sum items shall be invoiced on a percent complete at the time of
the invoice. The Contractor shall provide description of work completed up to the date of the
invoice with each invoice. Payment will be made on a monthly basis for all work completed
during that month and only for work that has been inspected and accepted as described in
paragraph 1.1.12 above. The copy of the invoice as required in Paragraph 1.1.18d, will be
compared against the daily reports for verification of all work before payment is made. All
submittals as required in paragraph 1.1.18d, for that month shall also be provided before payment
is made.

The Contractor shall not receive final payment until all identified punch list items are resolved and
final “as-built” information is approved and delivered to the COR.

1.1.14. Contracting Officers Packet of Information. After the apparent Contractor has been selected and
before work commences, the COR shall provide the Contractor with a packet of information

3
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containing:
a. AnEM 385-1-1, Safety and Health requirements Manual,
b. Examples of an Accident Prevention Plan and an Activity Hazard Analysis,
c. Fifteen SWG Forms 407, Safety Inspection Checklist,
d. Thirteen SWD Forms 743-J, Monthly Exposure Report,
e. Thirteen SWG Forms 392, Minutes of Safety Meetings,
f.  Thirteen SWD forms 517, First Aid Case History Report,
g. Two ENG Forms 3394, Accident Investigation Report,
h. A supply of daily reports,
i.  Three monthly submittal registers.

If additional forms are needed the Contractor shall contact the Contracting Officer. The Contractor
may use forms which he/she has developed if approved by the Contracting Officer.

1.1.15. Pre-Construction Meeting. On a mutually agreed upon date, the Contractor shall be required to
attend a Pre-Construction Meeting where he will meet with the COR as well as other officials
having an interest in the contract. At this time the Contractor shall provide the COR with all
required submittals and discuss the contract. If the COR is satisfied with all submittals and feels
that the Contractor is qualified to perform the work the Contractor may then begin work.

1.1.16. Submittals.

a. At the Pre-Construction Meeting the apparent Contractor shall be required to submit the
following information to the COR:

(1) A letter containing:

(@) A statement acknowledging full understanding of the contract plans and
specifications.

(b) A list of references for which the contractor has performed similar work
previously,

(c) The name and qualifications of the Contractor’s representative,

(d) The name and qualifications of any sub-contractors which the Contractor plans
to utilize and a description of the work the sub-contractor shall perform.

If information changes during the contract period, the Contractor shall inform the Contracting
Officer in writing at least fifteen (15) days in advance of these changes or when additional
information becomes available.

(2) Certification of roll-over protection,

(3) Proof of insurance,

(4) Accident Prevention Plan and Activity Hazard Analysis,

4
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(5) Work Plan

(6) Security Plan

(7) Project Schedule

(8) Crane Critical Lift Plan

(9) Proof of Qualification for Crane Operators
(10) Quality Control Plan

(11) Environmental Protection Plan

(12) Waste Management Plan

b. The Contractor shall be responsible for constructing new fencing, stabilization measures
and associated project components per the construction plans (See Appendix 1) and technical
specifications (See Appendix 3). Prior to start of construction, the Contractor shall submit shop
drawings and other such information to the COR for review and approval. The following list of
shop drawings is provided for the Contractor’s convenience and does not necessarily represent all
required shop drawing submittals. The Contractor shall also review the technical specifications for
other miscellaneous submittal requirements.

Demolition Plan, G

Survey layout, G

Crane Plan, G

Drilled Shaft Plan, G

Concrete Mix Designs, G

Precast Retaining Wall Manufacturer’s Specifications, G
Pre-cast Retaining Wall Layout & Details, G
Structural Steel, G

Weld Qualifications, G

Reinforcing Steel, G

Trenching Plan, G

c. At the end of each work day or on the morning of the following day the Contractor shall
submit a completed daily report and geospatial data collection report. After an inspection of the
work covered by the daily report, the COR will sign the report and return a copy of it to the
Contractor. Any deficiencies in the work or discrepancies between the daily report and the
inspection will also be noted. Attached to the daily report shall be the SWG FORM 407, “Safety
Inspection Checklist for Equipment” as discussed in paragraph 1.2.2a, for all equipment put into
service on that day.

d. At the end of each month in which work is performed the Contractor shall submit a
properly certified invoice containing Contractors name and address as shown on the contract, the
contract number, the period covered by the invoice, and an itemized listing of work performed
during the invoice period to:

USACE, Finance Center

7800 Third Avenue

Attn: Mail Stop 322

Millington, Tennessee 38054-8001
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e. At the end of each month in which work was performed the Contractor shall make the
following submittals to the COR at :

Location To Be Detemined

(1) Submittal register,

(2) A copy of the invoice submitted to the USACE Finance Center,
(3) SWD Form 743-J, Monthly Exposure Report,

(4) SWG Form 392, Minutes of Safety Meeting,

(5) SWD Form 517, First Aid Case History Report,

(6) ENG Form 3394, Accident Investigation Report, if necessary.

The COR may require additional submittals if necessary without any change in the contract price.

1.1.17. Storage of Equipment and Materials. The contractor shall be responsible for finding a location to
store their equipment and materials. Any equipment or material stored shall be maintained in a
neat and orderly fashion to the satisfaction of the COR. The Corps of Engineers and Border Patrol
shall not be responsible for the protection of any equipment or material. The COR shall reserve the

right to require the immediate removal of any and/or all equipment and material if deemed in the
best interest of the government.

1.1.18.

1.1.19. Contractors Inspection. The Contractor inspection date and time can be found at FAR 52.236-27
ALT 1 within this RFQ.

1.1.20. Geospatial Data Collection. The Contractor shall submit geospatial data collection report per
paragraph 2.1.14.

1.1.21. Final Inspection and Acceptance of Work. The Contractor shall be responsible for coordinating
and conducting a punch list walk through of the project in conjunction with the COR and Customs
& Border Protection representative. The Contractor shall generate the punch list of all items
identified and agreed upon by all parties during the walk through. The final walk through shall be
conducted once the punch list items are complete. The Contractor shall be responsible for
coordinating and conducting the final walk through with the COR and Customs and Border
Protection representative no later than 14 calendar days following the punch list walk through.
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PART II
SCOPE OF WORK TECHNICAL PROVISIONS

2.1.1. Scope of Work. The work in the base portion of this contract shall consist of furnishing all labor,
tools, equipment, materials, supplies, and personnel necessary for the construction of replacement
fence for the portion of the Andrade fence (C-1) that was undermined and collapsed along the
International Border between the U.S. and Mexico within the Yuma Sector, Yuma Border Patrol
Station in Imperial County, California as described and in accordance with the attached exhibits
and specifications and the attached clauses and instructions for a period of 60 days from Notice to
Proceed. This section is referred to as Area 2 within the attached exhibits.

The work in Option 1 of this contract shall consist of furnishing all labor, tools, equipment,
materials, supplies, and personnel necessary for the stabilization of existing fence for the portion
of the Andrade fence (C-1) immediately to the east of Area 2, henceforth known as Area 3, within
the Yuma Sector, Yuma Border Patrol Station in Imperial County, California as described and in
accordance with the attached exhibits and specifications and the attached clauses and instructions
for a period of 45 days from Notice to Proceed.

The work in Option 2 of this contract shall consist of furnishing all labor, tools, equipment,
materials, supplies, and personnel necessary for the stabilization of existing fence for the portion
of the Andrade fence (C-1) immediately to the west of Area 2, henceforth known as Area 1. within
the Yuma Sector, Yuma Border Patrol Station in Imperial County, California as described and in
accordance with the attached exhibits and specifications and the attached clauses and instructions
for a period of 45 days from Notice to Proceed.

2.1.2. Site Locations and Description. The following are descriptions of the Andrade Primary Fence
Repair project corridor. See the attached exhibit for general location of the areas.

a. Area 2 begins approximately W miles west of the Algadones port of Entry (POE) and
extends approximately feet to the east. The project consists of installing new pedestrian
style bollard (P-3) fence with a reinforced concrete foundation that will connect to the
existing fence and foundation on either side of the current fence opening. To support the new
fence and reduce the risk of future damage on the south side of the fence, a modular concrete
block retaining wall will be installed approximately north of International Border. The
area between the fence and the retaining wall will be backfilled with [{JNEIR(IXA(D)

(b) (5), (b) (7)(E)

b. Area 3 begins on the east end of Area 2 and extends approximately il feet to the east,
ending approximately [Bl miles west of the Algadones POE, just west of Border Monument
’ Stabilization measures will consist of the installation of jd-inch diameter drilled shafts
spaced at?-feet on center located approximately jill-feet south of the existing fence.
The area between the drilled shafts and the existing fence will be backfilled with AASHTO

(b) (5). (b) (7TNE),

c. Area 1 begins approximately W miles west of the Algadones POE and extends
approximately W feet to the east, connecting to the west end of Area 2. Stabilization
measures will consist of installation of jg-inch diameter drilled shafts spaced at j§-feet ﬁ
inches on center located approximately jill-feet south of the existing fence. The area between
the drilled shafts and the existing fence foundation will be stabilized with a fiber reinforced
shotcrete slab over compacted soil cement.

d. See Appendix A for specific delineation of the base and option items. The specifications
provided in Appendix C apply to base and option items.

2.1.3. Equipment. The Contractor shall have available adequate equipment in the opinion
1
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of the Contracting Officers Representative to perform all aspects of the work described. The
equipment shall be in good operating condition and be used for its intended purpose. The
Contractor shall make all equipment available to the Contracting Officers Representative for
inspection at any time upon request. If in the opinion of the Contracting Officer any equipment is
unsafe, unsuitable, or inadequate for the work which it is to be used for, the equipment shall be
removed from the job site and/or additional or replacement equipment acquired.

a. Equipment Safety Inspection. Before any mechanized equipment is placed into service, it
shall be inspected and tested by a person familiar with operations of that equipment as called for in
EM 385-1-1, Paragraph 18.A.03.

b. Crane: The Contractor shall submit a proposed crane plan to the COR for review and
approval. The crane plan shall show the proposed crane set up locations for all proposed crane
activities and detail any required utility coordination. The crane plan shall also include the specific
model of each crane, the dimensions, wheel sizes, number of wheels, wheel spacing, tire
pressure(s), number of axles, axle spacing, minimum wheel load to be exerted during operations
and maximum outrigger load to be exerted during operations. The Contractor shall allow at least
10 working days for acceptance/non-acceptance of the crane work plan. No crane operations shall
begin prior to written acceptance of the crane work plan by the COR, who shall be the
Government approving authority.

2.1.4. Existing Conditions. The Contractor, in the presence of the COR, shall document existing site
conditions via video recording and photographs prior to start of construction. Documentation shall
include condition of all existing roads (on-site and egress/ingress), structures, utilities and
structures within and immediately adjacent to the project site. The COR will have the final
approval that the documentation has been adequately completed. The Contractor shall provide a
copy of all documentation on CD(s) and/or DVD(s) to the COR for the project record.

2.1.5. Construction Guidelines

2.1.5.1. All construction required of the Contractor to complete the construction of the fence shall be in
accordance with the criteria contained herein using industry standard materials and efficient
practices. The Contractor shall use materials and equipment accepted within the construction
industry. The materials selected shall be of high quality, durable and easily maintained.

2.1.5.2. The Contractor shall take great care not to disturb any existing fence outside the limits of this
project unless specifically called for in the plans. If the existing fence is disturbed, it shall be the
Contractor’s responsibility to repair the fence so to restore it to previously existing conditions or
replace it in-kind if damaged beyond repair. Should it be necessary to disturb the foundation of the
existing fence, the Contractor shall be responsible for providing all bracing or means of temporary
shoring so to protect the existing fence in-place.

2.1.5.3. At the end of each work day the Contractor shall effectively close all fence by either erection of
new fence or temporary fence until such time that work begins the following day. The Contractor
may use existing fence material for temporary fence to close off gaps overnight.

2.1.5.4. All egress/ingress access roads, on-site fence access roads and staging areas shall be returned to
existing conditions or better prior to final acceptance of the project. This shall include providing
aggregate surface course needed to enable the access roads to be bladed in order to remove ruts,
depressions, and/or pot-holes caused by construction activities. See Appendix B for Access and
Staging Map.

2.1.5.5. Installed fence panels, over the specified lengths shown in the plans, shall be constructed vertical
with an allowable tolerance of 1-inch out of plumb over the entire height of the fence. Fence
coordinates shall be surveyed to within 3-inches of the coordinates provided in the plans. Any
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discrepancies in dimensions, elevation, or alignment shall be brought to the attention of the COR
prior to continuing with construction in the vicinity of the discrepancy. The COR reserves the
right to resolve such discrepancy prior to commencing work within the vicinity of the discrepancy.

2.1.5.6. All fence construction materials and accessories shall have the ability to survive temperatures
applicable to the southwestern border of the U.S. including diurnal and seasonal extremes with
temperature deltas in excess of 120 degrees Fahrenheit.

2.1.5.7. All fence construction materials and accessories shall have a 30-year service life requiring planned
maintenance to occur not earlier than every ten years.

2.1.5.8. All final grades adjacent the fence location shall be finished so drainage flows away from the
fence so to prevent ponding of water at the fence and fence foundation location.

2.1.6. Removal and Disposal of Litter, Trash, Man-Made and Natural Debris and Vegetation. The
contractor is responsible for the removal and disposal of all waste material from government
property. The Contractor shall dispose of litter, trash, man-made and natural debris at an off-site
location approved by the COR. The Contractor shall remove, haul and dispose of all material in
accordance with all local, state, and federal laws. The Contractor shall provide all applicable
licensing and/or permits for operating equipment, hauling and disposal of removed debris and
vegetation. The Contractor shall keep all application and permit records as required by state, local
and federal regulations. The Contractor shall supply a copy of application and permit records to
the COR as soon as each application is made and permit received.

No stockpiled litter, trash, debris or vegetation shall be left unattended or overnight at the project
site. All litter, trash, debris, and vegetation shall be hauled off site and disposed of at the end of
each workday.

Burning is not considered an acceptable form of debris removal.
2.1.7. Geotechnical Investigation. The Geotechnical Report for the project site has been provided in

Appendix D. Any additional Geotechnical information required by the Contractor shall be
obtained by the Contractor following award of bid.

2.1.8.  Survey. All survey performed by the Contractor, including but not limited to construction staking
and as-built drawings, during construction shall be performed under the direction of a licensed
professional Surveyor.

2.1.9. Temporary Traffic Control Measures. The Contractor shall be required to provide all traffic
control measures required per local codes.

2.1.10. HAZARDOUS WASTE. Hazardous waste is not anticipated as a part of this action. Should
hazardous waste be discovered, the Contractor shall stop work immediately at the location in
question and refer to the COR for consultation.

2.1.11. Waste Disposal Records. The Contractor shall maintain records to document the quantity of waste
generated; quantity of waste diverted through sale, reuse, or recycling; and the quantity of waste
disposed by landfill or incineration. The records shall be made available to the Contracting
Officer during construction activities, and a copy of the records shall be delivered to the
Contracting Officer upon completion of the contract.

2.1.12. Final Cleaning. The Contractor shall remove all temporary structures, barricades, traffic control
signs, and project signs following each debris removal and/or vegetation control activity.

BW23 FOIA CBP 004486



Section C — Descriptions and Specifications Andrade Fence Repair
90% Submittal

2.1.13. Reporting and Geospatial Data Collection

a. Reporting: GPS locations and field measurements of length for the base item and option
items (if exercised) shall be provided to the COR at the time of the punch list walk through.
Instruction for input of progress reporting and GPS data shall be collected and processed
using Government provided procedures and a data dictionary. The web-base progress
reporting system and data dictionary will contain the required fields specified and shall be
provided by the Contracting Officer. Procedures for the input of progress data and GPS
collection shall be provided to the contractor by the Contracting Officer prior to start of
construction.

b. GPS Equipment: The Contractor shall provide required GPS equipment to the Contracting
Officer’s Representative for approval. The GPS equipment must contain a 416 MHZ. Intel X-
Scale processor chip set. The equipment must be capable of recording 3-dimentional position
(latitude, longitude, ortho height) of features and include numerous attributes as specified by
the data dictionary. A copy of the feature, attribute, and data dictionary file will be supplied
in digital (*.ddf format) and hard copy format prior to the initiation of construction, and
instructions will be provided on their use.

i The GPS equipment must be equivalent to a Trimble GeoXT or meet or exceed the below
specifications:

Microsoft Windows Mobile 5.x software

Submeter accuracy in real-time

Integrated SBAS

RTCM real-time correction support

NMEA and TSOP protocol support

Multi-path rejection technology

Temperature Operation range 14 degrees F to 122 degrees F
Temperature Storage range -4 degrees F to 158 degrees F

9. Casing of wind-driven and dust resistant per IP 54 standard

10. Shock and vibration resistant

11. GPS Channels 12 (L1 code and carrier)

12. Update rates 1 Hz

13. Protocols TSIP, NMEA (GGA, VTG, GLL, GSA, ZDA, GSV, RMC)
14. Real-Time (SBAS or external RTCM source accuracy of submeter)

N~ WNE

c. GPS Data Format: Data collection for GPS locations shall be in decimal degrees to nine
decimal points, and be collected minimally at the start and end points of construction and
shall include interim points as indicated by the collection procedures.

d. GPS Data Submittal: The contractor will download the GPS data collection files and prepare
the digital files in ASCII comma delimited format, raw, GPS file (such as a .ssf from a
Trimble unit), and ESRI Shape files based upon the structure of the supplied data dictionary.
All data will be submitted to the COR the day of the punch list walk through. The intent of
this submittal is to depict the completed construction in a GIS format. The proper attributes
will be populated according to USACE SDSFIE standards. Metadata will be produced with
each weekly update and submitted in either a *.txt or *.xml format.

e. GPS Data Final Submittal: Upon receipt of the GIS data submittal, the COR will have 14 calendar
days to review and provide any comments to the Contractor. Upon receipt of comments, the
Contractor shall complete the GPS Data file and submit with the as-built information.

2.1.14. Environmental Compliance. On 1 April 2008, the Secretary of the Department of Homeland
Security signed an environmental waiver, supplied by Congress, to expedite the completion of the
PF225 Border Fence Projects, which the original C-1 fence segment was a part. The waiver

4
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extends to the Andrade Primary Fence Repair project as it is part of the C-1 fence segment. The
Secretary's action waives local, state, and federal environmental regulatory compliance
requirements. However, the Secretary has pledged to conduct environmental reviews of Projects
including Andrade Primary Fence Repair and to also demonstrate environmental stewardship
throughout project execution.

Specifically, the waiver allows for the completion of Andrade Primary Fence Repair project
without completing the standard regulatory processes and securing permits for the laws listed in
the waiver. Within this specifications document, this waiver shall be used to omit
permitting/regulatory coordination that may fall under the environmental laws listed in the waiver.
However, the Contractor shall adhere to and/or implement best management practices, mitigation
measures, special conditions, environmental protection measures and all other activities related to
environmental matters identified in this solicitation.

While modifications to the project as described in this solicitation are permitted by the waiver, an
environmental review of any modifications to the project as described in this solicitation must be
conducted prior to any construction related, ground disturbing activities. The Government will
conduct the environmental review based on any modifications to the project, if proposed.

2.1.15. Environmental Assessment. An Environmental Assessment (EA) has been completed covering the
limits of the original C-1 Border Fence Project. A copy of the EA can be provided upon request.

2.1.16. Storm Water Pollution Prevention Plan (SWPPP). Contractor shall be required to comply with the
State of Arizona Construction General Permit and will be required to submit a Notice of Intent
(NOI) Arizona Department of Environmental Quality (ADEQ). No physical work at the site shall
begin prior to the Contractor receiving written approval of the project SWPPP. Contractor shall be
required to comply with the SWPPP as a part of its execution of the project.

The COR reserves the right to require the Contractor to modify or revise the SWPPP to insure that
all current measures to prevent offsite migration of pollutants, including soils, are included in the
SWPPP, or if the Contracting Officer determines that the storm water pollution prevention
requirements are not being met.

2.1.17. Best Management Practices. The Contractor shall implement all BMPs as outlined below. All
BMPs shall be incorporated into the Contractor’s Environmental Compliance Plan. As needed,
environmental monitors, including cultural resource monitors and biological monitors, may be
furnished by the Government at no cost to the Contractor to audit conformance with the BMPs
during construction activities. The Contractor may be responsible for costs incurred to remediate
or mitigate any environmental damage resulting from the contractor’s failure to comply and
implement these BMPs.

The following BMPs shall be implemented as standard operating procedures during all
construction activities:

1) Best Management Practices (BMPs) shall be implemented as standard operating procedures
during all construction activities. These BMPs shall include proper handling, storage, and/or
disposal of hazardous and/or regulated materials. To minimize potential impacts from
hazardous and regulated materials, all fuels, waste oils, and solvents will be collected and
stored in tanks or drums within a secondary containment system that consists of an
impervious floor and bermed sidewalls capable of containing the volume of the largest
container stored therein. The refueling of machinery shall be completed following accepted
guidelines, and all vehicles shall have drip pans during storage to contain minor spills and
drips. Although it will be unlikely for a major spill to occur, any spill of 5 gallons or more
shall be contained immediately within an earthen dike, and the application of an absorbent
(e.g., granular, pillow, sock, etc.) shall be used to absorb and contain the spill. Furthermore,
any spill of petroleum liquids (e.g., fuel) or material listed on 40 CFR 302 Table 302.4 of a

5
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reportable quantity must be cleaned up and reported to the appropriate Federal and state
agencies. Reportable quantities of those substances listed on 40 CFR 302 Table 302.4 will be
included as part of the Spill Prevention, Control and Countermeasures Plan (SPCCP). A
SPCCP will be in place prior to the start of construction and all personnel will be briefed on
the implementation and responsibilities of this plan.

2)  All waste oil and solvents shall be recycled. All non-recyclable hazardous and regulated
wastes shall be collected, characterized, labeled, stored, transported, and disposed of in
accordance with all Federal, state, and local regulations, including proper waste manifesting
procedures.

3) Solid waste receptacles shall be maintained at staging areas. Non-hazardous solid waste
(trash and waste construction materials) shall be collected and deposited in on-site
receptacles. Solid waste shall be collected and disposed of by a local waste disposal
contractor.

4) Waste materials and other discarded materials will be removed from the site as quickly as
possible.

5) Waste water (water used for project purposes that is contaminated with construction
materials, was used for cleaning equipment and thus carries oils or other toxic materials or
other contaminants in accordance with state regulations) will be stored in closed containers on
site until removed for disposal. Concrete wash water will not be dumped on the ground, but
will be collected and moved offsite for disposal.

6) The perimeter of all areas to be disturbed during construction or maintenance activities shall
be clearly demarcated using flagging or temporary construction fence, and no disturbance
outside of that perimeter will be authorized.

7) No off-road vehicle activity will occur outside of the project footprint by the project
proponent, project workers, and project contractors.

8) No pets owned or under the care of the project proponent or any and all construction workers
will be permitted inside the project’s construction boundaries, adjacent native habitats, or
other associated work areas.

9)  Vehicular traffic associated with the construction activities and operational support activities
shall remain on established roads to the maximum extent practicable. Areas with highly
erodible soils shall incorporate various BMPs, such as, straw bales, aggregate materials, and
wetting compounds, to control erosion. A SWPPP will be prepared prior to construction
activities and BMPs described in the SWPPP will be implemented to reduce erosion.

10) Any unnecessary ground disturbance, such as scraping or vegetation removal, shall be
avoided within temporary staging areas as approved by the COR. When required, these areas
shall be hand cleared to avoid disturbance to soils. Minimizing disturbance of the soils shall
facilitate natural restoration (i.e., some native plants will resprout if not heavily disturbed),
and shall impede the establishment of non-native plant species (i.e., many invasive, non-
native plant species will easily invade and dominate heavily disturbed areas).

11) Construction equipment shall be cleaned using BMPs prior to entering and departing the
project corridor to minimize the spread and establishment of non-native invasive plant
species.

12) Transmission of disease vectors and invasive non-native aquatic species can occur if vehicles

cross infected or infested streams or other waters and water or mud remains on the vehicle. If
these vehicles subsequently cross or enter uninfected or infested waters, the disease or

6

BW23 FOIA CBP 004489



Section C — Descriptions and Specifications Andrade Fence Repair
90% Submittal

invasive species may be introduced to the new area. To prevent this, crossing of streams or
marsh areas with flowing or standing water will be avoided, and if not, the vehicle sprayed
with a 10% bleach solution or allowed to dry completely to kill any organisms.

13) The U.S. Fish and Wildlife Service (USFWS) lists federally protected species with the
potential of occurring in Imperial County. It is the Contractor’s responsibility to be aware of
these species and if any of these species are encountered the Contractor shall take appropriate
measures to protect each species. Refer to the Environmental Assessment for a list of
federally protected species.

14) The Government will designate a qualified biological monitor who will be responsible for
overseeing compliance with protective measures for federally protected species during
construction activities within designated areas. The designated biologist's qualifications will
be subject to the approval of USFWS. The biologist will immediately notify the
Government’s designated representative to halt all associated project activities which may be
in violation of the biological opinion. In such an event, the Government will halt all
construction activities and contact USFWS within 24 hours. If an individual of a federally
protected species is found in the designated project area, work will cease in the area of the
species until either a qualified biological monitor can safely remove the individual, or it
moves away on its own.

15) The biological monitor shall have the authority to temporarily suspend the project if necessary
to ensure compliance with the BMPs. This authority must be provided to the biological
monitor by the Contractor’s construction manager in the worker orientation training.

16) Peninsular Bighorn Sheep. During any construction activities, if a sheep is seen within one
mile of the activity, any work that could disturb the sheep will cease. For vehicle operations,
this will entail stopping the vehicle until the sheep moves away. Vehicles may continue on at
reduced speeds (10-15 miles per hour) once the sheep has moved away. For construction the
biological monitor will request that work suspend until the sheep moves out of the area. If,
after three hours of the initial sighting, sheep do not move beyond one mile away from the
project activity or vehicle, project personnel will retreat from the area in the direction from
which they came.

17) The Government has developed (in coordination with USFWS) a training plan regarding
Trust Resources for border patrol and construction personnel that will be presented at the pre-
construction meeting. At a minimum, the program will include the following topics:
Occurrence of the listed and sensitive species in the area, their general ecology, sensitivity of
the species to human activities, legal protection afforded these species, penalties for violations
of Federal and State laws, reporting requirements, and project features designed to reduce the
impacts to these species and promote continued successful occupation of the project area
environs. Included in this program will be color photos of the listed species, which will be
shown to the employees. Following the education program, the photos will be posted in the
contractor and resident engineer office, where they will remain through the duration of the
project. The Government and designated biological monitor will be responsible for ensuring
that the Contractor’s employees are aware of the listed species.

18) Water for construction use shall be from wells or irrigation water sources at the discretion of
the landowner. If local groundwater pumping is an adverse effect to aquatic, marsh, or
riparian dwelling federally protected species, treated water from outside the immediate area
will be utilized.

19) The project site shall only be accessed using designated, existing roads. Parking will be in

designated disturbed areas. This should limit the development of multiple trails to the project
site and reduce the effects to federally protected species habitat in the vicinity.
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20) There are no known sensitive cultural sites within the project corridor. If any cultural material
is discovered during the construction efforts, then all activities will halt until a qualified
archaeologist assesses the cultural remains. The Contractor may continue to work in areas that
have been previously cleared, unless cultural resource materials are also discovered in these
areas.

21) Standard construction procedures shall be implemented to minimize the potential for erosion
and sedimentation during construction. All work shall cease during heavy rains, and shall not
resume until conditions are suitable for the movement of equipment and materials.

22) All fuels, waste oils, and solvents shall be collected and stored in tanks or drums within a
secondary containment area consisting of an impervious floor and bermed sidewalls capable
of holding the volume of the largest container stored therein. The refueling of machinery shall
be completed following accepted guidelines, and all vehicles shall have drip pans during
storage to contain minor spills and drips. No refueling or storage shall take place within 100
feet of a drainage channel or structure. Other design measures shall be implemented, such as
straw bales, silt fencing, aggregate materials, wetting compounds, and re-vegetation with
native plant species, where possible, to decrease erosion and sedimentation. Furthermore, a
SWPPP and all applicable Section 404/401 permit procedures shall be completed before
construction shall be initiated within jurisdictional Waters of the U.S. (WUS). It shall be the
responsibility of the Contractor to prepare and submit 404 and 401 permit applications to the
respective USCOE and State offices.

23) All equipment maintenance, staging, laydown, and dispensing of fuel, oil, or any other such
activities, will occur in designated upland areas. The designated upland areas will be located
in such a manner as to prevent any runoff from entering waters of the United States, including
wetlands.

24) If all ground disturbing activities cannot be completed outside of the migratory bird nesting
season (February 1 - August 31), prior to the start of the project, and as a one time occurrence,
the Government’s biological monitor, at no cost to the contractor, shall conduct migratory
bird surveys at the project site before said activities begin. Prior to the ground disturbing
activities the Contractor shall provide the Government's resident engineer with a schedule for
all ground disturbing activities such as geotechnical investigations, clearing and grubbing etc.
which will be coordinated with the Government's biological monitor. The Government’s
biological monitor will locate and clearly mark bird nests 48 hours prior to the Contractor's
scheduled ground disturbing activities. Under no circumstance shall the Contractor conduct
any of the ground disturbing activities prior to the completion of the surveys by the
Government's biological monitor. Clearing and grubbing and all other ground disturbing
activities shall be limited to biologically surveyed areas.

25) To prevent entrapment of wildlife species during the construction of the project, all excavated,
steep-walled holes or trenches more than 2 feet deep will either be covered at the close of
each working day by plywood or provided with one or more escape ramps constructed of
earth fill or wooden planks. The ramps will be located at no greater than 1,000-foot intervals
and will be sloped less than 45 degrees. Each morning before the start of construction and
before such holes or trenches are filled, they will be thoroughly inspected for trapped animals.
Any animals so discovered will be allowed to escape voluntarily (by escape ramps or
temporary structures), without harassment, before construction activities resume, or removed
from the trench or hole by a qualified biologist and allowed to escape unimpeded.

26) To prevent entrapment of wildlife species during placement or vertical posts/bollards, all
vertical fence posts/bollards that are hollow (i.e., those that will be filled with a reinforcing
material such as concrete), shall be covered so as to prevent wildlife from entrapment. Covers
will be deployed from the time the posts or hollow bollards are erected to the time they are
filled with reinforcing material.

BW23 FOIA CBP 004491



Section C — Descriptions and Specifications Andrade Fence Repair
90% Submittal

27) Mitigation measures will be incorporated to ensure that PM,, emission levels do not rise
above the de minimus threshold as required per 40 CFR 51.853(b)(1). Measures shall include
dust suppression methods to minimize airborne particulate matter that will be created during
construction activities. Standard construction BMPs, such as routine watering of the patrol,
drag, and access roads, shall be used to control fugitive dust during the construction phases of
the proposed project. Additionally, all construction equipment and vehicles shall be required
to be kept in good operating condition to minimize exhaust emissions.

28) Construction speed limits will not exceed 35 miles per hour on major unpaved roads (graded
with ditches on both sides) and 25 miles per hour on all other unpaved roads.

29) During the construction phase, short term noise impacts are anticipated. All Occupational
Safety and Health Administration requirements shall be followed. Construction equipment
shall possess properly working mufflers and shall be kept properly tuned to reduce backfires.
Implementation of these measures shall reduce the expected short term noise impacts to an
insignificant level in and around the construction site.

30) The Contractor shall take measures to ensure light plants or any type of lighting are not

directed at areas of residence on either side of the International Boundary, in particular, the
area of Los Algodones, Mexico.
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SECTI ON 03 20 00.00 10

CONCRETE REI NFORCI NG
08/ 10

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN CONCRETE | NSTI TUTE | NTERNATI ONAL ( ACl)

ACl 318 (2011) Building Code Requirenents for
Structural Concrete and Conmmentary

ACl SP-66 (2004) ACl Detailing Manual
AVERI CAN VELDI NG SOCI ETY ( AWB)

AWS DL. 4/ D1. 4M (2011) Structural Wl ding Code -
Rei nf orci ng Steel

ASTM | NTERNATI ONAL (ASTM

ASTM A1035/ A1035M (20009) Standard Specification for
Def ormed and Pl ain, Low carbon, Chroni um
Steel Bars for Concrete Reinforcenent

ASTM A184/ A184M (2006e1) Standard Specification for
Fabri cated Defornmed Steel Bar Mats for
Concrete Rei nforcenment

ASTM A370 (2011) Standard Test Methods and
Definitions for Mechanical Testing of
St eel Products

ASTM A497/ A497M (2007) Standard Specification for Steel
Wl ded Wre Reinforcenent, Deforned, for
Concrete

ASTM A53/ A53M (2010) Standard Specification for Pipe,

Steel, Black and Hot-Di pped, Zinc- Coated,
Wl ded and Sean ess

ASTM A615/ A615M (2009b) Standard Specification for
Def ormed and Pl ai n Carbon-Steel Bars for
Concr et e Rei nforcenment

ASTM A675/ A675M (2003; R 2009) Standard Specification for
Steel Bars, Carbon, Hot-Wought, Special
Quality, Mechanical Properties

ASTM A706/ A706M (2009b) Standard Specification for
Low Al |l oy Steel Deforned and Plain Bars

SECTION 03 20 00.00 10 Page 1
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1.

1.

for Concrete Reinforcenent

ASTM A767/ A767M (2009) Standard Specification for
Zinc-Coated (Gl vani zed) Steel Bars for
Concr et e Rei nforcenent

ASTM A775/ A775M (2007b) Standard Specification for
Epoxy- Coat ed Steel Reinforcing Bars

ASTM A82/ A82M (2007) Standard Specification for Steel
Wre, Plain, for Concrete Reinforcenent

ASTM A884/ A884M (2006) Standard Specification for

Epoxy- Coated Steel Wre and Wl ded Wre
Rei nf or cenent

ASTM A934/ A934M (2007) Standard Specification for
Epoxy- Coat ed Prefabricated Steel
Rei nforci ng Bars
ASTM E 94 (2004; R 2010) Radi ographi c Exami nation
CONCRETE REI NFORCI NG STEEL | NSTI TUTE ( CRSI )

CRSlI 10MsP (2009; 28th Ed) Manual of Standard Practice

.2 SUBM TTALS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the submttal for the Governnent. Submit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:

SD- 03 Product Data

Vel di ng
Butt-Splices; G
Material; G

SD- 04 Sanpl es
Epoxy- Coat ed Bars
SD-06 Test Reports

Material; G
Tests, lnspections, and Verifications; G

SD-07 Certificates

Rei nforci ng Steel
Qualification of Steel Bar Butt-Splicers

3  QUALITY ASSURANCE
3.1 Wl di ng Qualifications
Wel ders shall be qualified in accordance with AWS D1. 4/ D1. 4MN.

SECTION 03 20 00.00 10 Page 2
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Qualification test shall be perfornmed at the worksite and notify the
Contracting Oficer 24 hours prior to conducting tests. Special welding
procedures and wel ders qualified by others may be accepted as permtted by
AWS D1.4/D1.4N. Submit a list of qualified welders nanes.

1.3.2 Qualification of Steel Bar Butt-Splicers

Qualification of steel bar butt-splicers shall be certified to have
satisfactorily conpleted a course of instruction in the proposed method of
butt-splicing or have satisfactorily perfornmed such work within the
preceding year. Subnmit certificates on the Qualifications of Steel Bar
Butt-Splicers prior to comencing butt-splicing.

1.3.3 Qualification of Butt-Splicing Procedure

As a condition of approval of the butt-splicing procedure, nmake three test
butt-splices of steel bars of each size to be spliced using the proposed
butt-splicing nmethod, in the presence of the Contracting Oficer. These
test butt-splices and unspliced bars of the sanme size shall be tension
tested to destruction with stress-strain curves plotted for each test.
Test results shall show that the butt-splices neet the specified strength
and deformation requirenents in order for the splicing procedure to be
approved.

1.4 DELI VERY, STORAGE, AND HANDLI NG

Rei nf orcement and accessories shall be stored off the ground on pl atfornmns,
ski ds, or other supports.

PART 2 PRODUCTS
2.1 DONELS

Dowel s shall conformto ASTM A675/ A675V, Grade 80. Steel pipe conformng
to ASTM A53/ A53lv, Schedul e 80, may be used as dowel s provided the ends are
closed with metal or plastic inserts or with nortar.

2.2 FABRI CATED BAR NMATS
Fabri cated bar mats shall conformto ASTM A184/ A184M\.
2.3 REI NFORCI NG STEEL

Rei nforcing steel shall be deformed bars conform ng to ASTM A615/ A615N

ASTM A706/ A706N, or ASTM A1035/ A1035lN grades and sizes as indicated. Cold
drawn wire used for spiral reinforcenent shall conformto ASTM A82/ A82N

In highly corrosive environnents or when directed by the Contracting
Oficer, reinforcing steel shall conformto ASTM A767/ A767VN, ASTM A775/ A775N
ASTM A1035/ A1035NM or ASTM A934/ A934N as appropri ate.

Submit certified copies of mll reports attesting that the reinforcing
steel furnished contains no | ess than 25 percent recycled scrap steel and
neets the requirenments specified herein, prior to the installation of

rei nforcing steel.

2.3.1 Epoxy- Coat ed Bars
Epoxy-coated steel bars shall conmply with the requirenments of

ASTM A775/ A775N, including witten certifications for coating material and

SECTION 03 20 00.00 10 Page 3
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coated bars, sample of coating material, and 1.5 pounds of patching
mat eri al .

2.4 VELDED WRE FABRI C

Wel ded wire fabric shall conformto ASTM A497/ A497Nh. When directed by the
Contracting O ficer for special applications, welded wire fabric shal
conformto ASTM A884/A884N. For wire with a specified yield strength (fy)
exceedi ng 60,000 psi, fy shall be the stress corresponding to a strain of
0. 35 percent.

2.5 WRE TIES
Wre ties shall be 16 gauge or heavier black anneal ed steel wre.
2.6  SUPPORTS

Bar supports for fornmed surfaces shall be designed and fabricated in
accordance with CRSI 10MsSP and shall be steel or precast concrete bl ocks.
Precast concrete bl ocks shall have wire ties and shall be not less than 4

i nches square when supporting reinforcenment on ground. Precast concrete

bl ock shall have conpressive strength equal to that of the surrounding
concrete. \Were concrete fornmed surfaces will be exposed to weat her or
where surfaces are to be painted, steel supports within 1/2 inch of
concrete surface shall be gal vani zed, plastic protected or of stainless
steel. Concrete supports used in concrete exposed to view shall have the
same color and texture as the finish surface. For slabs on grade, supports
shal | be precast concrete blocks, plastic coated steel fabricated with
bearing plates, or specifically designed wire-fabric supports fabricated of
pl asti c.

Bar supports shall conply with the requirenments of ACl SP-66. Supports for
bars in concrete with forned surfaces exposed to view or to be painted
shal |l be plastic-coated wire, stainless steel or precast concrete

supports. Precast concrete supports shall be wedged-shaped, not | arger
than 3-1/2 by 3-1/2 inches, of thickness equal to that indicated for
concrete cover and have an enbedded hooked tie-wire for anchorage. Bar
supports used in precast concrete with formed surfaces exposed to view
shal |l be the same quality, texture and color as the finish surfaces.

2.7 TESTS, | NSPECTI ONS, AND VERI FI CATI ONS

Perform material tests, specified and required by applicabl e standards, by
an approved | aboratory and certified to denonstrate that the materials are
in conformance with the specifications. Tests, inspections, and
verifications shall be perfornmed and certified at the Contractor's
expense. Submit certified tests reports of reinforcenent steel show ng
that the steel conplies with the applicable specifications for each stee
shi pnent and identified with specific lots prior to placenment. Submt
three copies of the heat anal yses for each | ot of steel furnished
certifying that the steel conforns to the heat anal yses.

2.7.1 Rei nf orcenent Steel Tests

Mechani cal testing of steel shall be in accordance with ASTM A370 except as
ot herwi se specified or required by the material specifications. Tension
tests shall be perforned on full cross-section specimens using a gage

| ength that spans the extremties of specinens with welds or sleeves

i ncluded. Chemical analyses of steel heats shall show the percentages of
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carbon, phosphorous, manganese, sul phur and silicon present in the steel.
2.7.2 Radi ogr aphi ¢ Exam nation of Welds

Radi ogr aphi ¢ exam nation of welds shall be in accordance with ASTM E 94 and
shal | be performed and eval uated by an approved testing agency adequately
equi pped to perform such services. Radiographs of welds and eval uati ons of
the radi ographs subnitted for approval shall become the property of the
Gover nment .

PART 3 EXECUTI ON
3.1 REI NFORCEMENT

Rei nf orcement steel and accessories shall be fabricated and pl aced as
speci fied and shown and approved shop drawi ngs. Fabrication and pl acenent
details of steel and accessories not specified or shown shall be in
accordance with ACI SP-66 and ACI 318. Reinforcenent shall be cold bent
unl ess otherw se authorized. Bending nmay be acconplished in the field or
at the mll. Epoxy-coated bars shall be mll-bent prior to coating. Al
steel shall be bent cold unless authorized. Bars shall not be bent after
enbednent in concrete. Safety caps shall be placed on all exposed ends of
vertical concrete reinforcenment bars that pose a danger to life safety.
Wre tie ends shall face away fromthe forns. Subnit detail draw ngs
showi ng rei nforcing steel placenent, schedul es, sizes, grades, and splicing
and bendi ng details. Draw ngs shall show support details including types,
si zes and spaci ng.

3.1.1 Pl acenment

Rei nf orcement shall be free fromloose rust and scale, dirt, oil, or other
del eterious coating that could reduce bond with the concrete.

Rei nf orcement shall be placed in accordance with AClI 318 at |ocations shown
pl us or mnus one bar dianeter. Rei nf orcenent shal |l not be continuous

t hrough expansion joints and shall be as indicated through construction or
contraction joints. Concrete coverage shall be as indicated or as required
by ACl 318. |If bars are noved nore than one bar dianmeter to avoid
interference with other reinforcenent, conduits or enbedded itens, the
resulting arrangenent of bars, including additional bars required to neet
structural requirenents, shall be approved before concrete is placed.

3.1.2 Splicing

Splices of reinforcenent shall conformto ACI 318 and shall be made only as
required or indicated. Splicing shall be by |apping or by nechanical or
wel ded butt connection; except that lap splices shall not be used for bars
| arger than No. 11 unless otherw se indicated. Welding shall conformto
AWS D1.4/D1.4N. Welded butt splices shall be full penetration butt welds.
Lapped bars shall be placed in contact and securely tied or spaced
transversely apart to permt the enbedment of the entire surface of each
bar in concrete. Lapped bars shall not be spaced farther apart than
one-fifth the required length of lap or 6 inches. Mechanical butt splices
shall be in accordance with the recomendati on of the manufacturer of the
nmechani cal splicing device. Butt splices shall develop 125 percent of the
specified mninumyield tensile strength of the spliced bars or of the

smal ler bar in transition splices. Bars shall be flane dried before butt
splicing. Adequate jigs and clanps or other devices shall be provided to
support, align, and hold the longitudinal centerline of the bars to be butt
spliced in a straight |ine.
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3.1.3 Pl aci ng Tol erances

3.1.3.1 Spaci ng
The spaci ng between adjacent bars and the distance between | ayers of bars
may not vary fromthe indicated position by nore than one bar di aneter nor
more than 1 inch.

3.1.3.2 Concrete Cover

The m ni mum concrete cover of main reinforcenent steel bars shall be as
shown. The allowabl e variation for m ni mum cover shall be as foll ows:

M NI MUM COVER (i nch) VARI ATI ON (i nch)
6 plus 1/2
4 plus 3/8
3 plus 3/8
2 plus 1/4
1-1/2 plus 1/4
1 plus 1/8
3/4 plus 1/8

3.1. 4 Splicing

Splices in steel bars shall be nmade only as required. Bars nmay be spliced
at alternate or additional |ocations at no additional cost to the
CGovernment subject to approval.

3.1.4.1 Lap Splices

Lap splices shall be used only for bars snaller than size 14 and wel ded
wire fabric. Lapped bars nmay be placed in contact and securely tied or
spaced transversely apart to permt the enbednent of the entire surface of
each bar in concrete. Lapped bars shall not be spaced farther apart than
1/5 the required length of lap or 6 inches.

3.1.4.2 Butt-Splices

Use butt-splices only for splicing size 14 and 18 bars and for splicing #11
bars to |l arger bars except where otherwi se shown or authorized. Make
butt-splices by a nmethod which devel ops splices suitable for tension,
conpression and stress reversal applications. Wl ded butt-splices shall be
full penetration butt welds. Butt-splices shall develop 90 percent of the
specified mninmumultinate tensile strength of the snmallest bar of each
splice. Bars shall be cleaned of all oil, grease, dirt, rust, scale and

ot her foreign substances and shall be flame dried before splicing.

Adequate jigs and clanps or other devices shall be provided to support,
align and hold the longitudinal centerline of the bars to be butt-spliced
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in a straight line. Submt proposed procedure for butt-splicing steel bars
prior to making the test butt-splices for qualification of the procedure.
Properties and anal yses of steel bars and splicing materials shall be
included in the submtted procedure. Physical properties of splicing

sl eeves shall include | ength, inside and outside dianeters, and inside
surface details.. Butt-splices shall be as follows:

a. Thermt Welded Butt Splices - Bars to be thermt welded shall be
restricted to steel shown by heat analysis to have a sul fur content not
exceeding 0.05 percent. The ends of bars to be thermt welded shall be
cut square and snooth. Flanme cutting will be pernitted provided
grinding is enployed to renove the resulting scale and to square and
snooth the cut ends to a condition equivalent to a saw cut. No
shearing will be permitted. Bars shall be cleaned and flanme dried
before splicing. The joint shall be properly aligned in the mold with
a gap opening in accordance with the manufacturer's recomendati ons.
Charging and firing shall conformto the nanufacturer's
reconmendations. The end of bars and the wel ded nold shall be
preheated before welding to a tenperature of not |ess than 100 degrees F
and the nold shall be left in place for at |east 15 mnutes after
ignition. Risers shall be broken or burned off after renmoving the
nold. Tension splices shall be staggered longitudinally a mninmumof 5
feet so that no nore than half of the bars are spliced at any one
section or as otherw se indicated.

b. Mechanical Butt-Splices - Mechanical butt-splices shall be an
approved exothermc, threaded coupling, swaged sleeve or other positive
connecting type. Bars to be spliced by a mechanical butt-splicing
process may be sawed, sheared or flane cut provided the ends of sheared
bars are reshaped after shearing and all slag is renoved fromthe ends
of flame cut bars by chipping and wire brushing prior to splicing.
Surfaces to be enclosed within a splice sleeve or coupling shall be
cl eaned by wire brushing or other approved nethod prior to splicing.
Splices shall be made using nanufacturer's standard jigs, clanps,
ignition devices and other required accessories. |In addition to the
strength requirenents specified paragraph BUTT- SPLI CES t he additiona
def ormati on of nunber 14 and snaller bars due to slippage or other
novermrent within the splice sleeve shall not exceed 0.015 inches (unit
strain 0.0015 inches/inch) beyond the elongation of an unspliced bar
based upon a 10 inch gage length spanning the extremties of the sleeve
at a stress of 30,000 psi. The additional deformation of nunber 18
bars shall not exceed 0.03 inches (unit strain 0.003 inches/inch)
beyond the el ongation of an unspliced bar based upon a 10 i nch gage
| ength spanning the extremties of the sleeve at a stress of 30,000 psi.
The amount of the additional deformation shall be determ ned fromthe
stress-strain curves of the unspliced and spliced bars tested as
requi red paragraph QUALI FI CATI ON OF BUTT- SPLI CI NG PROCEDURE f or
qualification of the butt-splicing procedure. Tension splices of nunber
14 or snaller bar shall be staggered longitudinally a mnimmof 5 feet
or as otherwi se indicated so that no nore than half of the bars are
spliced at any one section. Tension splices of nunber 18 bars shall be
staggered longitudinally a minimumof 5 feet so that no nore than 1/3
of the bars are spliced at any one section

3.2 WELDED- W RE FABRI C PLACEMENT
Wel ded-wire fabric shall be placed in slabs as indicated. Fabric placed in

sl abs on grade shall be continuous between expansion, construction, and
contraction joints. Fabric placenment at joints shall be as indicated.
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Lap splices shall be nade in such a way that the overl apped area equals the
di stance between the outernost crosswires plus 2 inches. Laps shall be
staggered to avoid continuous laps in either direction. Fabric shall be
wired or clipped together at laps at intervals not to exceed 4 feet.

Fabric shall be positioned by the use of supports.

3.3 DOWAEL | NSTALLATI ON

Dowel s shall be installed in slabs on grade at |ocations indicated and at
right angles to joint being dowel ed. Dowels shall be accurately positioned
and aligned parallel to the finished concrete surface before concrete

pl acement. Dowels shall be rigidly supported during concrete placenent.
One end of dowels shall be coated with a bond breaker.

3.4  FIELD TESTS AND | NSPECTI ONS
3.4.1 Identification of Splices

Establi sh and nai ntain an approved nmethod of identification of all field
butt-splices which will indicate the splicer and the nunber assigned each
splice made by the splicer.

3.4.2 Exam ni ng, Testing, and Correcting

Performthe follow ng during the butt-splicing operations as specified and
as directed:

a. Visual Examination - Al welded splices shall be visually exam ned
for the presence of cracks, undercuts, inadequate size and ot her

vi sible defects. Respliced connections resulting fromcorrection of

vi sual defects may be radi ographically exam ned at the option of the
Contracting O ficer as specified in paragraph SUPPLEMENTAL

EXAM NATI ON. Exot herm ¢ nmechani cal butt-splices shall be visually
examned to determine if the filler netal is clearly visible at the tap
hol es and conpletely fills the sleeves at both ends except for spaces
of not nore than 3/8 inch occupied by packing.

b. Tension Tests - Tensions tests to 90 percent of the mninum
specified ultimate tensile strength of the spliced bars or to
destruction shall be performed on one test specinmen nmade in the field
for every 25 splices made. Test specimens shall be made by the
splicers engaged in the work, using the approved splicing procedure and
the sane size bars placed in the sane relative position, and under the
same conditions as those in the groups represented by the specinmens.
Stress-strain curves shall be furnished for each butt-splice tested.

c. Radiographic Exanination - Not |ess than one of each 25 wel ded
splices selected at random by the Contracting Oficer shall be exam ned
radi ographi cally and eval uated for defects. The greatest dinension of
any porosity (gas pocket or simlar void) or fusion-type defect (slag

i nclusion, inconplete fusion or sinilar generally elongated defect in
wel d fusion) shall not exceed 1/4 inch. The m ni mum cl earance between
edges of porosity or fusion-type defects shall not be less than 1 inch

d. Correction of Deficiencies - No splice shall be enbedded in
concrete until satisfactory results of visual exanination and the
required tests or exani nations have been obtained. Al splices having
vi si bl e defects or represented by test speci nens which do not satisfy
the tests or exam nations shall be renoved. |If any of the tension test

SECTION 03 20 00.00 10 Page 8
BW23 FOIA CBP 004521



90% SUBMITTAL
NOT FOR CONSTRUCTION

Andr ade Fence Repair

specimens fail to neet the strength requirenents or deformation
[imtations two production splices fromthe same |ot represented by the
test specinmens which failed shall be cut out and tension tested. |If
both of the retests pass the strength requirenents and deformation
limtations all of the splices in the lot will be accepted. |f one or
both of the retests fail to neet the strength requirenents or
deformation limtations all of the splices in the lot will be
rejected. Al costs of renoval, testing and resplicing of the
addi ti onal production splices shall be borne by the Contractor. The
bars of rejected splices shall be cut off outside the splice zone of
weld netal, filler metal contact, coupling or sleeve. The cut ends
shal |l be finished as specified and the joints shall be respliced and
rei nspected at no additional cost.

e. Supplenmental Exami nation - The Contracting Oficer may require
addi ti onal or suppl enental radiographic exam nation and/or tension test
of any conpleted splice.

-- End of Section --
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SECTION 03 30 00.00 40

CAST-IN-PLACE CONCRETE

The publications listed below form a part of this specification to the extent referenced. The publications
are referred to within the text by the basic designation only.

ACI INTERNATIONAL (ACI)

ACI 7y

ACI 2111

ACI 301

ACI 318/318R

ACI/MCP-2

ACI/MCP-3

(2006) Standard Specifications for Tolerances for Concrete
Construction and Materials

(1991; R 2002) Standard Practice for Selecting Proportions for
Normal, Heavyweight, and Mass Concrete

(2005) Specifications for Structural Concrete

(2008; Errata 2008; Errata 2009) Building Code Requirements
for Structural Concrete and Commentary

(2009) Manual of Concrete Practice Part 2 - ACI 224R-01 to
ACI 313R-97

(2009) Manual of Concrete Practice Part 3:315-99 to 343R-95

AMERICAN WELDING SOCIETY (AWS)

AWS As5.1/A5.M

AWS D1.4/D1.4M

(2004; Errata 2004) Carbon Steel Electrodes for Shielded Metal
Arc Welding

(2005; E 2005) Structural Welding Code - Reinforcing Steel

ASTM INTERNATIONAL (ASTM)

ASTM A 185/A 185M

ASTM A 497/A 497M

ASTM A 615/A 615M

ASTM A 706/A 706M

(2007) Standard Specification for Steel Welded Wire
Reinforcement, Plain, for Concrete

(2007) Standard Specification for Steel Welded Wire
Reinforcement, Deformed, for Concrete

(2008b) Standard Specification for Deformed and Plain
Carbon-Steel Bars for Concrete Reinforcement

(2008a) Standard Specification for Low-Alloy Steel Deformed
and Plain Bars for Concrete Reinforcement
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ASTM A 767/A 767M

ASTM A 775/A 775M

ASTM A 82/A 82M

ASTM C 117

ASTM C 127

ASTM C 128

ASTM C 136

ASTM C 138/C 138M

ASTM C143/C143M

ASTM C 150

ASTM C 156

ASTM C 11

ASTM C172

ASTM C192/C 192M

ASTM C 231

ASTM C 233

ASTM C 260

ASTM C 29/C 20M
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(2005) Standard Specification for Zinc-Coated (Galvanized)
Steel Bars for Concrete Reinforcement

(2007b) Standard Specification for Epoxy-Coated Steel
Reinforcing Bars

(2007) Standard Specification for Steel Wire, Plain, for
Concrete Reinforcement

(2004) Standard Test Method for Materials Finer than 75-um
(No. 200) Sieve in Mineral Aggregates by Washing

(2007) Standard Test Method for Density, Relative Density
(Specific Gravity), and Absorption of Coarse Aggregate

(2007a) Standard Test Method for Density, Relative Density
(Specific Gravity), and Absorption of Fine Aggregate

(2006) Standard Test Method for Sieve Analysis of Fine and
Coarse Aggregates

(2009) Standard Test Method for Density ("Unit Weight"),
Yield, and Air Content (Gravimetric) of Concrete

(2008) Standard Test Method for Slump of Hydraulic-Cement
Concrete

(2007) Standard Specification for Portland Cement

(2005) Standard Test Method for Water Retention by Concrete
Curing Materials

(2007) Standard Specification for Sheet Materials for Curing
Concrete

(2008) Standard Practice for Sampling Freshly Mixed Concrete

(2007) Standard Practice for Making and Curing Concrete Test
Specimens in the Laboratory

(2008c) Standard Test Method for Air Content of Freshly
Mixed Concrete by the Pressure Method

(2007) Standard Test Method for Air-Entraining Admixtures
for Concrete

(2006) Standard Specification for Air-Entraining Admixtures
for Concrete

(2009) Standard Test Method for Bulk Density ("Unit Weight")
and Voids in Aggregate
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ASTM C 309

ASTM C 31/C 31M

ASTM C 33

ASTM C 39/C 30M

ASTM C 42/C 42M

ASTM C 494/C 494M

ASTM C 566

ASTM C 618

ASTM C 70

ASTM C 881/C 881M

ASTM C 932

ASTM C 94/C 94M

ASTM D 1557

ASTM E 329
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(2007) Standard Specification for Liquid Membrane-Forming
Compounds for Curing Concrete

(2008a) Standard Practice for Making and Curing Concrete
Test Specimens in the Field

(2003) Standard Specification for Concrete Aggregates

(2005€e1e) Standard Test Method for Compressive Strength of
Cylindrical Concrete Specimens

(2004) Standard Test Method for Obtaining and Testing
Drilled Cores and Sawed Beams of Concrete

(2008a) Standard Specification for Chemical Admixtures for
Concrete

(1997; R 2004) Standard Test Method for Total Evaporable
Moisture Content of Aggregate by Drying

(2008a) Standard Specification for Coal Fly Ash and Raw or
Calcined Natural Pozzolan for Use in Concrete

(2006) Standard Test Method for Surface Moisture in Fine
Aggregate

(2002) Standard Specification for Epoxy-Resin-Base Bonding
Systems for Concrete

(2006) Standard Specification for Surface-Applied Bonding
Compounds for Exterior Plastering

(2007) Standard Specification for Ready-Mixed Concrete
(2007) Standard Test Methods for Laboratory Compaction
Characteristics of Soil Using Modified Effort (56,000 ft-1bf/ft3)
(2700 kN-m/m3)

(2008) Standard Specification for Agencies Engaged in the
Testing and/or Inspection of Materials Used in Construction

CONCRETE REINFORCING STEEL INSTITUTE (CRSI)

CRSI 10MSP

(2001; 27Ed) Manual of Standard Practice

NATIONAL INSTITUTE OF STANDARDS AND TECHNOLOGY (NIST)

NIST PS1

(2007) Construction and Industrial Plywood

U.S. GENERAL SERVICES ADMINISTRATION (GSA)
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FS MMM-A-001993 (1978) Adhesive, Epoxy, Flexible, Filled (For Binding, Sealing,
and Grouting)

FS SS-S-200 (Rev E; Am 2) Sealant, Joint, Two-Component, Jet-Blast-
Resistant, Cold-Applied, for Portland Cement Concrete
Pavement

1.2 SUBMITTALS

Government approval is required for submittals with a "G" designation; submittals not having a "G"
designation are for information only. When used, a designation following the "G" designation identifies
the office that will review the submittal for the Government. Submit the following in accordance with
Section o1 33 oo SUBMITTAL PROCEDURES:

SD-o01 Preconstruction Submittals

Construction Equipment Lists shall be submitted by the Contractor prior to construction in
accordance with the paragraph entitled, "General Information," of this section.

SD-o03 Product Data

Manufacturer's catalog data for the following items shall include printed instructions for
admixtures, bonding agents, epoxy-resin adhesive binders, waterstops, and liquid chemical
floor hardeners.

Concrete Aggregates (recycled & non-recycled)
Portland Cement

Ready-Mix Concrete

Form Facing Materials

Reinforcement Materials

Joint Materials

Bonding Materials

Concrete Curing Materials

SD-o05 Design Data

Mix design data for each class of Ready-Mix Concrete including use of recycled concrete
material shall be submitted at least 15 calendar days prior to start of specified work; G

SD-06 Test Reports
Test reports for welding electrodes shall be in accordance with AWS As5.1/A5.1M.
Reports for concrete shall be in accordance with the paragraph entitled, "Quality-Control
Testing During Construction,” of this section. Test reports of the chemical requirements of
reinforcing bars shall also be submitted.
Chemical Composition

Mechanical Usability
Soundness
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Slump
Air Entrainment
Compressive Strength

SD-o7 Certificates
Welding Procedures shall be in accordance with AWS D1.4/D1.4M.

Mill certificates shall be submitted for Steel Bar according to the paragraph entitled,
"Fabrication," of this section.

Certificates for concrete shall be in accordance with the paragraph entitled, "Classification
and Quality of Concrete,” of this section. Certificates shall contain project name and number,
date, name of Contractor, name of concrete testing service, source of concrete aggregates,
material manufacturer, brand name of manufactured materials, material name, values as
specified for each material, and test results. Certificates for Welder Qualifications shall be in
accordance with the paragraph entitled, "Qualifications for Welding Work," of this section.

Concrete Design Mixes
Concrete Aggregates
Welding Procedures

SD-08 Manufacturer's Instructions

Installation instructions shall indicate the manufacturer's recommended method and
sequence of installation for the following items:

Admixtures
Bonding Materials

SD-u Closeout Submittals
Records of Communication shall be submitted in accordance with paragraph entitled,
"General Information," of this section.
1.3 QUALIFICATIONS FOR CONCRETE TESTING SERVICE
Concrete testing shall be performed by a Government approved commercial testing laboratory and
inspection service experienced in sampling and testing concrete. Testing agency shall meet the
requirements of ASTM E 329.
1.4 QUALIFICATIONS FOR WELDING WORK
Welding procedures shall be in accordance with AWS Di1.4/D1.4M.
Welder qualifications shall be verified in accordance with AWS Di1.4/D1.4M or under an equivalent

qualification test approved in advance. Welders shall be permitted to do only the type of welding for
which each is specifically qualified.
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1.5 CONCRETE SAMPLING AND TESTING
Testing by the Contractor shall include sampling and testing concrete materials proposed for use in the
work and testing the design mix for each class of concrete. Quality control testing during construction

shall be performed by the Contractor.

Concrete aggregate materials proposed for use in the work shall be sampled and tested in accordance
with ASTM C 33.

Portland cement shall be sampled and tested in accordance with ASTM C 150.
Air-entraining admixtures shall be sampled and tested in accordance with ASTM C 233.
1.6 CONCRETE DESIGN MIXES

Mix proportions for each concrete class shall be determined and tested as follows:

REQUIREMENT TEST METHOD NUMBER OF TESTS
Specific gravity ASTM C 128 As required for
absorption of fine the concrete aggre-
aggregate gate for each

trial mix
Specific gravity and ASTM C 127
absorption of coarse
aggregate
Gradation of fine ASTM C 117 and
and coarse aggregates ASTM C 136
Moisture content of ASTM C 70 and
both fine and ASTM C 566
coarse aggregates
Dry-rodded unit ASTM C 29
weight of coarse
aggregate
Trial mixes using at ACI 2111 As required to
least three different determine the con-
water/cement ratios, crete mix having
minimum allowable the properties
cement content, specified for each
maximum allowable concrete class

slump; both with
and without air
entrainment
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Making and curing ASTM C 192 Two sets of three
concrete specimens specimens for each
in the laboratory design mix
Sampling fresh ASTM C 192 One for each set of
concrete in the design mix specimens
laboratory
Slump ASTM C 143
Air content ASTM C 231
Yield ASTM C 138

Compressive strength ASTM C 39 Three specimens

tested at 7 days,
and three speci-
mens tested at
28 days for each
mix design

Proportions of concrete mixtures shall be determined in accordance with ACI/MCP-2 and Method 1 of
ACI 301, Section 3.8.2.1. Separate curves shall be prepared for air-entrained and non-air-entrained
concretes.

1.7 DELIVERY AND STORAGE OF MATERIALS

Packaged materials shall be delivered to the project site in their original, unopened package or container
bearing label clearly identifying manufacturer's name, brand name, material, weight or volume, and
other pertinent information. Packaged materials shall be stored in their original, unbroken package or
container in a weathertight and dry place until ready for use in the work.

Unpackaged aggregates shall be stored to avoid excessive segregation, contamination with other
materials or other size aggregates, or freezing.

Reinforcement and other metal items shall be protected from corrosion and shall be kept free from ice,
grease, and other coatings that would destroy or reduce bond.

1.8 GENERAL INFORMATION

Construction Equipment Lists of major components used during this phase of work shall be submitted
prior to construction.

Letters of record expressing Communication between the Contractor and Contracting Officer shall be
provided after the contract completion.
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PART 2 PRODUCTS

21 CONCRETE MATERIALS

2.1.1 General
All concrete materials for cast-in-place concrete, except for concrete bulkheads, shall conform Portland
Cement Concrete, Class S as defined in Section 1006 of the Arizona Department of Transportation
Standard Specifications for Road and Bridge Construction, latest edition, except as modified herein.

2.1.2 Portland Cement

Cement shall conform to ASTM C 150, Type II. One brand and type of cement shall be used for formed
concrete having exposed-to-view finished surfaces.

2.1.3 Water
Minimize the amount of water in the mix. The amount of water must not exceed 45 percent by weight of
cementitious materials (cement + pozzolans), and in general, improve workability by adjusting the
grading rather than by adding water. Water must be fresh, clean, and free from injurious amounts of
oils, acids, alkalis, salts, organic materials, or other substances deleterious to concrete.

2.1.4 Recycled Concrete Aggregate
When natural sand is used, up to 30% of natural crushed coarse aggregate can be replaced with coarse
recycled aggregate. Between 10% and 20% of natural fine aggregates may be replaced with recycled fine
aggregates.

2.2 FORM FACING MATERIALS

2.21 Concrete Form Plywood (Standard Rough)
Plywood shall conform to NIST PS 1, B-B, concrete form, not less than 5/8-inch thick.

2.2.2 Overlaid Concrete Form Plywood (Standard Smooth)
Plywood shall conform to NIST PS 1, B-B, high density form overlay, not less than 5/8-inch thick.

2.3 REINFORCEMENT MATERIALS
See Section 03 20 01.00 10 Concrete Reinforcing for requirements.

2.4 JOINT MATERIALS

2.41 Preformed Joint Filler Strips

Filler strips shall be nonextruding and resilient nonbituminous type conforming to ASTM D 1752, Type |
or II.

2.4.2 Joint Sealant Compound

Compound shall be cold-applied, two-component, elastomeric polymer type conforming to FS SS-S-200.

SECTION 03 30 00.00 40 - PAGE 8

BW23 FOIA CBP 004530



90% SUBMITTAL
NOT FOR CONSTRUCTION

Andrade Fence Repair
2.5 BONDING MATERIALS
2.5.1 Concrete Bonding Agent

Agent shall be an aqueous-phase, film-forming, nonoxidizing, freeze and thaw-resistant compound
suitable for brush or spray application conforming to ASTM C 932.

2.5.2 Epoxy-Resin Adhesive Binder

Binder shall be two-component, epoxy-polysulfide polymer type with an amine-type curing-agent
conforming to FS MMM-A-001993, Type I or ASTM C 881.

2.6 CONCRETE CURING MATERIALS

2.6.1 Absorptive Cover
Cover for curing concrete shall be burlap cloth made from jute or kenaf, weighing 9 ounces plus or minus
5 percent per square yard when clean and dry, conforming to ASTM C 171, Class 3; or cover may be cotton
mats as approved.

2.6.2 Moisture-Retaining Cover
Cover for curing concrete shall be waterproof paper conforming to ASTM C 171, regular or white, or
polyethylene sheeting conforming to ASTM C 171, or polyethylene-coated burlap consisting of a laminate
of burlap and a white opaque polyethylene film permanently bonded to the burlap; burlap shall conform
to ASTM C 171, Class 3, and polyethylene film shall conform to ASTM C 171. When tested for water
retention in accordance with ASTM C 156, weight of water lost 72 hours after application of moisture
retaining covering material shall not exceed 0.039 gram per square centimeter of the mortar specimen
surface.

2.6.3 Water
Water shall be potable.

2.6.4 Membrane-Forming Curing Compound

Compound shall be liquid type conforming to ASTM C 309, Type 1, clear, Type 1D with fugitive dye for
interior work and Type 2, white, pigmented for exterior work.

PART 3 EXECUTION

31 FORMWORK

3.1 General
Forms shall be constructed to conform, within the tolerances specified, to shapes dimensions, lines,
elevations, and positions of cast-in-place concrete members as indicated. Forms shall be supported,
braced, and maintained sufficiently rigid to prevent deformation under load.

3.1.2 Design and Construction of Form work

Form work design and construction shall conform to ACI/MCP-2 and ACI 301, Chapter 4.
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Forms shall be tight to prevent leakage of cement paste during concrete placing.

Form facing materials shall be supported by structural members spaced close to prevent deflection of
form facing material. Forms placed in successive units for continuous surfaces shall be fitted to accurate
alignment to ensure a smooth completed surface within the tolerances specified. Where necessary to
maintain the tolerances specified, such as long spans where immediate supports are not possible,
formwork shall be cambered for anticipated deflections in formwork due to weight and pressure of fresh
concrete and to construction loads.

Exposed joints, edges, and external corners shall be chamfered a minimum of 3/4 inch by moldings
placed in corners of column, beam, and wall forms.

Shores and struts shall be provided with a positive means of adjustment capable of taking up formwork
settlement during concrete placing operations. Adjustment shall be obtained with wedges or jacks or a
combination thereof. When adequate foundations for shores and struts cannot be secured, trussed
supports shall be provided.

Temporary openings shall be provided in wall forms, column forms, and at other points where necessary
to permit inspection and to facilitate cleaning.

Forms shall be readily removable without impact, shock, or damage to concrete.
3.1.3 Forms for Standard Rough Form Finish

Rough form finish shall be given concrete formed surfaces that are to be concealed by other
construction, unless otherwise specified.

Form facing material for standard rough form finish shall be the specified concrete form plywood or
other approved form facing material that will produce concrete surfaces equivalent in smoothness and
appearance to that produced by new concrete form plywood panels.

For concrete surfaces exposed only to the ground, undressed, square-edge, 1-inch nominal thickness
lumber may be used. Horizontal joints shall be level and vertical joints shall be plumb.

3.1.4 Forms for Standard Smooth Form Finish

Smooth form finish shall be given concrete formed surfaces that are to be exposed to view or that are to
be covered with coating material applied directly to concrete or with covering material bonded to
concrete, such as waterproofing, dampproofing, painting, or other similar coating system.

Form facing material for standard smooth finish shall be the specified overlaid concrete form plywood or
other approved form facing material that is nonreactive with concrete and that will produce concrete
surfaces equivalent in smoothness and appearance to that produced by new overlaid concrete form
plywood panels.

Maximum deflection of form facing material between supports and maximum deflection of form
supports such as studs and wales shall not exceed 0.0025 times the span.

Arrangement of form facing sheets shall be orderly and symmetrical, and sheets shall be in sizes as large
as practical.

Panels shall be arranged to make a symmetrical pattern of joints. Horizontal and vertical joints shall be
solidly backed and butted tight to prevent leakage and fins.
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3.1.5 Form Ties

Ties shall be factory fabricated metal, adjustable in length, removable or snap-off type that will not allow
form deflection or will not spall concrete upon removal. Portion of form ties remaining within concrete
after removal of exterior parts shall be at least 1-1/2 inches back from concrete surface. Form ties shall be
free of devices that will leave a hole larger than 7/8 inch or less than 1/2 inch in diameter in concrete
surface. Form ties fabricated at the project site or wire ties of any type are not acceptable.

3.1.6 Tolerances for Form Construction

Formwork shall be constructed to ensure that after removal of forms and prior to patching and finishing
of formed surfaces, concrete surfaces shall be in accordance with tolerances specified in ACI 117 and
ACI/MCP-2.

3.1.7 Preparation of Form Surfaces

Contact surfaces of forms shall be coated with form-coating compound before reinforcement is placed.
Form-coating compound shall be a commercial formulation that will not bond with, stain, nor adversely
affect concrete surfaces and will not impair subsequent treatment of concrete surfaces that entails
bonding or adhesion nor impede wetting of surfaces to be cured with water or curing compounds.
Excess form-coating compound shall not be allowed to stand in puddles in the forms nor to come in
contact with concrete against which fresh concrete will be placed. Thinning of form-coating compound
shall be made with thinning agent of the type, in the amount, and under the conditions recommended
by form-coating compound manufacturer's printed or written directions.

3.1.8 Removal of Forms

Formwork that does not support weight of concrete, such as sides of beams, walls, columns, and similar
vertical parts of the work, may be removed 24 hours after placing concrete, provided concrete is
sufficiently hard not to be damaged from form-removal operations.

Formwork that supports weight of concrete, such as beam soffits, slabs, and similar horizontal parts of
the work, shall remain in place at least until concrete has attained design minimum laboratory
compressive strength at 28 days for applicable concrete class specified.

Form facing material may be removed before concrete has attained its required 28-day compressive
strength but in no case less than 6 days after placing concrete, provided shores and other vertical
supports have been arranged to permit removal of form-facing material without loosening or disturbing
shores and supports. Shores and other vertical supports shall remain in place until concrete has attained
its required 28-day compressive strength.

Results of control tests will be used as evidence that concrete has attained sufficient strength to permit
removal of supporting forms. Test specimens shall be removed from molds at the end of 24 hours and
stored in the structure as near points of sampling as possible; shall receive same protection from
elements during curing as is given those portions of the structure which they represent; and shall not be
removed from the structure for transmittal to the laboratory prior to expiration of three-fourths of
proposed period before removal of forms. Supporting forms of shoring shall not be removed until
strength of control-test specimens has attained a value of at least 1,500 psi for columns and 2,000 psi for
other work. Contractor shall ensure that newly unsupported portions of the structure are not subjected
to heavy construction or material loading.
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Tie-rod clamps to be removed from wall shall be loosened 24 hours after concrete is placed; form ties,
except for a sufficient number to hold forms in place, may be removed at that time. Ties wholly
withdrawn from wall shall be pulled toward inside face.
When formwork is removed during concrete curing period, exposed concrete shall be cured as specified.
3..9 Re-Use of Forms
Surfaces of forms that are to be re-used shall be cleaned and repaired, except that split, frayed, or
delaminated form facing material shall not be re-used. Contact surfaces of re-used forms shall be coated
as specified.
3.2 REINFORCEMENT FABRICATION AND INSTALLATION
See Section 03 20 01.00 10 Concrete Reinforcing for requirements.
3.3 JOINTS

3.3.1 Construction Joints

Joints not indicated shall be made and located so as not to impair strength and appearance of the
structure and shall be as approved. Construction joints shall be located as follows:

In grade beams at not more than 30 feet in any horizontal direction.
In slabs on ground, so as to divide slab into areas not in excess of 120 square feet

Keyways at least 1-1/2-inches deep shall be provided in construction joints in walls and slabs and between
walls and footings; approved bulkheads may be used for slabs.

Joints shall be perpendicular to main reinforcement. Reinforcement shall be continued across
construction joints.

3.3.2 Control Joints in Slabs on Ground
Joints shall be provided to form panels as indicated.

Under and on exact line of each control joint, 50 percent of welded wire fabric reinforcement shall be cut
before placing concrete.

Joints shall be 1/8-inch wide by 1/5 to 1/4 of slab depth and shall be formed by inserting hand-pressed
fiberboard strip into fresh concrete until top surface of strip is flush with slab surface or by cutting the
concrete with a saw after the concrete has set. After concrete has cured for at least 7 days, the
Contractor shall remove inserts and clean groove of foreign matter and loose particles.

3.3.3 Sealing Joints in Slabs on Ground
Isolation and control joints which will not be covered with finish flooring material shall be sealed with
joint sealing compound after concrete curing period. Groove shall be slightly underfilled with joint

sealing compound to prevent extrusion of compound. Excess material shall be removed as soon after
sealing as possible.
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Sealing shall not be required for isolation and control joints which will be covered with finish flooring
material. Groove shall be left ready to receive filling material that will be provided as part of finish floor
covering work.

3.4 INSTALLATION OF ANCHORAGE DEVICES
3.4.1 General

Anchorage devices and embedded items required for other work that is attached to, or supported by,
cast-in-place concrete shall be set and built in as part of the work of this section, using setting drawings,
instructions, and directions for work to be attached thereto.

3.4.2 Placing Anchorage Devices

Anchorage devices and embedded items shall be positioned accurately and supported against
displacement. Openings in anchorage devices such as slots and threaded holes shall be filled with an
approved, removable material to prevent entry of concrete into openings.

3.5 PLACEMENT OF CONCRETE FOR TUNNEL BULKHEADS

Where the new fence foundation does not block or does not completely block the found tunnel, the
Contractor shall place a concrete to complete the tunnel bulkhead. The tunnel bulkhead shall extend to
the limits described in Section 31 0o oo Earthwork and shall stop 12” below finish grade. Concrete
required to complete the tunnel bulkhead shall placed against a solid steel plate blocking off the tunnel.
The width of the bulkheads shall be at least 18” thick. Concrete shall be Placement of concrete bulkheads
shall not require reinforcing steel but shall conform to all other requirements of this section. See Section
01 00 50 for existing tunnel procedures.

3.6 PREPARATIONS FOR CONCRETE PLACING

3.6.1 General
Surfaces against which concrete is to be placed shall be free of debris, loose material, standing water,
snow, ice, and other deleterious substances before start of concrete placing. Standing water shall be
removed prior to placement of concrete. Sub-grade surface shall be sprinkled with water as required to
eliminate suction at the time concrete is deposited.

3.6.2 Sub-grade Under Foundations, Footings and Slabs
See Earthwork Section 31 0o oo for sub-grade preparation requirements.

3.6.3 Formwork

Formwork where used shall be complete and approved. Debris and foreign material shall be removed
from interior of forms before start of concrete placing.

3.6.4 Edge Forms and Screed Strips for Slabs/Pads

Edge forms or bulkheads and intermediate screed strips for slabs/pads shall be set to obtain indicated
elevations and contours in finished slab/pad surface and shall be strong to support vibrating bridge
screeds or roller pipe screeds if nature of specified slab/pad finish requires use of such equipment.
Concrete surface shall be aligned to elevation of screed strips by use of strike-off templates or approved
compacting-type screeds.

SECTION 03 30 00.00 40 - PAGE 13

BW23 FOIA CBP 004535



90% SUBMITTAL
NOT FOR CONSTRUCTION

Andrade Fence Repair

3.6.5 Reinforcement and Other Embedded Items

Reinforcement, joint materials, and other embedded materials shall be secured in position, inspected,
and approved before start of concrete placing.

3.7 CONCRETE CONVEYING
3.7.1 Transfer of Concrete At Project Site

Concrete shall be handled from point of delivery and transfer to concrete conveying equipment and to
locations of final deposit as rapidly as practical by methods which will prevent segregation and loss of
concrete mix materials.

3.7.2 Mechanical Equipment for Conveying Concrete

Equipment shall ensure a continuous flow of concrete at delivery end and shall be as approved. Runways
for wheeled concrete-conveying equipment shall be provided from concrete delivery point to locations of
final deposit. Interior surfaces of concrete conveying equipment shall be free of hardened concrete,
debris, water, snow, ice, and other deleterious substances.

3.8 CONCRETE PLACING
3.8.1 Weather Limitations and Protection

Concrete shall not be placed when the temperature of the concrete exceeds go degrees F, nor when the
ambient temperature is below 40 degrees F, nor during rain, sleet, or snow, unless protection is provided,
nor after go-minutes from the time shown on the batch ticket to the time of placement.

When concrete is placed at 9o degree F or better it shall be covered and kept continuously wet for a
minimum of 48 hours. Protection shall be provided during cold weather in accordance with ACI/MCP-2
and ACI 301.

During inclement weather, protection material shall be watertight to prevent entry of rain, sleet, or snow
onto surfaces to receive concrete and into fresh concrete.

Protection materials shall be stored at project site for use in event of unforeseen weather changes after
start of concrete placing operations.

3.8.2 General Placing Requirements

Concrete shall be deposited continuously or in layers of such thickness that no concrete will be placed on
concrete which has hardened sufficiently to cause formation of seams or planes of weakness within the
section. If a section cannot be placed continuously, construction joints shall be provided as specified.
Concrete placing shall be performed at such a rate that concrete which is being integrated with fresh
concrete is still plastic. Concrete shall be deposited as nearly as practical in its final position to avoid
segregation due to rehandling or flowing. Concrete shall not be subjected to procedures which will cause
segregation.

Concrete which becomes non-plastic and unworkable or does not meet quality control limits as specified

or has been contaminated by foreign materials shall not be used. Use of retempered concrete will not be
permitted. Rejected concrete shall be removed from the site.
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3.8.3 Placing Concrete in Forms

Temporary spreaders in forms shall be removed when concrete placing has reached elevation of
spreaders.

Concrete placed in forms shall be consolidated by mechanical vibrating equipment supplemented by
hand spading, rodding, or tamping. Vibrators shall be designed to operate with vibratory element
submerged in concrete and shall maintain a speed of not less than 9,000 impulses per minute when
submerged in concrete. Vibrating equipment shall be adequate in number of units and power of each
unit to properly consolidate concrete. Vibration of forms and reinforcement shall not be permitted.
Vibrators shall not be used to transport concrete inside forms. Vibrators shall be inserted and withdrawn
vertically at uniformly spaced points not farther apart than visible effectiveness of machine. Vibrator
shall not be inserted into lower courses of concrete that have begun to set. At each insertion, duration of
vibration shall be limited to time necessary to consolidate concrete and complete embedment of
reinforcement and other embedded items without causing segregation of concrete mix.

Placing of concrete in supporting elements shall not be started until concrete previously placed in
columns and walls is no longer plastic and has been in place a minimum of 2 hours.

3.8.4 Placing Concrete on Grade

Concrete for foundations and slabs shall be placed and consolidated in a continuous operation, within
the limits of approved construction joints if any until placing of panel or section is completed.

During concrete placing operations, concrete shall be consolidated by mechanical vibrating equipment
so that concrete is worked around reinforcement and other embedded items. Concrete placed in
supported slabs or pads shall be consolidated by mechanical vibrators as directed. Otherwise concrete in
slabs/pads shall be consolidated by vibrating bridge screeds, roller pipe screeds, or other approved
method. Consolidation operations shall be limited to time necessary to obtain consolidation of concrete
without bringing an excess of fine aggregate to the surface. Concrete to be consolidated shall be as dry as
practical and surfaces thereof shall not be manipulated prior to finishing operations. Concrete shall be
brought to correct level with a straightedge and struck-off. Bull floats or darbies shall be used to smooth
surface, leaving it free of humps or hollows. Sprinkling of water on plastic surface shall not be permitted.

3.8.5 Bonding

Surfaces of set concrete at joints, except where bonding is obtained by use of concrete bonding agent,
shall be roughened and cleaned of laitance, coatings, loose particles, and foreign matter. Surfaces shall
be roughened in a manner that will expose the aggregate uniformly and will not leave laitance, loosened
particles of aggregate, nor damaged concrete at the surface.

Bonding of fresh concrete that has set shall be obtained as follows:

At joints between concrete construction elements unless otherwise specified; roughened and
cleaned surface of set concrete shall be dampened, but not saturated, immediately prior to placing
of fresh concrete.

At joints in exposed-to-view work; at vertical joints in walls; at supported slabs, and other
structural members; and at joints in work exposed to liquids; the roughened and cleaned surface of
set concrete shall be dampened but not saturated and covered with a cement grout coating.

Cement grout shall consist of equal parts of portland cement and fine aggregate by weight with not
more than 6 gallons of water per sack of cement. Cement grout shall be applied with a stiff broom

SECTION 03 30 00.00 40 - PAGE 15

BW23 FOIA CBP 004537



90% SUBMITTAL
NOT FOR CONSTRUCTION

Andrade Fence Repair

or brush to a minimum thickness of 1/16 inch. Fresh concrete shall be deposited before cement
grout has attained its initial set.

Bonding of fresh concrete to concrete that has set may be obtained by use of a concrete bonding
agent. Such bonding material shall be applied to cleaned concrete surface in accordance with
approved printed instructions of bonding material manufacturer.

3.9 FINISHING OF FORMED SURFACES
3.9.1 Repairing and Patching Defective Areas

Immediately after removal of forms, defective areas above finish grade shall be repaired and patched with
cement mortar. Honeycomb, rock pockets, voids over 1/2 inch in diameter, and holes left by tie rods and
bolts shall be cut out to solid concrete, but in no case to a depth of less than 1inch Edges of cuts shall be
perpendicular to surface of concrete. Before placing cement mortar, area to be patched at least 6 inches
adjacent thereto shall be cleaned, dampened with water, and brush coated with neat Portland cement
grout. Cement mortar for patching shall consist of one part standard Portland cement to two parts fine
aggregate passing No. 16 mesh sieve and as little water as necessary for handling and placing. Portland
cement portion of cement mortar shall be a blend of white and standard Portland cement so that when
dry, cement mortar will match surrounding concrete in color. Cement mortar shall be compacted in
place and struck off slightly higher than the surrounding surface. Holes extending through concrete
shall be filled by means of a plunger type gun or other suitable device from unexposed face, using a stop
held at exposed face to ensure complete filling.

3.9.2 Standard Rough Form Finish

Formed concrete below finish grade shall be standard rough form finish. Rough finish shall be the
concrete surface having texture imparted by form facing material used, defective areas repaired and
patched as specified, and fins and other projections exceeding 1/4 inch in height rubbed down with wood
blocks.

3.9.3 Standard Smooth Finish

Formed concrete above grade shall be standard smooth finish. Smooth finish shall be as-cast concrete
surface as obtained with form facing material for standard smooth finish. Defective areas shall be
repaired and patched as specified; and all fins and other projections on surface shall be removed.

3.9.4 Related Unformed Surfaces

Tops of walls, horizontal offsets, and similar unformed surfaces occurring adjacent to formed surfaces
shall be struck off smooth after concrete is placed and shall be finished to a texture matching that of
adjacent formed surfaces. Final surface treatment on formed surfaces shall continue uniformly across
adjacent unformed surfaces.

310 FINISHING OF SLABS AND CHANNELS

3.10.1 Scratch Finish
After placing concrete slabs, surface shall be plane to a tolerance not exceeding 1/4 inch in 2 feet when
tested with a 2-foot straightedge placed on the surface at not less than two different angles. Surfaces

shall be uniformly sloped to drain. After leveling, surface shall be roughened with stiff brushes or raked
before final set.
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3.1 CONCRETE CURING AND PROTECTION
3.a1.1 General

Freshly placed concrete shall be protected from premature drying and cold or hot temperature and shall
be maintained without drying at a relatively constant temperature for the period of time necessary for
hydration of cement and proper hardening of concrete.

Initial curing shall start as soon as free water has disappeared from surface of concrete after placing and
finishing. Concrete shall be kept moist for minimum 72 hours.

Final curing shall immediately follow initial curing and before concrete has dried. Final curing shall
continue until cumulative number of hours or fraction thereof (not necessarily consecutive) during
which temperature of air in contact with the concrete is above 50 degrees F has totaled 168 hours.
Alternatively, if tests are made of cylinders kept adjacent to the structure and cured by the same
methods, final curing may be terminated when the average compressive strength has reached 70 percent
of the 28-day design compressive strength. Rapid drying at end of final curing period shall be prevented.

3.a1.2 Curing Methods

Curing shall be accomplished by moist curing, by moisture-retaining cover curing, by membrane curing,
and by combinations thereof, as specified.

Moist curing:
Moisture curing shall be accomplished by any of the following methods:
Keeping surface of concrete wet by covering with water
Continuous water spraying

Covering concrete surface with specified absorptive cover for curing concrete saturated with
water and keeping absorptive cover wet by water spraying or intermittent hosing. Absorptive
cover shall be placed to provide coverage of concrete surfaces and edges with a slight overlap
over adjacent absorptive covers.

Moisture-cover curing:

Moisture-retaining cover curing shall be accomplished by covering concrete surfaces with specified
moisture-retaining cover for curing concrete. Cover shall be placed directly on concrete in widest
practical width, with sides and ends lapped at least 3 inches. Cover shall be weighted to prevent
displacement; tears or holes appearing during curing period shall be immediately repaired by
patching with pressure-sensitive, waterproof tape or other approved method.

Membrane curing:

Membrane curing shall be accomplished by applying specified membrane-forming curing
compound to damp concrete surfaces as soon as moisture film has disappeared. Curing compound
shall be applied uniformly in a two-coat operation by power-spraying equipment using a spray
nozzle equipped with a wind guard. Second coat shall be applied in a direction at right angles to
direction of first coat. Total coverage for two coats shall be not more than 200 square feet per
gallon of curing compound. Concrete surfaces which are subjected to heavy rainfall within 3 hours
after curing compound has been applied shall be resprayed by method and at rate specified.
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Continuity of coating shall be maintained for entire curing period and damage to coating during
this period shall be repaired immediately.

Membrane-curing compounds shall not be used on surfaces that are to be covered with coating
material applied directly to concrete or with a covering material bonded to concrete, such as other
concrete, liquid floor hardener, waterproofing, dampproofing, membrane roofing, painting, and
other coatings and finish materials.

3.1.3 Curing Formed Surfaces
Curing of formed surfaces shall be accomplished by moist curing with forms in place for full curing
period or until forms are removed. If forms are removed before end of curing period, final curing of
formed surfaces shall be accomplished by any of the curing methods specified above, as applicable.

3.11.4 Curing Unformed Surfaces

Initial curing of unformed surfaces, such as monolithic slabs/pads shall be accomplished by membrane
curing.

Unless otherwise specified, final curing of unformed surfaces shall be accomplished by any of curing
methods specified above, as applicable.

3.11.5 Temperature of Concrete During Curing

When temperature of atmosphere is 40 degrees F and below, temperature of concrete shall be
maintained at not less than 50 degrees F throughout concrete curing period or 45 degrees F when the
curing period is measured by maturity. When necessary, arrangements shall be made before start of
concrete placing for heating, covering, insulation, or housing as required to maintain specified
temperature and moisture conditions for concrete during curing period.

When the temperature of atmosphere is 8o degrees F and above or during other climatic conditions
which will cause too rapid drying of concrete, arrangements shall be made before start of concrete
placing for installation of wind breaks, of shading, and for fog spraying, wet sprinkling, or moisture-

retaining covering of light color as required to protect concrete during curing period.

Changes in temperature of concrete shall be uniform and shall not exceed 5 degrees F in any 1 hour nor
50 degrees F in any 24-hour period.

3.11.6 Protection from Mechanical Injury

During curing period, concrete shall be protected from damaging mechanical disturbances, particularly
load stresses, heavy shock, and excessive vibration and from damage caused by rain or running water.

3117 Protection After Curing
Finished concrete surfaces shall be protected from damage by construction operations.
3.2 QUALITY-CONTROL TESTING DURING CONSTRUCTION

Concrete shall be sampled and tested for quality control by the Contractor during the placement of the
concrete as follows:

REQUIREMENT TEST METHOD NUMBER OF TESTS
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Sampling fresh ASTM C 172

concrete except modified
for slump per
ASTM C 94

Slump test ASTM C 143

Air content by ASTM C 231

pressure method

Compression test ASTM C 31

specimens

Concrete

temperature

Compressive ASTM C 39

strength test
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As required

for each test

One for each con-
crete load at point
of discharge and one
for each set of com-
pressive strength
tests

One for each set of

compressive strength
tests

One set of six

standard cylinders
for each compressive
strength test

Hourly when air
temperature is 40

degrees F or below

and 8o degrees F or

above; each time a

set of compression

test specimens is

made

One set for each 150
cubic yards or
fraction thereof of
each concrete class
placed in any one
day; two specimens
tested at 7 days,
three specimens
tested at 28 days
and one specimen re-
tained in reserve
for testing if
required

Test reports for concrete for Chemical Composition, Mechanical Usability and Soundness shall be
submitted by the Contractor meeting all design specifications as required by referenced standards within

this section.

313 INSPECTION AND ACCEPTANCE PROVISIONS
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3.13.1 Evaluation of Compressive Strength Tests
Concrete quality control test will be evaluated as specified.
Compressive strength tests will be considered satisfactory if the average of all sets of five consecutive
compressive strength tests equal or exceed the 28-day design compressive strength, or if no individual
compressive strength test (average of two cylinders) falls below the required 28-day design compressive

strength by more than 500 pounds per square inch.

If compressive strength tests fail to meet minimum requirements specified, concrete represented by such
tests will be considered deficient in strength and subject to provisions specified.

3.13.2 Strength of Concrete Structure

Strength of concrete structure in place will be considered deficient if it fails to comply with requirements
which control strength of structure, including following conditions:

Failure to meet compressive strength tests as evaluated
Reinforcement not conforming to requirements specified

Concrete which differs from required dimensions or location in such a manner as to reduce
strength

Concrete curing and protection of concrete against extremes of temperature during curing, not
conforming to requirements specified

Concrete subjected to damaging mechanical disturbances, particularly load stresses, heavy shock,
and excessive vibration

Poor workmanship likely to result in deficient strength
3.13.3 Testing Concrete Structure for Strength
When there is evidence that strength of concrete structure in place does not meet specification
requirements, cores drilled from hardened concrete for compressive strength determination shall be
made in accordance with ASTM C 42/C 42M, and as follows:
At least three representative cores shall be taken from each member or area of concrete-in-place
that is considered potentially deficient. Location of cores will be determined by the Contracting

Officer.

Cores shall be tested after moisture conditioning in accordance with ASTM C 42/C 42M if concrete
they represent will be more than superficially wet under service.

Cores shall be air dried, (60 to 8o degrees F with relative humidity less than 60 percent) for 7 days
before test and shall be tested dry if concrete they represent will be dry under service conditions.

Strength of cores from each member or area will be considered satisfactory if their average is equal
to or greater than 85 percent of the 28-day design compressive strength of the class of concrete.
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Core specimens will be taken and tested by the Government. If the results of core-boring tests
indicate that the concrete as placed does not conform to the drawings and specification, the cost of
such tests and restoration required shall be borne by the Contractor.
Core holes shall be filled solid with patching mortar and finished to match adjacent concrete surfaces.
Concrete work that is found inadequate by core tests shall be corrected in a manner approved by the

Contracting Officer.

-- End of Section --
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SECTION 03 37 13

SHOTCRETE
11/ 09

PART 1 GENERAL

1.1 UNI T PRI CES
1.1.1 Shotcrete
1.1.1.1 Payment

Payment will be made for all costs associated with furnishing, delivering,
and pl aci ng shotcrete.

1.1.1.2 Measur enent

Shotcrete will be measured for payment based upon the quantity per cubic
yard, based on the area shotcreted to the thickness shown on the contract
dr awi ngs.

1.1.1.3 Unit of Measure
Unit of neasure: cubic yard.

1.2 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN CONCRETE | NSTI TUTE | NTERNATI ONAL ( ACl)

ACl CP-60 (2009) Craftman Workbook for AC
Certification of Shotcrete Nozzl eman

ASTM | NTERNATI ONAL ( ASTM

ASTM A820/ AB20M (2011) Standard Specification for Stee
Fi bers for Fiber-Reinforced Concrete

ASTM C1077 (2011c) Standard Practice for Laboratories
Testing Concrete and Concrete Aggregates
for Use in Construction and Criteria for
Laborat ory Eval uation

ASTM C1140/ C1140M (2011) Standard Practice for Preparing and
Testing Specimens from Shotcrete Test
Panel s

ASTM C1141/ C1141M (2008) Standard Specification for

Adm xtures for Shotcrete

ASTM C1240 (2011) Standard Specification for Silica
Fune Used in Cementitious M xtures
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ASTM C1260

ASTM C136

ASTM C150/ C150M

ASTM C1567

ASTM C171

ASTM C231/ C231M

ASTM C266

ASTM C309

ASTM C33/ C33M

ASTM C42/ C42M

ASTM C566

ASTM C595/ C595M

ASTM C618

ASTM C685/ C685M

ASTM C881/ C881M

ASTM C94/ Co4M
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(2007) Standard Test Method for Potential
Al kali Reactivity of Aggregates
(Mortar-Bar Met hod)

(2006) Standard Test Method for Sieve
Anal ysis of Fine and Coarse Aggregates

(2011) Standard Specification for Portland
Cenent

(2011) Standard Test Method for Potential
Al kali-Silica Reactivity of Conbinations
of Cementitious Materials and Aggregate
(Accel erated Mortar-Bar Met hod)

(2007) Standard Specification for Sheet
Materials for Curing Concrete

(2010) Standard Test Method for Air
Content of Freshly Mxed Concrete by the
Pressure Met hod

(2008e1) Standard Test Method for Tine of
Setting of Hydraulic-Cenment Paste by
G Il nore Needl es

(2011) Standard Specification for Liquid
Menbr ane- For mi ng Conpounds for Curing
Concrete

(2011a) Standard Specification for
Concrete Aggregates

(2011) Standard Test Method for (btaining
and Testing Drilled Cores and Sawed Beans
of Concrete

(1997; R 2004) Standard Test Method for
Total Evaporabl e Moisture Content of
Aggregate by Drying

(2011) Standard Specification for Bl ended
Hydraul i c Cenents

(2008a) Standard Specification for Coal
Fly Ash and Raw or Cal ci ned Natural
Pozzol an for Use in Concrete

(2011) Concrete Made by Vol unetric
Bat chi ng and Conti nuous M xi ng

(2010) Standard Specification for
Epoxy- Resi n- Base Bondi ng Systens for
Concrete

(2011b) Standard Specification for
Ready- M xed Concrete
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U S. ARW CORPS OF ENG NEERS (USACE)

CCE CRD-C 400 (1963) Requirenments for Water for Use in
M xi ng or Curing Concrete

1.3  SYSTEM DESCRI PTI ON
1.3.1 Strength

Fi nal acceptance of the shotcrete will be based on conpressive strength
results obtained fromcores.

1.3.2 Conpressive Strength

The required conmpressive strength of cores shall not be | ess than 4000 psi
at 28 days age when tested in accordance with ASTM C42/ C42N. The average
conpressive strength of cores taken fromthe structure, representing a
shift or not nore than 50 cubic yards of shotcrete tested at 28 days of
age, shall equal or exceed the required conpressive strength specified with
no individual core |less than 85 percent of the required conpressive
strength. When the length of a core is less than 1.94 times the dianeter,
the correction factors given in ASTM C42/ C42N will be applied to obtain the
conpressive strength of individual cores.

1.4 SUBM TTALS

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the submttal for the Governnent. Subnmit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:

SD-06 Test Reports

M xture Proportions; G

Aggr egat es

Accel erator Conpatibility; G
Preconstructi on Test Panels

SD-07 Certificates

Portl and Cenent; G

Pozzol ans

Silica Fune

Accel erating Adm xtures; G
Curing Materials; G

St eel Fi ber Reinforcenent; G
Qualifications; G

1.5 QUALI TY ASSURANCE
Provide facilities and | abor, as may be necessary, for obtaining and
testing representative test sanples. Shotcrete shall be sanpled and tested
by the nethod given in paragraph STRENGTH TESTI NG i n PART 3.

1.5.1 Qualifications
Shotcrete will be produced by either the Dry or Wt Method. Subnmit a

resurme for each nozzleman certifying that each has not less than 1 year's
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experience for the particular type of shotcrete to be applied. The resune
shal | include conmpany nanme, address, and tel ephone nunber, nane of

supervi sor, and detailed description of work perforned. All nozzlemen
shall be certified in accordance with ACI CP-60. Qualifications of

addi tional nozzl enen throughout the job shall be simlarly submtted for
approval .

PART 2 PRODUCTS

2.1 MATERI ALS

2.1.1 Cenentitious Materials
Cenentitious materials shall be portland cenent, blended hydraulic cenent,
portland cenment in combination with pozzol an or ground granul at ed
bl ast-furnace slag (GEFS), or portland cenent in conbination with silica
fume confornming to appropriate specifications |isted bel ow

2.1.1.1 Portl and Cenent

Portl and cement shall neet the requirements of ASTM C150/ C150N Type |1
Submit certificate of conpliance with all specification requirenents.

2.1.1.2 Bl ended Hydraulic Cenent
ASTM C595/ C595N Type IS, IP.
2.1.1.3 Pozzol an Gt her Than Silica Fune

Pozzol ans shall conformto ASTM C618, Class C, with the optiona

requi renents for [available alkalies from Table 1A] multiple factor, drying
shrinkage, and uniformty of Table 2A. Subnit certificate of conpliance
for fly ash and other pozzolans with all specification requirenents.

2.1.1. 4 Silica Funme

Silica may be furnished as a dry, densified material or as a slurry.

Silica funme, unprocessed, or before processing into a slurry or a densified
material, shall conformto ASTM C1240. Submit certificate of conpliance
for silica fume with all specification requirenents.

2.1.2 Aggr egat es

Submit Supplier's test reports for aggregates showing the materials neet
the requirenents of this specification. Aggregates shall conformto
ASTM C33/ C33NM with the conbi ned gradi ng of coarse and fine aggregates
conform ng to the gradi ng shown bel ow.

PERCENT BY MASS PASSI NG | NDI VI DUAL SI EVES
SIEVE SI ZE GRADI NG NO. 1 GRADI NG NO. 2 GRADI NG NO. 3*
(3/4 in.) -- .- 100
(1/2 in.) -- 100 80- 95
(3/8 in.) 100 90- 100 70- 90
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(No. 4) 95- 100 75-85 50- 70
(No. 8) 80- 100 50- 70 35-55
(No. 16) 50- 85 35-55 20- 40
(No. 30) 25- 60 20- 35 10- 30
(No. 50) 10- 30 8- 20 5-17
(No. 100) 2-10 2-10 2-10

* Fine and coarse aggregates shall be "tested and eval uated for

al kal i -aggregate reactivity in accordance with ASTM C1260. The fine and
coarse aggregates shall be evaluated separately and in combination, which
mat ches the Contractor's proposed nmi x design proportioning. Al results of
the separate and conbination testing shall have a neasured expansion |ess
than 0.10 (0.08) percent at 16 days after casting. Should the test data

i ndi cate an expansion of 0.10 (0.08) percent or greater, the aggregate(s)
shall be rejected or additional testing using ASTM C1260 and ASTM C1567
shal |l be performed. The additional testing using ASTM C1260 and ASTM C1567
shal |l be perfornmed using the low alkali portland cement in conbination with
ground granul ated bl ast furnace (GGBF) slag, or Class F fly ash. GGBF sl ag
shall be used in the range of 40 to 50 percent of the total cenmentitious
material by mass. Cass F fly ash shall be used in the range of 25 to 40
percent of the total cenentitious material by nass.”

2.1.3 \Wat er

Use fresh, clean, potable nmixing water or nonpotabl e water which neets the
requi rements of COE CRD- C 400.

2.1.4 Adm xt ur es

a. Admi xtures to be used, when required or approved, shall conply with
the appropriate sections of ASTM Cl1141/Cl1141N. Except as ot herwi se
accepted, soluble adnixtures shall be dissolved in water before
introduction into the shotcrete m xture.

b. \When accelerating adm xtures conplying with ASTM C1141/ C1141N, Type
Il, Grade 1, are to be used, establish the accelerator conpatibility of
the job cenent and the proposed accel erators using ASTM C266, except as
nodi fi ed herein. The powdered accel erator shall be blended with 1.25
ounces of cenent until uniformand 0.004 gal of water shall then be
added. The liquid accelerator shall first be mxed with 0.004 gal of
wat er and then added to 1.25 ounces of cenment. Three percent of the
proposed accel erator by nmass of cenent shall be used as a starting
point. Mxing shall be acconplished within 15 seconds. The specinen

shall be nolded within 1 minute of adding the mxing water. If initial
set is 2 minutes or less and a final set is 10 mnutes or |less, the
accel erator is considered conpatible. |If these values are not achieved

inthe first test, additional tests shall be run using 2 percent and 4
percent of accelerator. Submt docunent establishing the compatibility
of the job cenment and the proposed accel erators and certificate of
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conpliance for accelerating adm xtures with all specification
requirenents.

2.1.5 Curing Materials

Submit certificate of conpliance for curing materials with al
specification requirements. Curing materials shall neet the follow ng
requirenents.

2.1.5.1 | mpervi ous Sheet Materials

ASTM C171, type optional except polyethylene film if used, shall be white
opaque.

2.1.5.2 Menbr ane- Formi ng Curing Conpound
ASTM C309, Type 1-D or Type 2.

2.1.6 Rei nf or cenent

2.1.6.1 St eel Fi ber Reinforcenent

Steel fiber reinforcenment shall neet the requirenments of ASTM A820/ AB20N.
Submit certificate of conpliance for fiber reinforcenment with al
speci fication requirenents.

2.1.7 Al r Content

Air-entraining adm xture shall be used in such proportion that the air
content of the shotcrete prior to gunning shall be plus or mnus (%) 1.0
percent as determ ned by ASTM C231/ C231N

2.1.8 Air Supply

Provide a supply of clean, dry air adequate for nmaintaining sufficient
nozzle velocity for all parts of the work and, if required, for
si mul t aneous operation of a suitable bl owipe for clearing away rebound.

2.2 M XTURE PROPORTI ONS

M xture proportions and test data from prior experience within 2 years, if
avai l abl e, may be submitted for approval. |If test data from experience are
not avail abl e or accepted, specinmens shall be made and tested from m xtures
having three or nore different proportions. The recommended mi xture
proportions, sources of materials, and all test results shall be submtted
for acceptance.

2.3 EQUI PMENT
2.3.1 Dry M x Batching and M xi ng

Aggregate and cenentitious materials nay be batched by mass or by vol une.
Equi prent for batching by nass shall be capabl e of the accuracy specified
in ASTM C94/ C94N. Vol unetric equi pnent shall be capable of batching with
the accuracy specified in ASTM C685/ C685N. The mi xi ng equi pnent shall be
capabl e of thoroughly m xing the materials in sufficient quantity to

mai ntai n placing continuity and be capabl e of discharging all m xed
materi al w thout any carryover fromone batch to the next.
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2.3.2 Del i very Equi prent for Dry M Xx

The equi pnent shall be capabl e of discharging the aggregate-cenment nixture
into the delivery hose and delivering a continuous snooth stream of
uniformy mxed material to the discharge nozzle. The discharge nozzle
shal | be equi pped with a manual ly operated water injection system (water
ring) for directing an even distribution of water through the
aggregate-cenent m xture. The water valve shall be capable of ready
adjustrment to vary the quantity of water and shall be convenient to the
nozzl eman. The water pressure at the discharge nozzle shall be
sufficiently greater than the operating air pressure to ensure that the
water is conpletely mixed with the other materials. |If the line water
pressure is inadequate, a water punp shall be introduced into the line.
The water pressure shall be steady (nonpul sating). The delivery equi prment
shal | be thoroughly cleaned at the end of each shift. Equipnment parts,
especially the nozzle liner and water ring, shall be regularly inspected
and repl aced as required.

2.3.3 Wet M x Bat ching and M xi ng

Bat chi ng and mi xi ng shall be acconplished in accordance with the applicable
provi sions of ASTM C94/C94N. |If volunetric batching and m xing are used,
the materials shall be batched and m xed in accordance with the applicable
provi si ons of ASTM C685/ C685N. The m xi ng equi pnent shall be capabl e of
thoroughly mixing the specified materials in sufficient quantity to

mai ntai n conti nuous placing. Ready-m x shotcrete conplying with

ASTM C94/ C94N may be used.

2.3. 4 Del i very Equi pnrent for Wt M x

The equi pment shall be capabl e of delivering the preni xed naterials
accurately, uniformy, and continuously through the delivery hose.
Recomendat i ons of the equi pnent manufacturer shall be foll owed on the type
and size of nozzle to be used and on cleaning, inspection, and mai ntenance
of the equi pnment.

PART 3 EXECUTI ON
3.1 PREPARATI ON OF SURFACES
3.1.1 Earth

Earth shall be conpacted and trimred to |ine and graded before placenent of
shotcrete. Surfaces to receive shotcrete shall be danpened.

3.1.2 Exi sting Concrete

Al'l unsound and | oose materials shall be renmobved by sandbl asting, grinding,
or high-pressure water jets before applying shotcrete. Any area to be
repaired shall be chipped off or scarified to renove of fsets which would
cause an abrupt change in thickness w thout suitable reinforcement. Edges
shal |l be tapered to | eave no square shoul ders at the perineter of a

cavity. The surface shall be danpened but w thout visible free water.

3.1.3 Rock
Rock surfaces shall be cleaned to renove | oose or drumry material, rud,

running water, and other foreign matter that will prevent bond of the
shotcrete. The rock surface shall be danpened prior to placenent of
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shotcrete.
3.1.4 Shotcrete

When a |l ayer of shotcrete is to be covered by a succeeding |layer at a later
time, it shall first be allowed to develop its initial set. Then al

| ai tance, | oose material, and rebound shall be renoved by broom ng or
scraping. Hardened | aitance set shall be removed by sandbl asting and the
surface thoroughly cl eaned.

3.1.5 Construction Joints

Unl ess ot herwi se specified, construction joints shall be tapered to a
shal | ow edge form about 1 inch thick. |If nontapered joints are specified,
take special care to avoid or renove trapped rebound at the joint. The
entire joint shall be thoroughly cleaned and wetted prior to the
application of additional shotcrete.

3.2 PLACEMENT OF SHOTCRETE
3.2.1 CGener a

Pl ace shotcrete using suitable delivery equi pment and procedures. The area
to which shotcrete is to be applied shall be clean and free of rebound or
over spray.

3.2.2 Pl acenent Techni ques
3.2.2.1 Pl acement Contr ol

Thi ckness, nethod of support, air pressure, and water content of shotcrete
shall be controlled to preclude saggi ng or sloughing off. Shotcreting

shal | be discontinued or suitable nmeans shall be provided to screen the
nozzle streamif wind or air currents cause separation of the nozzle stream
during pl acenent.

3.2.2.2 Cor ners

Hori zontal and vertical corners and any area where rebound cannot escape or
be blown free shall be filled first.

3.2.3 Pl acemrent Around Rei nforcenent

The nozzle shall be held at such distance and angle to place nmateri al

behi nd rei nforcement before any material is allowed to accunul ate on the
face of the reinforcenent. |In the dry-m x process, additional water may be
added to the m xture when encasing reinforcenent to facilitate a snooth
flow of material behind the bars. Shotcrete shall not be placed through
nore than one |layer of reinforcing steel rods or mesh in one application

unl ess denonstrated by preconstruction tests that steel is properly encased.

3.2.4 Cover of Reinforcenent
The foll owi ng m ni num cover shall be provided.

a. For shotcrete used as |linings, coatings, slab, or wall: 3/4 inch.
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3.

2.5 Pl acerment Precautions
The foll owi ng precautions shall be taken during placenent.

a. Placenent shall be stopped if drying or stiffening of the mxture
takes place at any tinme prior to delivery to the nozzle.

b. Rebound or previously expended material shall not be used in the
shotcrete m xture.

.3 REPAI R OF DEFECTS

.3.1 Def ects

Def ective areas |l arger than 48 square inches or 2 inches deep shall be
renoved and replaced with fresh shotcrete. These defects include
honeyconbi ng, |am nation, dry patches, voids, or sand pockets. Defective
areas shall be renoved in accordance with the procedures described in

par agr aph EXI STI NG CONCRETE and replaced with fresh shotcrete.

.3.1.1 Repairs

Al repairs shall be nmade within 1 week of the tinme the deficiency is

di scovered. All unacceptable naterials shall be renpbved and repaired by
the procedures described in the followi ng two paragraphs. Voids and hol es
left by the renoval of tie rods in all permanently exposed surfaces not to
be backfilled and in surfaces to be exposed to water shall be reaned and
completely filled with dry-patching nortar as specified bel ow

.3.1.2 M nor Pat chi ng

M nor patching may be acconplished with a dry-pack mxture, or with
materials as approved by the Contracting Oficer. Patches that exceed 0.1
cubic foot in volune shall receive a brush coat of approved epoxy resin
neeting ASTM C881/ C881l, Type |II, as a prine coat. Care shall be taken not
to spill epoxy or overcoat the repair surface so that the epoxy runs or is
squeezed out onto the surface which will remain exposed to view Epoxy
resin shall be used in strict conformance with manufacturer's
recomrendations with special attention paid to pot life, safety, and thin
filmtack tine.

.3.2 Core Hol es

Core holes shall not be repaired with shotcrete. Instead, they shall be
filled solid with a dry-pack m xture after being cleaned and thoroughly
danpened.

.4 FI NI SHI NG

.4.1 Nat ural Gun Fini sh

Unl ess ot herwi se specified, provide undisturbed final |ayer of shotcrete as
applied fromnozzle w thout hand finishing.

. 4.2 Cutting Screed

After the surface has taken its initial set (crunmbling slightly when cut),
excess material outside the forns and ground wires shall be sliced off with
a downward cutting notion using a sharp-edged cutting screed.
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3.4.3 Fl ash Coat

A thin coat of shotcrete containing finer sand applied froma distance
greater than normal shall be applied to the surface as soon as possible
after the screeding.

3.4.4 Fl oat and Trowel Finish

Final surface finish shall be provided using wood float. Troweling of thin
sections of shotcrete shall be avoi ded unl ess both troweling and
commencenent of noisture curing take place within a relatively short period
after placenment of shotcrete.

3.4.5 Fi ber- Rei nforced Shotcrete

Fini sh the outer surface of the structure with a | ayer of
nonfi ber-reinforced shotcrete and provide an appropriate finish as denoted.

3.5 CURI NG AND PROTECTI ON
3.5.1 Initial Curing

I mredi ately after finishing, shotcrete shall be kept continuously noist for
at least 3 days. One of the following materials or methods shall be used:

a. Ponding or continuous sprinkling.

b. Absorptive nmat or fabric, sand, or other covering kept continuously
wet .

c. Curing Compounds. On natural gun or flash finishes, use the
coverage application requirenent of 100 square feet/gallon or tw ce the
manuf acturer's requirement, whichever is |ess. Curing conpounds shal
not be used on any surfaces agai nst which additional shotcrete or other
cenentitious finishing materials are to be bonded unl ess positive
neasures, such as sandbl asting, are taken to conpletely renove curing
conpounds prior to the application of such additional nmaterials.

3.5.2 Final Curing
Addi tional curing shall be provided inmediately following the initial
curing and before the shotcrete has dried. One of the following materials
or methods shall be used:
a. Continue the nethod used in initial curing.
b. Application of inpervious sheet nmaterial conformng to ASTM Cl71
3.5.3 Formed Surface
If forns are to be renoved during curing period, one of the curing
materials or nethods listed in paragraph I NI TIAL CURI NG shall be used
i medi ately. Such curing shall be continued for the renai nder of the
curing period.
3.5.4 Duration of Curing

Curing shall be continued for the first 7 days after shotcreting or unti
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the specified conpressive strength of the in-place shotcrete as determ ned
by speci mens obtained and tested in accordance with ASTM C42/ CA2N is
achi eved.

3.5.5 Tenper ature Consi derati ons

The air tenperature in contact with the shotcrete shall be continuously
mai nt ai ned at a tenperature above 40 degrees F for at |east 3 days after
pl acement. No shotcrete shall be applied when the concrete surface or air
in contact with the concrete surface is bel ow 40 degrees F

3.6 TESTS
3.6.1 Strength Testing

Test specinens shall be initially cured onsite, then shall be transported
in an approved nanner to an approved testing |aboratory neeting the
requi renents of ASTM C1077 within 48 hours of schedul ed testing tine.

3.6.1.1 Test Cores

Test cores shall be drilled fromthe structure at |least 40 hours prior to
testing and tested in accordance with ASTM C1140/ C1140N. A set of three
cores shall be taken not |ess than once each shift that shotcrete is placed
nor | ess than once for each 50 cubic yards of shotcrete placed through the
nozzle. The diameter of core specinmens shall be determ ned in accordance
with ASTM C42/ C42N

3.6.2 Aggregate Misture

Prior to batching the shotcrete and at | east once during a shift in which
shotcrete is being batched, the coarse and fine aggregate noi sture content
shal |l be determ ned in accordance with ASTM C566. The batch wei ghts of

bot h the aggregates and m xing water shall be appropriately adjusted to
account for the available free noisture in the aggregates. The anmount of
free noisture in the aggregates, expressed as pounds of water per cubic yard,
shal | be recorded on the batching ticket and delivered to the Contracting
Oficer prior to placenment during the shift. The Contracting Oficer wll
have the option to request additional aggregate noisture content tests for
each of the required tests.

3.6.3 Gradi ng

The grading of the coarse and fine aggregate shall be determined in
accordance with ASTM C136. The fine and coarse aggregate gradi ng shall be
determned prior to batching the shotcrete and at | east once during a shift
in which shotcrete is being batched. The Contracting Oficer will have the
option to require one additional sieve analysis test for aggregate type.

3.6.4 Thi ckness

The m ni mum shotcrete thickness shall be as shown in the drawi ngs. The
unhar dened shotcrete shall be checked for thickness using a probe by the
nozzl eman or | aborer at the tinme of placenent. These thickness checks
shall be at 15-minute intervals and all low or thin areas shall be
corrected by applying additional shotcrete.
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3.

6.5 M xture Proportions

Record and check m xture proportions at |east once per shift for weigh
bat ching. Record and check m xture proportions as reconmrended by
ASTM C685/ C685N at | east once per shift for volunetric batching and
conti nuous m xing plants.

.6.6 Pr epar ati ons

Prior to each placenent of shotcrete, the Contractor's inspector shal
certify in witing or by an approved checkout formthat cleanup and
preparations are in accordance with the plans and specifications.

.6.7 Al r Content

Air content tests shall be conducted on wet-m x shotcrete according to
ASTM C231/ C231N with a frequency of not |ess than once each shift nor |ess
than once for each 50 cubic yards of shotcrete placed through the nozzle.
Tests shall be conducted on sanples taken as the wet shotcrete mxture is
pl aced in the delivery equipnent.

-- End of Section --
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SECTION 03 60 00

GROUTING
11/07

PART 1  GENERAL

1.1 REFERENCES
The publications listed below form a part of this specification to the
extent referenced. The publications are referred to within the text by the
basic designation only.

ASTM INTERNATIONAL (ASTM)

ASTM C 143/C 143M (2010) Standard Test Method for Slump of
Hydraulic Cement Concrete

ASTM C 404 (2007)Standard Specification Tfor Aggregate
for Masonry Grout

ASTM C 595 (2010)Standard Specification for Blended
Hydraulic Cement

ASTM C 618 (2008a)Standard Specification fTor Coal Fly
Ash and Raw or Calcined Natural Pozzolan for
Use as a Mineral Admixture in Concrete

ASTM C 1157 (2010) Standard Performance for Hydaulic
Cement

ASTM C 1019 (2009) Standard Test Method for Sampling and
Testing Grout

ASTM C 150 (2009) Standard Specification for Portland
Cement

ASTM C 476 (2009) Standard Specification for Grout for
Masonry

ASTM C 494/C 494M (2010) Standard Specification for Chemical
Admixtures for Concrete

ASTM C 94/C 94M (2007) Standard Specification for Ready-Mixed
Concrete

NATIONAL CONCRETE MASONRY ASSOCIATION (NCMA)
1.2  SUBMITTALS
Government approval 1is required for submittals with a '"G" designation;

submittals not having a "G designation are for information only. When
used, a designation following the "G" designation identifies the office that
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will review the submittal for the Government. Submit the following in
accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-03 Product Data
Cold Weather Installation
Cold weather construction procedures.
Manufacturer®s data sheets on each product to be used; G
Mixing and preparation instructions and recommendations.
Storage and handling requirements and recommendations
Installation methods
SD-06 Test Reports
Cementitious components of the grout mix
Grout
Test reports from an approved independent laboratory. Test
reports on a previously tested material shall be certified as the
same as that proposed for use in this project.
SD-07 Certificates
Admixtures for Grout
Certificates of compliance stating that the materials meet the
specified requirements.

1.3 DELIVERY, HANDLING, AND STORAGE

Materials shall be delivered, handled, stored, and protected to avoid
compromising packages and contact with soil or contaminating material.

1.3.1 Cementitious Materials, Sand and Aggregates
Cementitious and other packaged materials shall be delivered in sealed,
unopened containers, plainly marked and labeled with manufacturers®™ names
and brands. Cementitious material shall be stored in dry, weathertight
enclosures or be completely covered. Cement shall be handled in a manner
that will prevent the inclusion of foreign materials and damage by water or
dampness. Sand and aggregates shall be stored in a manner to prevent
contamination or segregation.

1.4  QUALITY ASSURANCE

1.4.1 Spare Vibrator

Maintain at least one spare vibrator on site at all times.
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PART 2 PRODUCTS
2.1 GROUT AND READY-MIXED GROUT

Grout shall conform to ASTM C 476, fine. Cement used in grout shall have a
low alkali content. Grout slump shall be between 8 and 11 inches as
measured by ASTM C 143. Minimum grout strength shall be 3000 psi in 28
days, as tested by ASTM C 1019. Grout shall be used subject to the
limitations of Table 11l. Proportions shall not be changed and materials
with different physical or chemical characteristics shall not be used in
grout for the work unless additional evidence is furnished that the grout
meets the specified requirements. Ready-Mixed grout shall conform to ASTM C
94/C 94M.

2.1.1 Admixtures for Grout

In cold weather, a non-chloride based accelerating admixture may be used
subject to approval; accelerating admixture shall be non-corrosive, shall
contain less than 0.2 percent chlorides, and shall conform to ASTM C 494/C
494M, Type C. In general, air-entrainment, anti-freeze or chloride
admixtures shall not be used except as approved by the Contracting Officer.

2.1.2 Grout Mix

Factory blended hydraulic cement based product containing aggregate and
portland cement, blended cement, or a mixture of portland cement and fly
ash proportioned to produce grout complying with ASTM C 476 for the
specified type of grout; packaged course and fine fill grout.

1. Portland Cement or Blended Cement: ASTM C 150 Types 1, 1A, 11, 1IA,
111 or I11A.

2. Portland Cement or Blended Cement: ASTM C 595 Types IS, IS(MS), IS-A,
IS-A(MS), 1P, or IP-A.

3. Portland Cement or Blended Cement: ASTM C 1157 Types GU, HE, MS, or
HS.

4. Fly Ash: ASTM C 618.

5. Aggregate: ASTM C 404.

6. Coarse Grout: Adjust aggregate proportions to provide evenly graded
mix which will be easily pumped, with coarse aggregate content no
greater than maximum specified in the proportion specifications of ASTM
C 476.

2.1.3 Water
Clean and free from deleterious acids, alkalies, and organic matter.
2.2 MIXING

Mixing Procedure: Add Tfactory pre-blended dry materials to water in
mortar mixer and mix for at least 5 minutes.

Retempering: Do not retemper grout; discard grout that cannot be easily
pumped or poured.

Cold Weather: Follow National Concrete Masonry  Association
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recommendations for cold weather construction.
PART 3 EXECUTION
3.1 PREPARATION

Prior to start of work, verify the applicable conditions as set forth in ACI
530.1, inspection. The Contracting Officer will serve as inspector.

3.2 REBAR
See Section 03 20 01.00 10 Concrete Reinforcement for requirements.
3.3 PLACING GROUT

Bollards containing rebar shall be filled with grout. Grout not in place
within 1-1/2 hours after water is TFfirst added to the batch shall be
discarded. Sufficient grout shall be provided to grout each bollard to the
height shown on the drawings without cold joints.

3.3.1 Grouting Equipment
3.3.1.1 Grout Pumps

Pumping through aluminum tubes will not be permitted. Pumps shall be
operated to produce a continuous stream of grout without air pockets,
segregation, or contamination. Upon completion of each day®"s pumping, waste
materials and debris shall be removed from the equipment, and disposed of.

3.3.1.2 Vibrators

Internal vibrators shall maintain a speed of not less than 5,000 impulses
per minute when submerged in the grout. At least one spare vibrator shall
be maintained at the site at all times. Duration of vibration shall be
limited to time necessary to produce satisfactory consolidation without
causing segregation.

3.3.2 Grout Placement

Grout shall be placed using a grout pump to completely fill the grout space
without segregation of the aggregates. Vibrators shall not be inserted into
lower pours that are in a semi-solidified state.

3.4  WASTE MANAGEMENT
Manage waste according to the Waste Management Plan and as follows.
Minimize water used to wash mixing equipment. Use trigger operated spray
nozzles for water hoses.

3.4.1 Separate and Recycle Waste
Place materials defined as hazardous or toxic waste 1In designated
containers. Fold up metal banding, flatten, and place in designated area

for recycling. Collect wood packing shims and pallets and place in
designated area. Use leftover mixed mortar as directed where lower strength
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mortar meets the requirements for bulk fill. Separate masonry waste and
place in designated area for use as structural fill. Separate selected
masonry waste and excess for landscape uses, either whole or crushed as
ground cover.

3.5 TEST REPORTS

3.5.1 Field Testing of Grout
Field sampling and testing of grout shall be 1in accordance with the
applicable provisions of ASTM C 1019. A minimum of three specimens of grout
per day shall be sampled and tested. Each specimen shall have a minimum
ultimate compressive strength of 4000 psi at 28 days.

--End of Section--
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Soil Cement
10/12

PART 1 GENERAL

1.1

1.2

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

1.3

Soil Cement

The work consists of furnishing, placing, compacting, and curing a mixture
of soil material, Portland cement, and water. The mixture shall be
uniformly mixed, blended, compacted, finished, and cured as specified. It
shall conform to the lines, grades, thicknesses, and cross section(s)
shown on the drawings.

REFERENCES

The publications listed below form a part of this specification to
the extent referenced. The publications are referred to within the
text by the basic designation only.

ASTM INTERNATIONAL (ASTM)

D 559 Standard Test Methods for Wetting and Drying Compacted
Soil-Cement Mixtures

D 560 Standard Test Methods for Freezing and Thawing Compacted
Soil-Cement Mixtures

D 1632 Standard Practice for Making and Curing Soil-Cement
Compression and Flexure Test Specimens in the Laboratory

D 1633 Standard Test Method for Compressive Strength of Molded
Soil-Cement Cylinders

D 558 Standard Test Methods for Moisture-Density (Unit Weight)
Relations of Soil-Cement Mixtures

C 94 Standard Specification for Ready-Mixed Concrete

C 618 Standard Specification for Coal Fly Ash and Raw or
Calcined Natural Pozzolan for Use in Concrete

C 309 Standard Specification for Liquid Membrane-Forming
Compounds for Curing Concrete

Material

Soil material shall be obtained from the required excavations or
designated borrow locations and shall meet the requirements outlined in
this section.

Deleterious material, such as sod, brush, or roots, shall be separated
from soil material during the selection, blending, and routing operations.
Rock particles larger than 2 inches in any dimension shall be removed
before mixing.
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Soil material, cement content, and moisture content other than those
specified may be used as approved by the engineer. Proposed
alternatives must meet one of the Tfollowing requirements to be
considered:

a. If the soil material to be used has gradation and Atterberg
limits similar to the soils specified, the same cement content
and water content shall be used. The contractor shall provide
gradation and Atterberg limit test data from a qualified soil
testing laboratory verifying gradation and Atterberg limits.

b. If the soil material does not have gradation and Atterberg limits
similar to the soils specified, the contractor shall provide soil-
cement, moisture-density relations data, Atterberg limits, gradation
tests, and either durability or strength tests as specified in
paragraph 1.13 from a qualified soil testing laboratory. The soil-
cement mix ratio and water content shall also be provided by the
laboratory. If durability is selected, the following durability
tests shall be provided: ASTM D 559 and ASTM D 560. If strength is
selected, use ASTM D 1632 for cylinder preparation and curing and
provide ASTM D 1633 test results. The moisture-density relations are
to be in accordance with ASTM D 558. The tests must indicate a
soil-cement of a quality equal to or exceeding the quality
specified.

Portland cement shall conform to the requirements of 03 30 00.00 10
Cast in Place Concrete, for the specified type. Mixing of different brands
or types of cement is not permitted.

Portland cement shall be furnished in bags, barrels, or bulk. Bagged cement
that is stored at the job site shall be used in the same order as the
deliveries arrived on the site. Each shipment of bagged cement shall be
handled and stored so that it may be readily distinguished from other
shipments. Emptied cement bags shall be disposed of by the contractor at
offsite locations selected by the contractor. Burning of emptied cement
bags i1s permitted if identified on the burning permit as an allowable
activity.

Water used in mixing or curing soil-cement shall be clean and free from
injurious amounts of oil, acid, alkali, organic matter, or other
deleterious substances, and shall meet the requirements for water as
specified in ASTM C 94.

Pozzolanic material, when used, shall comply with the requirements of
ASTM C 618 Class C or F, Specifications for Fly Ash, and Raw or Calcined
Natural Pozzolan.

Curing compounds, when used, shall conform to the requirements set forth
in 03 30 00.00 10 Cast in Place Concrete. Application of the curing

compound shall be in accordance with paragraph 1.12 of this specification
and the manufacturer®s recommendations.

1.4 Operations Of Pits Or Stockpiles OFf Soil Material

All work required in the opening and operation of borrow areas or
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stockpiles shall be performed by the contractor. The borrow areas or
stockpiles shall be opened in a manner to expose a near vertical face of
the soil material for a suitable working depth. Exposed cut faces shall
not exceed 5 feet in height without benching back if it poses a threat to
construction personnel or others. The contractor shall conform to OSHA
Construction Industry Standards (29 CFR Part 1926) Subpart P, Excavations,
Trenching, and Shoring, during all excavation operations.

Material shall be excavated in successive vertical cuts extending across
the pit or stockpile. When approved by the engineer, successive horizontal
cuts on a horizontal oriented working face may be permitted in homogeneous
soils. All pockets or strata of unsuitable material not meeting the quality
requirements specified 1in paragraph 1.3 Material, shall be wasted. The
method of operating the pit or stockpile and the blending of material shall
be adjusted as necessary to obtain material conforming to the
specifications. Upon completion of the work, the pits shall be graded and
dressed to minimize erosion and to provide free drainage.

1.5 Foundation Preparation

Before soil-cement processing commences, the subgrade placement area
shall be graded, shaped, and compacted in conformance with the lines and
grades shown on the drawings. The subgrade shall Tfirmly support the
construction equipment. Immediately before placement of the soil-cement,
the compacted subgrade surface shall be moistened to approximately the
same moisture content as specified for the soil-cement, and shall be kept
moist until the soil-cement is placed.

1.6 Design Of Soil-Cement Mixture

The materials and proportions of the soil-cement mixture shall constitute
the job-mix. After a job-mix has been approved, the source, character, or
grading of the soil and the type, brand, or quantity of cement or
pozzolanic material shall not be changed without prior approval of the
engineer. A change in material or proportions requires the establishment
of a new job-mix supported by evidence, as required for the initial job-
mix, that the proposed new material and mix proportions will produce
soil-cement of the strength specified.

The use of calcium chloride or other accelerants or antifreeze compounds
is not permitted unless approved by the engineer.

Method 1-The contractor shall determine the mix proportions and
submit the job-mix design along with the sup- porting test results to
the engineer for approval before incorporating any of the material
into the work. The brand of cement and the location of the soil
material source shall be included with the job-mix design data. The
mix design shall be such that the soil-cement meets or exceeds the
minimum compressive strength specified. A new mix design shall be
submitted for approval any time the contractor requests a change in
material or a proportioning of material from that given in the
approved mix design. In no case will the engineer®"s review and
approval of a mix design relieve the contractor of responsibility to
provide soil-cement meeting the contract specifications.

Page 3
BW23 FOIA CBP 004563



90% SUBMITTAL
NOT FOR CONSTRUCTION
Andrade Fence Repair

A maximum of 15 percent of the total weight of cement may be
replaced with fly ash at a rate of 1.2 pounds of fly ash per pound
of cement replaced.

Method 2-The contractor shall furnish the soil, fly ash, cement,
and moisture content as specified in paragraph 1.13 of this
specification. During the course of the work, the engineer may
adjust the job-mix proportions as needed to achieve the specified
compressive strength.

All methods-The percent of cement to be used in the mix 1is
determined by dividing the weight of cement by the oven-dry weight
of the soil material.

1.6 Mixing

The mixing plant shall produce a mixture of soil, cement, and water that
is uniform in color and at the required moisture and cement content
throughout. The plant shall be equipped with measurement devices that
proportion the mix in the specified quantities. Before all measurement
devices are used, they shall be calibrated and certified by a qualified
technician approved by the engineer. The actual quantities of the mix
shall not vary more than 2 percent from the approved job-mix quantities
unless otherwise approved. The moisture content shall be the percent- age
of moisture in the mixture at the time of compaction.

The engineer shall have full and free access to the mixing plant at all
times for inspection of the plant®s operation and for sampling the soil-
cement mixture and its components.

Method 1-Mixing of the soil, cement (including fly ash), and water
shall be accomplished in a stationary mixing plant. The plant may be
either a batch type or a continuous flow type design. The plant may
use either weight or volume proportioning. The scale or metering
devices shall be sensitive to 1 percent of the maximum load that
may be required or imposed. The mixer shall be a pugmill, revolving-
blade, or rotary-drum system.

Facilities for efficiently storing, handling, and proportioning unmixed
materials shall be provided at the plant.

Method 2-Mixing of the soil, cement (including fly ash), and water
shall be accomplished in a truck mixer. The mixer shall meet the
requirements for truck mixers contained in ASTM C 94.

Method 3-Mixing of the soil-cement shall be accomplished in place.
Mixing of the soil, cement (including fly ash), and water shall be
accomplished by a single or multiple transverse shaft mixer, a
traveling pugmill, or similar equipment approved by the engineer. A
motor grader or similar equipment is not acceptable in lieu of the
mixing equipment specified.

Soil material to be mixed in place shall be formed into windrows or
divided into known grid areas. If windrows are used, they shall be
prepared to a known size with a sizing device. The tops of the windrows
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shall be flattened or slightly trenched to receive the cement.

The cement quantity necessary to meet the specified cement-to-soil ratio
shall be distributed uniformly on the windrowed soil or over the
prepared grid areas. After spreading, cement that has been displaced or
is found to be less than that specified shall be properly adjusted or
replaced before starting mixing operations.

The mixing operation shall be accomplished so that no unmixed seams
of soil are between layers. Excessive streaking of the soil cement
below the layer being mixed is not allowed.

All methods-The following provisions apply to all methods of mixing.
The mixing time shall be controlled so that all ingredients are mixed as
long as necessary to ensure a thorough, uniform, homogeneous mixture of
soil, cement, pozzolanic material (if used), and water. Mixing time shall
be adjusted based on tests and field determinations. Mixing time is
considered as the interval between the time the cement contacts the soil
and water and the time the mixture leaves the mixing unit or when the
mixer speed is reduced to the agitating speed. The soil and cement shall
be mixed sufficiently to prevent cement balls from forming before the
water is added. The water may be applied through the mixing machine or
separately by approved pressure distributing equipment.

Soil that has plastic silt or clay lumps larger than 1 inch shall be
pulverized or screened out of the raw soil before mixing.

1.7 Transporting

The soil-cement mixture shall be transported from the mixing plant to the
site of placement in vehicles having tight, clean, smooth beds or mixer
trucks. Haul time shall not exceed 30 minutes.

The contractor shall protect the soil-cement mixture if transported
during unfavorable weather. Any material excessively wet by precipitation
is subject to rejection.

Equipment shall not be operated on a finished and compacted layer of soil-
cement except where specifically per- mitted. Any damage resulting to the
finished surface of the soil-cement from such an operation shall be
repaired by the contractor at no cost to the owner.

Earth ramps crossing over completed soil-cement must have a minimum
compacted thickness of 2 feet. Where ramps are constructed over soil-
cement that is not to Tfinished grade, all foreign material and the
uppermost inch of the top layer of soil-cement must be removed before the
soil-cement installation is continued.

1.8 Placement
Soil-cement shall not be placed until the required excavations and
preparation of the foundation are completed and the foundation has been
inspected and approved by the engineer.

Equipment for spreading the soil-cement mixture shall be suitable for the
purpose and shall be operated to pro- duce a reasonably smooth, uniform
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surface. The equipment shall be controllable so as to produce uniform
layers not more than the specified maximum thickness. The layer of soil-
cement, or each successive lift when layering is required, shall be spread
and compacted as soon as possible after the preceding layer is completed
and approved. Soil-cement shall be placed in horizontal layers or layers
conforming to the plane of the subgrade.

When the time between completion of compaction on a layer and start of
placement of the next layer is more than 2 hours, the contractor shall
scarify the surface to a depth of 1 inch at a maximum spacing of 12 inches
unless specified otherwise in paragraph 1.13 or approved by the engineer.
The contractor shall clean off the scarified surface thoroughly by power
brooming or other approved methods before proceeding. The entire broomed
surface shall then be thoroughly moistened before the next layer of soil-
cement is placed.

Soil-cement placement operations may commence when the air temperature is
not less 40 degrees Fahrenheit and a rising temperature is expected for
the work period. Soil-cement shall not be placed on a frozen foundation
or 1f the soil to be processed is frozen or if weather conditions are
such that the material being processed cannot be completely compacted
and protected before the onset of damaging weather (overnight lows below
40 degrees Fahrenheit, cold fronts, and rainstorms). The use of
accelerators or antifreeze compounds is not allowed unless other- wise
specified. The temperature of fresh soil-cement shall not be allowed to
drop below 32 degrees Fahrenheit for 7 days after placement. |IFf
temperatures are expected to be below 45 degrees Fahrenheit, the
contractor’s method for protection shall be approved by the engineer
before placement of any soil-cement.

When the mean air temperature does not exceed 90 degrees Fahrenheit, the
moisture content at the time of compaction shall be within the range
specified. When the mean air temperature exceeds 90 degrees Fahrenheit or
conditions promoting rapid drying of the soil-cement mixture exist, the
moisture content of the mixture may be increased up to 2 percentage
points above optimum unless otherwise specified. Any increase in moisture
content shall be less than the quantity that causes the soil cement to
become unstable during the compaction and finishing operations.

1.9 Compaction

Equipment—Compaction equipment used shall be capable of uniformly
compacting the soil-cement mixture to the specified density. It shall not
have tamping feet or projections that penetrate to previously compacted
layers. Compaction with only the wheels of the hauling equipment is not an
acceptable method of compaction.

Compaction requirements—Soil-cement shall be uniformly compacted to a
density not less than the minimum density specified. Optimum moisture and
maximum density shall be determined by ASTM D 558. Natural Resources
Conservation Service Test No. S-6 (USBR Test E-25), Rapid Compaction
Control Method as referenced in NEH-19, may be used as equivalent to ASTM
D 558.

Compaction shall start as soon as possible after spreading. Elapsed time
between the addition of water to the soil- cement mixture and the start
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of compaction shall not exceed 60 minutes. The elapsed time between
addition of water to the soil-cement mixture and completion of
compaction shall not exceed 90 minutes.

Other requirements—If the surface of a layer of soil-cement has been
rutted or compacted unduly by hauling or other equipment, the contractor
shall scarify and re-compact such surfaces within 2 hours of the addition
of water to the cement. When required to maintain uniformity of the layer
surface, blading in connection with compaction operations shall be
employed. If blading is required, raw unmixed soil shall not be bladed
onto the mixed soil- cement. When more than 2 hours has occurred from
the time water was added to the cement, the damaged soil- cement shall be
removed in a manner and to the extent approved by the engineer.

1.10 Construction Joints

At the end of each workday, or when the adjacent placing operation 1is
terminated for more than 2 hours, a vertical construction joint shall be
made along all unfinished edges of the thoroughly compacted soil-cement.
Just before placing operations are resumed, the construction joint shall
be shaved to remove all dry soil-cement and all curing compound from the
joint face.

1.11 Removal and Replacement

The soil-cement installation shall be considered defective and shall be
removed and replaced in accordance with these specifications when any
one of the following conditions occur:

a. Compaction operations are interrupted for any reason before the
completion of compaction and the soil- cement mixture is left
undisturbed for more than 30 minutes.

b. The soil-cement mixture becomes excessively wet before
completion of compaction so that the moisture content exceeds
the specified limits.

C. The compacted soil-cement does not meet the density and moisture
requirements except that when the moisture is lower than required,
the soil-cement mixture may be reworked, thoroughly mixed, and
compacted within the time [limits stated 1in paragraph 1.8,
Compaction requirements.

. The finished surface is rough or below grade such that a thin
"scab" section would be required to smooth the surface or bring the
surface to grade.

1.12 Protecting And Curing

1.12.1 Moistening bonding surface
Compacted surface of soil-cement that is to receive an overlay of
soil-cement or concrete shall be kept moist until placement of the
overlay or adjacent layer of soil-cement or concrete. The
contractor is not required to keep such surfaces moistened for
longer than 7 days unless the overlay of soil-cement or concrete is
not accomplished within 7 days as a result of the contractor®s
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operations.

1.12.2 Curing Finished Exposed Surface
Method 1-Concrete curing compound conforming to ASTM C 309 of the
type specified shall be applied at a rate of not less than 1 gallon
per 150 square feet of surface using constantly agitating, pressure
spray equipment. This compound shall form a uniform, continuous,
adherent film that does not check, crack, or peel.

The surface of each section of soil-cement to be treated with
curing compound shall be moistened with a light spray of water
immediately after the section has been compacted. As soon as the
surface film of moisture disappears, but while the surface still has
a damp appearance, the curing compound shall be applied. Special
care shall be implemented to ensure ample coverage with the
compound at edges, corners, and around rough spots. After
application of the curing compound has been completed and the
coating is dry to the touch, any required repair of the soil-cement
surface shall be performed. To ensure a clean bonding surface, all
curing compound or other foreign substances shall be removed from
the area before additional soil-cement is applied. Each repair,
after being finished, shall be moistened and coated with curing
compound in accordance with the foregoing requirements.

Method 2-Curing moisture shall be maintained by sprinkling,
flooding, fog spraying, or covering with continuously moistened
canvas, cloth mats, straw, sand, or other approved material. Water
or covering, or both, shall be applied so that the soil-cement
surface i1s not eroded or otherwise damaged.

Method 3-Waterproof paper or plastic sheeting shall be used to
completely cover the soil-cement and prevent moisture loss.
Adjoining sheeting shall be overlapped at least 1 foot and weighted
or taped to prevent moisture loss at joints. Sheeting shall be
anchored sufficiently to prevent displacement by the wind.

All methods-The curing process shall be maintained for 7 days. Any curing
compound that is removed from the surface or damaged within 7 days after
application shall be repaired immediately. The contractor shall have all
equipment and material required for curing at the site ready for use
before starting soil-cement placement activities.

1.13 Inspection and Testing

During the course of the work, the engineer will perform quality assurance
tests as required to identify materials and determine compaction
characteristics, moisture content, and density of soil-cement in place.
Tests performed by the engineer will be used to verify that the soil-
cement placed conforms to contract requirements of the specifications and
not as a replacement for the contractor’s quality control program.

The contractor shall conduct all required quality control tests in
accordance with the approved Contractor Quality Control Plan to assure that
work performed meets contract requirements.

-- End of Section --
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SECTION 05 05 23

WELDING, STRUCTURAL
11/08

PART 1  GENERAL

1.1 REFERENCES
The publications listed below form a part of this specification to the
extent referenced. The publications are referred to within the text by the
basic designation only.

AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC)

AISC 360 (2005) Specification for Structural Steel
Buildings, with Commentary

AMERICAN SOCIETY FOR NONDESTRUCTIVE TESTING (ASNT)
ASNT RP SNT-TC-1A (2006) Recommended Practice
AMERICAN WELDING SOCIETY (AWS)

AWS A2.4 (2007) Standard Symbols for Welding, Brazing
and Nondestructive Examination

AWS A3.0 (2001; Errata 2001) Standard Welding Terms
and Definitions Including Terms for Adhesive
Bonding, Brazing, Soldering, Thermal Cutting
and Thermal Spraying

AWS D1.1/D1.1M (2008; Errata 2009) Structural Welding Code -
Steel

AWS D1.3/D1.3M (2008; Errata 2008) Structural Welding Code -
Sheet Steel

AWS D1.4/D1.4M (2005; Errata 2005) Structural Welding Code -
Reinforcing Steel

AWS D14.1/D14.1IM (2005) Welding Industrial and Mill Cranes and
Other Material Handling Equipment

AWS D14.4/D14_4M (2005) Welded Joints for Machinery and
Equipment

AWS Z49.1 (2005) Safety in Welding, Cutting and Allied
Processes

ASTM INTERNATIONAL (ASTM)

ASTM E 165 (2009) Standard Test Method for Liquid
Penetrant Examination
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ASTM E 709 (2008) Standard Guide Tfor Magnetic Particle
Examination

1.2 DEFINITIONS

Definitions of welding terms are in accordance with AWS A3.0. The following
classifications Class 1 (highest class) to Class 6 (lowest class) indicate
the project"s class(es) of weld joints.

1.2.1 Class 1 Weld Joints

This covers complete penetration weld joints only. These weld joints apply
where Tfailure would cause a loss of the system and/or be hazardous to
personnel. Class 1 weld joints are highly stressed (dynamic and cyclic
loading) and characterized as a single point of failure with no redundancy
for the redistribution of stress into another member.

1.2.2 Class 2 Weld Joints

This covers both complete and partial penetration groove weld joints and
fillet weld joints. These weld joints apply where failure would reduce the
overall efficiency of a system but loss of the system or a hazard to
personnel would not be experienced.

1.2.3 Class 3 Weld Joints

This covers both complete and partial penetration groove weld joints and
Ffillet weld joints. These weld joints apply where failure would not affect
the efficiency of a system nor create a hazard to personnel. Class 3 weld
jJoints are connections of secondary members not subject to dynamic action
and/or low stressed miscellaneous applications.

1.2.4 Class 4 Weld Joints

This covers weld joints applicable to welding reinforcing steel to primary
structural members.

1.2.5 Class 5 Weld Joints

This covers weld joints applicable to welding concrete reinforcing steel
splices (prestressing steel excepted), steel connection devices, and inserts
and anchors required in concrete construction.

1.2.6 Class 6 Weld Joints

This covers plug and slot weld joints as applicable to the requirements of
the project®s code(s).-

1.3 GENERAL REQUIREMENTS

Conform the design of welded connections to AISC 360, unless otherwise
indicated or specified. Material with welds will not be accepted unless the
welding is specified or indicated on the drawings or otherwise approved.
Perform welding as specified in this section, except where additional
requirements are shown on the drawings or are specified in other sections.
Do not commence welding until welding procedures, inspectors, nondestructive
testing personnel, welders, welding operators, and tackers have been
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qualified and the submittals approved by the Contracting Officer. Perform
all testing at or near the work site. Each Contractor performing welding
shall maintain records of the test results obtained in welding procedure,
welder, welding operator, and tacker performance qualifications.

1.3.1 Pre-erection Conference

Hold a pre-erection conference prior to the start of the field welding, to
bring all affected parties together and to gain a naturally clear
understanding of the project and the Welding Procedure Specifications (WPS)
(which the Contractor shall develop and submit for all welding, including

welding done using pre-qualified procedures). Mandatory attendance is
required by all Contractor"s welding production and inspection personnel and
appropriate Government personnel. Include as items for discussion:

responsibilities of various parties; welding procedures and processes to be
followed; welding sequence (both within a joint and joint sequence within
the building); inspection requirements and procedures, both visual and
ultrasonic; welding schedule; fabrication of mock-up model; and other items
deemed necessary by the attendees.

1.3.2 Mock-up Model

Perform first the Ffield-welded connection designated as the mock-up model on
the drawings. All welders qualified and designated to perform field-welded
groove joints must be present during the welding of the mock-up model
connections and each one shall perform a part of the welding. Simulate with
the mock-up test all physical and environmental conditions that will be
encountered during the welding of all groove joints. Execute all inspection
procedures required for groove welded joints, including NDE tests, on the
mock-up model. All Contractor inspection and testing personnel designated
to perform QC of groove welded joints must be present during the welding of
the mock-up model and each one shall perform the inspection procedures to be
performed on production welding of these joints. This mock-up model
connection represents the standard of performance, both for the welding and
inspection procedures used and the results to be achieved in the production
welding for these groove welded joints.

1.4 SUBMITTALS

Government approval 1is required for submittals with a '"G" designation;

submittals not having a "G designation are for information only. When
used, a designation following the "G" designation identifies the office that
will review the submittal for the Government. Submit the following in

accordance with Section 01 33 00 SUBMITTAL PROCEDURES:
SD-03 Product Data

Welding Procedure Qualifications; G

Welder, Welding Operator, and Tacker Qualification
Inspector Qualification

Previous Qualifications

Pre-qualified Procedures

Copies of the welding procedure specifications; the procedure

qualification test records; and the welder, welding operator, or
tacker qualification test records.
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SD-06 Test Reports

Quality Control
Nondestructive Examination

A quality assurance plan and records of tests and inspections.
Submit all records of nondestructive examination in accordance with
paragraph "Acceptance Requirements' .

SD-07 Certificates

Certified Welding Procedure Specifications (WPS)
Certified Brazing Procedure Specifications (BPS)
Certified Procedure Qualification Records (PQR)

Certified Welder Performance Qualifications (WPQ)
Certified Brazer Performance Qualifications (BPQ)

Certificates in accordance with paragraph '"Other Applications™.

1.5 WELDING PROCEDURE QUALIFICATIONS

Except for pre-qualified (in accordance with AWS D1.1/D1.1M) and previously
qualified procedures, each Contractor performing welding shall record in

detail

and qualify the welding procedure specification for any welding

procedure followed in the Tfabrication of weldments. Conform welding
procedure qualification to AWS D1.1/D1.1M and to the specifications in this

section.

Submit for approval copies of the welding procedure specification

and the results of the procedure qualification test for each type of welding
which requires procedure qualification. Approval of any procedure, however,
does not relieve the Contractor of the sole responsibility for producing a
finished structure meeting all the specified requirements. Submit this
information on the forms in Annex M of AWS D1.1/D1.1M. Individually
identify and clearly reference on the detail drawings and erection drawings
all welding procedure specifications, or suitably key them to the contract
drawings. In case of conflict between this specification and AWS
D1.1/D1.1M, this specification governs.

1.5.1

General Requirements

The organization performing this work must be certified in the following:
American Institute of Steel Construction ((AISC) Quality Certification
Program Category | Conventional Steel Structures.

a.

For Structural Projects, provide documentation of the following:

1) Component Thickness 1/8 1inch and greater: Qualification
documents (WPS, PQR, and WPQ) in accordance with AWS D1.1/D1.1M.

2) Component Thickness Less than 1/8 inch: Qualification documents
(WPS, PQR, and WPQ) in accordance with AWS D1.3.

3) Reinforcing Steel: Qualification documents (WPS, PWR, and WPQ)
in accordance with AWS D1.4/D1.4M.

For other applications, provide documentation of the following:
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1.5.2

1) Submit for review to the Contracting Officer two copies of
Certified Welding Procedure Specifications (WPS), Certified Brazing
Procedure Specifications (BPS) and Certified Procedure
Qualification Records (PQR) within Tfifteen calendar days after
receipt of Notice to Proceed.

2) Cranes: Qualification documents (WPS, PQR, and WPQ) 1in
accordance with AWS D14.1/D14_1M.

3) Submit for review to the Contracting Officer two copies of
Certified Welder Performance Qualifications (WPQ) and Certified
Brazer Performance Qualifications (BPQ) within fifteen calendar
days prior to any employee welding on the project material.

4) Machinery: Qualification documents (WPS, PQR, and WPQ) in
accordance with AWS D14.4/D14_4M.

Previous Qualifications

Welding procedures previously qualified by test may be accepted for this
contract without re-qualification if the following conditions are met:

1.5.3

a. Testing was performed by an approved testing laboratory, technical
consultant, or the Contractor®s approved quality control organization.

b. The qualified welding procedure conforms to the requirements of
this specification and is applicable to welding conditions encountered
under this contract.

C. The welder, welding operator, and tacker qualification tests
conform to the requirements of this specification and are applicable to
welding conditions encountered under this contract.

Pre-qualified Procedures

Welding procedures which are considered pre-qualified as specified In AWS
D1.1/D1.1M will be accepted without further qualification. The Contractor
shall submit for approval a listing or an annotated drawing to indicate the
joints not pre-qualified. Procedure qualification is mandatory for these
joints.

1.5.4

Retests

IT welding procedure fails to meet the requirements of AWS D1.1/D1.1M, the
procedure specification must be revised and re-qualified, or at the
Contractor®s option, welding procedure may be retested iIn accordance with

AWS
all

D1.1/D1.1M. IT the welding procedure is qualified through retesting,
test results, including those of test welds that failed to meet the

requirements, must be submitted with the welding procedure.

1.6

WELDER, WELDING OPERATOR, AND TACKER QUALIFICATION

Each welder, welding operator, and tacker assigned to work on this contract
must be qualified in accordance with the applicable requirements of AWS
D1.1/D1.1M and as specified iIn this section. Welders, welding operators,

and

tackers who make acceptable procedure qualification test welds will be

considered qualified for the welding procedure used.
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1.6.1

Previous Personnel Qualifications

At the discretion of the Contracting Officer, welders, welding operators,

and
for
are

1.6.2

tackers qualified by test within the previous 6 months may be accepted
this contract without re-qualification if all the following conditions
met:

a. Copies of the welding procedure specifications, the procedure
qualification test records, and the welder, welding operator, and
tacker qualification test records are submitted and approved in
accordance with the specified requirements for detail drawings.

b. Testing was performed by an approved testing laboratory, technical
consultant, or the Contractor®s approved quality control organization.

C. The previously qualified welding procedure conforms to the
requirements of this specification and is applicable to welding
conditions encountered under this contract.

d. The welder, welding operator, and tacker qualification tests
conform to the requirements of this specification and are applicable to
welding conditions encountered under this contract.

Certificates

Before assigning any welder, welding operator, or tacker to work under this
contract, submit the names of the welders, welding operators, and tackers to

be

employed, and certification that each individual 1is qualified as

specified. The certification must state the type of welding and positions

for

which the welder, welding operator, or tacker is qualified, the code and

procedure under which the individual is qualified, the date qualified, and

the
the

1.6.3

name of the firm and person certifying the qualification tests. Keep
certification current, on file, and furnish 3 copies.

Renewal of Qualification

Re-qualification of a welder or welding operator is required under any of

the

following conditions:

a. It has been more than 6 months since the welder or welding operator
has used the specific welding process for which he is qualified.

b. There is specific reason to question the welder or welding
operator”s ability to make welds that meet the requirements of these
specifications.

c. The welder or welding operator was qualified by an employer other
than those firms performing work under this contract, and a
qualification test has not been taken within the past 12 months.
Submit as evidence of conformance all records showing periods of
employment, name of employer where welder, or welding operator, was
last employed, and the process for which qualified.

d. A tacker who passes the qualification test is considered eligible

to perform tack welding indefinitely in the positions and with the
processes for which he is qualified, unless there is some specific
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reason to question the tacker®s ability. In such a case, the tacker is
required to pass the prescribed tack welding test.

1.7 INSPECTOR QUALIFICATION

Inspector qualifications must be in accordance with AWS D1.1/D1.1M. Qualify
all nondestructive testing personnel in accordance with the requirements of
ASNT RP SNT-TC-1A for Levels 1 or Il in the applicable nondestructive
testing method. The 1inspector may be supported by assistant welding
inspectors who are not qualified to ASNT RP SNT-TC-1A, and assistant
inspectors may perform specific inspection functions under the supervision
of the qualified inspector.

1.8 SYMBOLS
Symbols must be in accordance with AWS A2.4, unless otherwise indicated.
1.9 SAFETY

Safe welding practices and safety precautions during welding must conform to
AWS Z49.1.

PART 2 PRODUCTS
2.1  WELDING EQUIPMENT AND MATERIALS

All welding equipment, electrodes, welding wire, and fluxes must be capable
of producing satisfactory welds when used by a qualified welder or welding
operator performing qualified welding procedures. All welding equipment and
materials shall comply with the applicable requirements of AWS D1.1/D1.1M.

PART 3  EXECUTION
3.1 WELDING OPERATIONS
3.1.1 Requirements

Conform workmanship and techniques for welded construction to the
requirements of AWS D1.1/D1.1IM and AISC 360. When AWS D1.1/D1.1M and the
AISC 360 specification conflict, the requirements of AWS D1.1/D1.1M govern.

3.1.2 Identification
Identify all welds in one of the following ways:

a. Submit written records to indicate the location of welds made by
each welder, welding operator, or tacker.

b. Identify all work performed by each welder, welding operator, or
tacker with an assigned number, letter, or symbol to identify welds
made by that individual. The Contracting Officer may require welders,
welding operators, and tackers to apply their symbol next to the weld
by means of rubber stamp, felt-tipped marker with waterproof ink, or
other methods that do not cause an indentation in the metal. Place the
identification mark for seam welds adjacent to the weld at 3 foot
intervals. Identification with die stamps or electric etchers is not
allowed.
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3.2 QUALITY CONTROL

Perform testing using an approved inspection or testing laboratory or
technical consultant; or if approved, the Contractor®"s inspection and
testing personnel may be used iInstead of the commercial iInspection or
testing laboratory or technical consultant. Perform visual and ultrasonic
or radiographic 1inspections to determine conformance with paragraph
STANDARDS OF ACCEPTANCE. Conform procedures and techniques for inspection
with applicable requirements of AWS D1.1/D1.1M, ASTM E 165, ASTM E 709,
except that in radiographic inspection only film types designated as "fine
grain,” or "extra fine,' are acceptable.

3.3 STANDARDS OF ACCEPTANCE

Conform dimensional tolerances for welded construction, details of welds,
and quality of welds with the applicable requirements of AWS D1.1/D1.1M and
the contract drawings. Perform nondestructive testing by visual iInspection
and magnetic particle testing methods. The minimum extent of nondestructive
testing shall be random 5-10 percent of welds or joints or every 500 linear
feet of fence fabrication, whichever is greater.

3.3.1 Nondestructive Examination

The welding is subject to inspection and tests in the mill, shop, and field.
Inspection and tests in the mill or shop do not relieve the Contractor of
the responsibility to furnish weldments of satisfactory quality. When
materials or workmanship do not conform to the specification requirements,
the Government reserves the right to reject material or workmanship or both
at any time before final acceptance of the structure containing the
weldment.

3.3.2 Destructive Tests

Make all repairs when metallographic specimens are removed from any part of
a structure. Employ only qualified welders or welding operators, and use
the proper joints and welding procedures, including peening or heat
treatment if required, to develop the full strength of the members and
jJjoints cut and to relieve residual stress.

3.4  GOVERNMENT INSPECTION AND TESTING

In addition to the inspection and tests performed by the Contractor for
quality control, the Government will perform inspection and testing for
acceptance to the extent determined by the Contracting Officer. The costs
of such inspection and testing will be borne by the Contractor if
unsatisfactory welds are discovered, or by the Government if the welds are
satisfactory. The work may be performed by the Government"s own forces or
under a separate contract for inspection and testing. The Government
reserves the right to perform supplemental nondestructive and destructive
tests to determine compliance with paragraph STANDARDS OF ACCEPTANCE.

3.5 CORRECTIONS AND REPAIRS
IT 1inspection or testing indicates defects in the weld joints, repair

defective welds using a qualified welder or welding operator as applicable.
Conduct corrections in accordance with the requirements of AWS D1.1/D1.1M
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and the specifications. Repair all defects in accordance with the approved
procedures. Repair defects discovered between passes before additional weld
material is deposited. Wherever a defect is removed and repair by welding
is not required, blend the affected area into the surrounding surface to
eliminate sharp notches, crevices, or corners. After a defect is thought to
have been removed, and before re-welding, examine the area by suitable
methods to ensure that the defect has been eliminated. Repaired welds shall
meet the inspection requirements for the original welds. Any indication of
a defect is regarded as a defect, unless re-evaluation by nondestructive
methods or by surface conditioning shows that no unacceptable defect is
present.

-- End of Section --
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SECTION 05 12 00
STRUCTURAL STEEL
PART 1 GENERAL
1.1 REFERENCES
The publications listed below form a part of this specification to the
extent referenced. The publications are referred to within the text by the

basic designation only.

AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC)

AISC 201-06 (2006) AISC Certification Program for
Structural Steel Fabricators

AISC 317 (1992; Reprint 1999) ASD Manual of Steel
Construction, Vol 11: Connections

AISC 325 (2011) Manual of Steel Construction

AISC 326 (2009) Detailing for Steel Construction

AISC 360 (2010) Specification for Structural Steel

Buildings, with Commentary

AISC 201 (2006) AISC Certification Program for
Structural Steel Fabricators

AMERICAN WELDING SOCIETY (AWS)

AWS A2.4 (2007) Standard Symbols for Welding, Brazing
and Nondestructive Examination

AWS D1.1/D1.1M (2008; Errata 2009) Structural Welding Code -
Steel

ASTM INTERNATIONAL (ASTM)

ASTM A 143/A 143M (2007) Standard Practice for Safeguarding
Against Embrittlement of Hot-Dip Galvanized
Structural Steel Products and Procedure for
Detecting Embrittlement

ASTM A 153/A 153M (2009) Standard Specification for Zinc
Coating (Hot-Dip) on Iron and Steel Hardware

ASTM A 307 (2010) Standard Specification for Carbon
Steel Bolts and Studs, 60 000 PSlI Tensile
Strength

ASTM A 325 (2010) standard Specification for Structural

Bolts, Steel, Heat Treated, 120/105 Kksi
Minimum Tensile Strength
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ASTM A 36/A 36M

ASTM A 490

ASTM A 500

ASTM A 537/A 53M

ASTM A 563

ASTM A 780

ASTM A 992/A 992M

ASTM F 844

ASTM F2453
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(2008) Standard Specification for Carbon
Structural Steel

(2010) sStandard Specification for Structural
Bolts, Alloy Steel, Heat Treated, 150 Kksi
Minimum Tensile Strength

(2010) Standard Specification for Cold-Formed
Welded and Seamless Carbon Steel Structural
Tubing in Rounds and Shapes

(2010) Standard Specification for Pipe,
Steel, Black and Hot-Dipped, Zinc-Coated,
Welded and Seamless

(2007a) Standard Specification for Carbon and
Alloy Steel Nuts

(2009) Standard Practice for Repair of
Damaged and Uncoated Areas of Hot-Dip
Galvanized Coatings

(2011) sStandard Specification for Structural
Steel Shapes

(2007a) Washers, Steel, Plain (Flat),
Unhardened for General Use

Standard Specification for Welded Wire mesh
Fence Fabric (Metallic-Coated or Polymer
Coated) for Meshes of 6 in.? or Less, in
Panels or Rolls, with Uniform Meshes

THE SOCIETY FOR PROTECTIVE COATINGS (SSPC)

SSPC SP 6

1.2 SYSTEM DESCRIPTION

(2007) Commercial Blast Cleaning

Provide the structural steel for fencing system and any required shop primed

or galvanized steel,

complete and ready for use. Structural steel works

shall include specified design, materials, installation, workmanship,

fabrication, assembly,

inspection, quality control, and testing in

accordance with AISC 316 and AISC 317 except as modified in this contract.

1.3 SUBMITTALS

Government approval
submittals not having a "G"

is required for submittals with a "G" designation;

designation are for information only. When

used, a designation following the "G" designation identifies the office that

will review the submittal

for the Government. Submit the following in

accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Erection Plan,

including description of temporary supports; G
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Fabrication drawings including description of connections; G
SD-03 Product Data
Welding electrodes and rods
SD-06 Test Reports
Bolts, nuts, and washers
Supply the certified manufacturer®s mill reports which clearly show
the applicable ASTM mechanical and chemical requirements together
with the actual test results for the supplied fasteners.
SD-07 Certificates
Steel
Bolts, nuts, and washers
Galvanizing
Welding procedures and qualifications
1.4  AISC QUALITY CERTIFICATION
Not Applicable.
1.5 SEISMIC PROVISIONS
Not Applicable.
1.6 QUALITY ASSURANCE
1.6.1 Fabrication and Erection Quality Control Procedures
Quality control procedures for the fabrication and erection of all fence
panels and components shall be included in the Contractor quality control
plan. Quality control procedures shall be reviewed and approved by
Contracting Officer’s Representative (COR) prior to start of fabrication.
1.6.2 Shop Drawing Requirements
As applicable, submit Tfabrication drawings for approval prior to
fabrication. Prepare in accordance with AISC 325, AISC 326, and AISC 317.
Fabrication drawings shall not be reproductions of contract drawings.
Include complete information for the fabrication and erection of the
structure®s components, including the location, type, and size of bolts,
welds, member sizes and lengths, connection details, blocks, copes, and
cuts. Use AWS A2.4 standard welding symbols. Shoring and temporary bracing
shall be designed and sealed by a registered professional engineer and
submitted for record purposes, with calculations, as part of the drawings.
Member substitutions of details shown on the contract drawings shall be

clearly highlighted on the fabrication drawings. Explain the reasons for
any deviations from the contract drawings.
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Provide connection, forming and stiffening details for Structural Steel.
Avoid ledges, crevices and pockets that hold water, water-laden debris or
condensation.

1.6.2 Certifications

1.6.2.1 Erection Plan
Submit for record purposes. Indicate the sequence of erection, temporary
shoring and bracing, and a detailed sequence of welding, including each
welding procedure required.

1.6.2.2 Welding Procedures and Qualifications
Prior to welding, submit certification for each welder stating the type of
welding and positions qualified for, the code and procedure qualified under,
date qualified, and the firm and individual certifying the qualification
tests. If the qualification date of the welding operator is more than one-
year old, the welding operator®s qualification certificate shall be
accompanied by a current certificate by the welder attesting to the fact
that he has been engaged in welding since the date of certification, with no
break in welding service greater than 6 months.

Conform to all requirements specified in AWS D1.1/D1.1M.

PART 2 PRODUCTS
2.1 STEEL
2.1.1 HSS Bollards

ASTM A500 Grade B, Structural Steel, rectangular, tabular steel, sizes as
shown on drawings.

2.1.3 HSS Rails

ASTM A500 Grade B, Structural Steel, Rectangular, tabular steel, HSS, sizes
as shown on the drawings.

2.1.4 WF Columns, Beams, and Rail

ASTM A992 Grade 50, Structural Steel, Structural wide flange sizes as
shown on the drawings.

2.1.5 HSS Post and Beam

ASTM A500 Grade B, Structural Steel, Structural posts and beams, HSS,
sizes as shown on the drawings.

2.1.6 Plates, Bars and Angles
ASTM A36, Structural Steel, Structural sizes as shown on the drawings.

2.1.7 Sheet
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ASTM A1011, Grade 36, Steel, Sheet and Strip, Carbon, Hot-Rolled for
Sheathing and Miscellaneous Brackets.

2.2 BOLTS, NUTS, AND WASHERS
Provide the following unless indicated otherwise.
2.2.1 Structural Steel
2.2.1.1 Bolts
ASTM A 325, Type 1. The bolt heads and the nuts of the supplied fasteners
must be marked with the manufacturer®s identification mark, the strength

grade and type specified by ASTM specifications.

2.2.1.2 Nuts

ASTM A 563, Grade and Style for applicable ASTM bolt standard recommended.
2.2.1.3 Washers
ASTM F 844 washers for ASTM A 307, ASTM A 325 and ASTM A 490 bolts.
2.4  STRUCTURAL STEEL ACCESSORIES
2.4.1 \Welding Electrodes and Rods
AWS D1.1/D1.1M. Use Ilow-hydrogen electrodes as specified by the American
Welding Society for welding Weathering Steel. Suggestions on minimum preheat
are contained in the latest revisions of ANSI/AWS "'Structural Welding Code"
01.1 and the ANSI/AASHTO/AWS "Bridge Welding Code' 01.5.
When matching strength is required, and color match and corrosion resistance
are not important, E70, ESO, E90, E100 or E110 low-hydrogen electrodes may
be used. These electrodes also work for the underlying passes in multiple-
pass welds.
2.5 SHOP PRIMER
Not used.

2.6 GALVANIZING

Connection elements (bolts, connection brackets, etc) shall be galvanized in
accordance with ASTM A 153/A 153M.

2.7  FABRICATION
2.7.1 Markings

Prior to erection, members shall be identified by a painted erection mark.
Connecting parts assembled in the shop for reaming holes in Tfield
connections shall be match marked with scratch and notch marks. Do not
locate erection markings on areas to be welded. Do not Ilocate match
markings in areas that will decrease member strength or cause stress
concentrations.

SECTION 05 12 00 — Page 5
BW23 FOIA CBP 004582



90% SUBMITTAL
Andrade Fence Repair NOT FOR CONSTRUCTION

2.7.2 Cleaning

SSPC SP 6, Maintain steel surfaces free from rust, dirt, oil, grease, and
other contaminants through final assembly.

2.8 DRAINAGE HOLES

Adequate drainage holes shall be drilled to eliminate water traps. Hole
diameter shall be 1/2 inch and location shall be indicated on the detail
drawings. Hole size and location shall not affect the structural integrity.

PART 3 EXECUTION
3.1 FABRICATION

Fabrication shall be in accordance with the applicable provisions of AISC
316.

Splices not indicated require the approval of the Contracting Officer.
3.2 ERECTION

Erection of structural steel shall be in accordance with the applicable
provisions of AISC 316 or endorsement F of AISC FCD. Erection plan shall be
reviewed, stamped and sealed by a licensed structural engineer.

Provide for drainage in structural steel. After final positioning of steel
members, provide full bearing under base plates and bearing plates using
nonshrink grout. Place nonshrink grout 1in accordance with the
manufacturer®s instructions.

3.2.1 STORAGE

Material shall be stored out of contact with the ground in such manner and
location as will minimize deterioration.

3.3 CONNECT IONS

Except as modified in this section, connections not detailed shall be
designed in accordance with AISC 360. Build connections into existing work.
Do not tighten anchor bolts set in concrete with impact torque wrenches.
Punch, subpunch and ream, or drill bolt holes perpendicular to the surface
of the member. Holes shall not be cut or enlarged by burning. Bolts, nuts,
and washers shall be clean of dirt and rust, and lubricated iImmediately
prior to installation.

3.3.1 Common Grade Bolts

ASTM A 325 bolts shall be tightened to a "snug tight'” fit. 'Snug tight" is
the tightness that exists when plies in a joint are in firm contact. If
firm contact of joint plies cannot be obtained with a few impacts of an
impact wrench, or the full effort of a man using a spud wrench, contact the
Contracting Officer for further instructions.
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3.4 GAS CUTTING

Use of gas-cutting torch in the field for correcting fabrication errors will
not be permitted on any major member in the structural framing. Use of a
gas cutting torch will be permitted on minor members not under stress only
after approval has been obtained from the COR.

3.5 WELDING
AWS D1.1, except as follows.

Use only shielded metal arc welding and low hydrogen electrodes for ASTM A
514 steel. Do not stress relieve ASTM A 514 steel by heat treatment.

Conform to suggestions on minimum preheat that are contained in the latest
revisions of ANSI/ZAWS "Structural Welding Code"™ 01.1 and the ANSI/AASHTO/AWS
"Bridge Welding Code™ 01.5. When matching strength is required, and color
match and corrosion resistance are not important, E70, ESO, E90, E100 or
E110 low-hydrogen electrodes may be used. These electrodes also work for the
underlying passes in multiple-pass welds. However, when color match and
corrosion resistance are iImportant, appropriate alloy electrodes must be
used for the final two exposed top layers. Welding shall be consistent with
AWS recommended procedures including adequate edge preparation and
preheating, the selection of proper flux (when applicable) and the use of
properly dried, low-hydrogen electrodes and fluxes.

Grind exposed welds smooth as indicated. Provide AWS D1.1 qualified
welders, welding operators, and tackers.

The Contractor shall develop and submit the Welding Procedure Specifications
(WPS) for all welding, including welding done using prequalified procedures.
Prequalified procedures may be submitted for information only; however,
procedures that are not prequalified shall be submitted for approval.

3.5.1 Removal of Temporary Welds, Run-Off Plates, and Backing Strips
Remove only from finished areas.

3.6 SHOP PRIMER REPAIR
Not used.

3.7 GALVANIZING REPAIR

Provide as indicated or specified. Galvanize after fabrication where
practicable. Repair damage to galvanized coatings using ASTM A 780 zinc
rich paint for galvanizing damaged by handling, transporting, cutting,
welding, or bolting. Do not heat surfaces to which repair paint has been
applied.

3.8 FIELD QUALITY CONTROL

Perform field tests, and provide labor, equipment, and incidentals required
for testing. The COR shall be notified in writing of defective welds,
bolts, nuts, and washers within 7 working days of the date of weld
inspection.
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3.8.1 Welds

3.8.1.1 Visual Inspection

AWS D1.1. Furnish the services of AWS-certified welding inspectors for
fabrication and erection inspection and testing and verification
inspections. Welding 1inspectors shall visually inspect and mark welds,

including fillet weld end returns.
3.8.1.2 Nondestructive Testing

AWS D1.1. Test locations shall be as indicated. |If more than 20 percent of
welds made by a welder contain defects identified by testing, then all welds
made by that welder shall be tested by radiographic or ultrasonic testing,
as approved by the COR. When all welds made by an individual welder are
required to be tested, magnetic particle testing shall be used. Retest
defective areas after repair.

Testing frequency: Provide for 5-10 percent of welds or joints, or every
500 linear feet of fence Tfabrication, whichever is greater. Testing
frequency will be increased if visual inspections reveal that welds are
suspect.

Nondestructive testing shall be performed by AWS-certified inspectors only.
3.8.2 Testing for Embrittlement

ASTM A 143 for steel products hot-dip galvanized after fabrication.

-- End of Section -
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SECTION 31 00 00

EARTHWORK
08/08

PART 1 GENERAL
1.1 PAYMENT PROCEDURES

Earthwork will not be paid as a separate line item. The contractor shall
include earthowrk costs in the appropriate line item on the Price Schedule.

Payment will constitute full compensation for all labor, equipment, tools,
supplies, and incidentals necessary to complete the work.

1.1.1  Authorized Overhaul
The number of station-yards of overhaul to be paid for will be the product
of number of cubic yards of overhaul material measured in the original
position, multiplied by the overhaul distance measured in stations of 100
fee.

1.2 CRITERIA FOR BIDDING
Base bids on the following criteria:

a. Surface elevations are as indicated.

b. Pipes or other artificial obstructions, except those indicated,
will not be encountered.

c. Ground water elevations indicated by the boring log were those
existing at the time subsurface investigations were made and do not
necessarily represent ground water elevation at the time of
construction.

d. Material character is indicated by the boring logs.
1.3  REFERENCES
The publications listed below form a part of this specification to the
extent referenced. The publications are referred to within the text by the

basic designation only.

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS

(AASHTO)
AASHTO T 180 (2010) Standard Method of Test for
Moisture-Density Relations of Soils Using
a 4.54-kg (10-1b) Rammer and a 457-mm
(18-in.) Drop
AASHTO T 224 (2010) Standard Method of Test for

Correction for Coarse Particles in the
Soil Compaction Test
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ASTM INTERNATIONAL (ASTM)

ASTM C136

ASTM D 1140

ASTM D 1557

ASTM D 1883

ASTM D 2434

ASTM D 2487

ASTM D 422

ASTM D 4318

ASTM D 6938

ASTM D 698

(2006) Standard Test Method for Sieve
Analysis of Fine and Coarse Aggregates

(2000; R 2006) Amount of Material in Soils
Finer than the No. 200 (75-micrometer)
Sieve

(2009) Standard Test Methods for
Laboratory Compaction Characteristics of
Soil Using Modified Effort (56,000
ft-1bf/ft3) (2700 kN-m/m3)

(2007e2) CBR (California Bearing Ratio) of
Laboratory-Compacted Soils

(1968; R 2006) Permeability of Granular
Soils (Constant Head)

(2011) Soils for Engineering Purposes
(Unified Soil Classification System)

(1963; R 2007) Particle-Size Analysis of
Soils

(2010) Liquid Limit, Plastic Limit, and
Plasticity Index of Soils

(2010) Standard Test Method for In-Place
Density and Water Content of Soil and
Soil-Aggregate by Nuclear Methods (Shallow
Depth)

(2007el) Laboratory Compaction
Characteristics of Soil Using Standard
Effort (12,400 ft-1bf/cu. ft. (600
kN-m/cu. m.))

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1

(2008; Errata 1-2010; Changes 1-3 2010;
Changes 4-6 2011) Safety and Health
Requirements Manual

U.S. ENVIRONMENTAL PROTECTION AGENCY (EPA)

EPA 600/4-79/020

EPA SW-846.3-3

1.4 DEFINITIONS

1.4.1 Satisfactory Materials

(1983) Methods for Chemical Analysis of
Water and Wastes

(1999, Third Edition, Update I11-A) Test
Methods for Evaluating Solid Waste:
Physical/Chemical Methods

Satisfactory materials comprise any materials classified by ASTM D 2487 as
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GW, GP, GM, GP-GM, GWw-GM, GC, GP-GC, GM-GC, SW, SP, SM, SW-SM, SC, SW-SC,
SP-SM, SP-SC, CL, ML, CL-ML. Satisfactory materials for grading comprise
stones less than 8 inches, except for fill material for pavements and
raillroads which comprise stones less than 3 inches in any dimension.

1.4.2 Unsatisfactory Materials

Materials which do not comply with the requirements for satisfactory
materials are unsatisfactory. Unsatisfactory materials also include
man-made Ffills; trash; refuse; backfills from previous construction; and
material classified as satisfactory which contains root and other organic
matter or frozen material. Notify the Contracting Officer when
encountering any contaminated materials.

1.4.3 Cohesionless and Cohesive Materials

Cohesionless materials include materials classified in ASTM D 2487 as GW,
GP, SW, and SP. Cohesive materials include materials classified as GC, SC,
ML, CL, MH, and CH. Materials classified as GM and SM will be identified
as cohesionless only when the fines are nonplastic. Perform testing,
required for classifying materials, in accordance with ASTM D 4318,

ASTM C136, ASTM D 422, and ASTM D 1140.

1.4.4 Degree of Compaction

Degree of compaction required, except as noted in the second sentence, is
expressed as a percentage of the maximum density obtained by the test
procedure presented in ASTM D 1557 abbreviated as a percent of laboratory
maximum density. Since ASTM D 1557 applies only to soils that have 30
percent or less by weight of their particles retained on the 3/4 inch
sieve, express the degree of compaction for material having more than 30
percent by weight of their particles retained on the 3/4 inch sieve as a
percentage of the maximum density in accordance with AASHTO T 180 and
corrected with AASHTO T 224. To maintain the same percentage of coarse
material, use the "remove and replace'" procedure as described in NOTE 8 of
Paragraph 7.2 in AASHTO T 180.

1.4.5 Topsoil

Material suitable for topsoils obtained from excavations is defined as:
Natural, friable soil representative of productive, well-drained soils in
the area, free of subsoil, stumps, rocks larger than one inch diameter,
brush, weeds, toxic substances, and other material detrimental to plant
growth. Amend topsoil pH range to obtain a pH of 5.5 to 7.

1.4.6 Hard/Unyielding Materials

Hard/Unyielding materials comprise weathered rock, dense consolidated
deposits, or conglomerate materials which are not included in the
definition of "rock"™ dimension as defined by the pipe manufacturer. These
materials usually require the use of heavy excavation equipment, ripper
teeth, or jack hammers for removal.

1.4.7 Rock

Solid homogeneous interlocking crystalline material with firmly cemented,
laminated, or foliated masses or conglomerate deposits, neither of which
can be removed without systematic drilling and blasting, drilling and the
use of expansion jacks or feather wedges, or the use of backhoe-mounted
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pneumatic hole punchers or rock breakers. Removal of hard material will
not be considered rock excavation because of intermittent drilling and
blasting that is performed merely to increase production.

1.4.8 Unstable Material

Unstable materials are too wet to properly support the utility pipe,
conduit, or appurtenant structure.

1.4.9 Select Granular Material
1.4.9.1 General Requirements

Select granular material consist of materials classified as GW, by

ASTM D 2487 where indicated. The liquid limit of such material must not
exceed 35 percent when tested in accordance with ASTM D 4318. The
plasticity index must not be greater than 15 percent when tested in
accordance with ASTM D 4318, and not more than 35 percent by weight may be
finer than No. 200 sieve when tested iIn accordance with ASTM D 1140.
Provide a minimum coefficient of permeability of 0.002 feet per minute when
tested in accordance with ASTM D 2434.

1.4.9.2 California Bearing Ratio Values

Bearing Ratio: At 0.1 inch penetration, provide a bearing ratio of 20
percent at 95 percent ASTM D 1557 maximum density as determined in
accordance with ASTM D 1883 for a laboratory soaking period of not less
than 4 days. Conform the combined material to the following sieve analysis:

Sieve Size Percent Passing by Weight
1 inches 100
No. 3/4 inches 80 - 100
No. 3/8 inches 60 - 80
No. 4 40 - 60
No. 8 28 - 48
No. 16 20 - 36
No. 30 14 - 26
No. 50 10 - 22
No. 100 9 - 17
No. 200 8 - 15

1.4.10 Initial Backfill Material

Initial backfill consists of select granular material or satisfactory
materials free from rocks 3 inches or larger in any dimension or free from
rocks of such size as recommended by the pipe manufacturer, whichever is
smaller. When the pipe is coated or wrapped for corrosion protection, free
the initial backfill material of stones larger than 3 inches in any
dimension or as recommended by the pipe manufacturer, whichever is smaller.

1.4.11 Expansive Soils

Expansive soils are defined as soils that have a plasticity index equal to
or greater than 15 when tested in accordance with ASTM D 4318.

1.5 SYSTEM DESCRIPTION
Subsurface soil boring logs are located in the geotechnical report. These

SECTION 31 00 00 Page 4
BW23 FOIA CBP 004589



90% SUBMITTAL
NOT FOR CONSTRUCTION

Andrade Fence Repair

data represent the best subsurface information available; however,
variations may exist in the subsurface between boring locations.

1.5.1 Classification of Excavation

No consideration will be given to the nature of the materials, and all
excavation will be designated as unclassified excavation. Finish the
specified excavation on a classified basis, in accordance with the
following designations and classifications.

1.5.2 Blasting

Perform blasting in accordance with EM 385-1-1 and in conformance with
Federal, State, and local safety regulations. Submit notice 15 days prior
to starting work. Submit a Blasting Plan, prepared and sealed by a
registered professional engineer that includes calculations for
overpressure and debris hazard. Provide blasting mats and use the
non-electric blasting caps. Obtain written approval prior to performing
any blasting and notify the Contracting Officer 24 hours prior to
blasting. |Include provisions for storing, handling and transporting
explosives as well as for the blasting operations in the plan. The
Contractor is responsible for damage caused by blasting operations.

1.5.3 Dewatering Work Plan
Submit procedures for accomplishing dewatering work.
1.6 SUBMITTALS

Government approval is required for submittals with a "G" designation;
submittals not having a "'G" designation are for information only. When
used, a designation following the "G" designation identifies the office
that will review the submittal for the Government. Submit the following in
accordance with Section 01 33 00 SUBMITTAL PROCEDURES:

SD-01 Preconstruction Submittals

Shoring; G
Dewatering Work Plan; G
Blasting; G

Submit 15 days prior to starting work.
SD-03 Product Data

utilization of Excavated Materials; G
Rock Excavation

Opening of any Excavation or Borrow Pit
Shoulder Construction

Procedure and location for disposal of unused satisfactory
material. Proposed source of borrow material. Notification of
encountering rock in the project. Advance notice on the opening
of excavation or borrow areas. Advance notice on shoulder
construction for rigid pavements.

SD-06 Test Reports
Testing
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Borrow Site Testing

Within 24 hours of conclusion of physical tests, 2 copies of
test results, including calibration curves and results of
calibration tests. Results of testing at the borrow site.

SD-07 Certificates
Testing

Qualifications of the Corps validated commercial testing
laboratory or the Contractor®s validated testing facilities.

PART 2 PRODUCTS
2.1 REQUIREMENTS FOR OFFSITE SOILS

Test offsite soils brought in for use as backfill for Total Petroleum
Hydrocarbons (TPH), Benzene, Toluene, Ethyl Benzene, and Xylene (BTEX) and
full Toxicity Characteristic Leaching Procedure (TCLP) including
ignitability, corrosivity and reactivity. Determine TPH concentrations by
using EPA 600/4-79/020 Method 418.1. Determine BTEX concentrations by
using EPA SW-846.3-3 Method 5030/8020. Perform TCLP in accordance with
EPA SW-846.3-3 Method 1311. Provide Borrow Site Testing for TPH, BTEX and
TCLP from a composite sample of material from the borrow site, with at
least one test from each borrow site. Within 24 hours of conclusion of
physical tests, submit 2 copies of test results, including calibration
curves and results of calibration tests. Do not bring material onsite
until tests have been approved by the Contracting Officer.

2.2 BURIED WARNING AND IDENTIFICATION TAPE

Provide metallic core or metallic-faced, acid- and alkali-resistant,
polyethylene plastic warning tape manufactured specifically for warning and
identification of buried utility lines. Provide tape on rolls, 3 inches
minimum width, color coded as specified below for the intended utility with
warning and identification imprinted in bold black letters continuously
over the entire tape length. Warning and identification to read, ""CAUTION,
BURIED (intended service) LINE BELOW"™ or similar wording. Provide
permanent color and printing, unaffected by moisture or soil.

Warning Tape Color Codes

Red: Electric

Yellow: Gas, Oil; Dangerous Materials

Orange: Telephone and Other
Communications

Blue: Water Systems

Green: Sewer Systems

White: Steam Systems

Gray: Compressed Air

2.2.1 Warning Tape for Metallic Piping

Provide acid and alkali-resistant polyethylene plastic tape conforming to
the width, color, and printing requirements specified above, with a minimum
thickness of 0.003 inch and a minimum strength of 1500 psi lengthwise, and
1250 psi crosswise, with a maximum 350 percent elongation.
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2.2.2 Detectable Warning Tape for Non-Metallic Piping

Provide polyethylene plastic tape conforming to the width, color, and
printing requirements specified above, with a minimum thickness of 0.004
inch, and a minimum strength of 1500 psi lengthwise and 1250 psi

crosswise. Manufacture tape with integral wires, foil backing, or other
means of enabling detection by a metal detector when tape is buried up to 3
feet deep. Encase metallic element of the tape in a protective jacket or
provide with other means of corrosion protection.

2.3 DETECTION WIRE FOR NON-METALLIC PIPING

Insulate a single strand, solid copper detection wire with a minimum of 12
AWG.

2.4 MATERIAL FOR RIP-RAP

Provide Bedding material, Filter fabric and rock conforming to these
requirements for construction indicated.

2.4.1 Bedding Material

Provide bedding material consisting of sand, gravel, or crushed rock, well
graded, or poorly graded with a maximum particle size of 2 inches. Compose
material of tough, durable particles. Allow fines passing the No. 200
standard sieve with a plasticity index less than six.

2.4.2 Rock

Provide rock fragments sufficiently durable to ensure permanence in the
structure and the environment in which it is to be used. Use rock
fragments free from cracks, seams, and other defects that would increase
the risk of deterioration from natural causes. Provide fragments sized so
that no individual fragment exceeds a weight of 150 pounds and that no more
than 10 percent of the mixture, by weight, consists of fragments weighing 2
pounds or less each. Provide rock with a minimum specific gravity of 2.50.
Do not permit the inclusion of more than trace 1 percent quantities of
dirt, sand, clay, and rock fines.

PART 3 EXECUTION
3.1 STRIPPING OF TOPSOIL

Where indicated or directed, strip topsoil to a depth of 4 inches. Spread
topsoil on areas already graded and prepared for topsoil, or transported
and deposited in stockpiles convenient to areas that are to receive
application of the topsoil later, or at locations indicated or specified.
Keep topsoil separate from other excavated materials, brush, litter,
objectionable weeds, roots, stones larger than 2 inches in diameter, and
other materials that would interfere with planting and maintenance
operations. Stockpile in locations indicated or Remove from the site any
surplus of topsoil from excavations and gradings.

3.2  GENERAL EXCAVATION

Perform excavation of every type of material encountered within the limits
of the project to the lines, grades, and elevations indicated and as
specified. Perform the grading in accordance with the typical sections
shown and the tolerances specified in paragraph FINISHING. Transport
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satisfactory excavated materials and place in fill or embankment within the
limits of the work. Excavate unsatisfactory materials encountered within
the limits of the work below grade and replace with satisfactory materials
as directed. Include such excavated material and the satisfactory material
ordered as replacement in excavation. Dispose surplus satisfactory
excavated material not required for fill or embankment in areas approved
for surplus material storage or desighated waste areas. Dispose
unsatisfactory excavated material in designated waste or spoil areas.
During construction, perform excavation and fill in a manner and sequence
that will provide proper drainage at all times. Excavate material required
for Fill or embankment in excess of that produced by excavation within the
grading limits from the borrow areas indicated or from other approved areas
selected by the Contractor as specified.

3.2.1 Ditches, Gutters, and Channel Changes

Finish excavation of ditches, gutters, and channel changes by cutting
accurately to the cross sections, grades, and elevations shown on Drawings.
Do not excavate ditches and gutters below grades shown. Backfill the
excessive open ditch or gutter excavation with satisfactory, thoroughly
compacted, material or with suitable stone or cobble to grades shown.
Dispose excavated material as shown or as directed, except in no case allow
material be deposited a maximum 4 feet from edge of a ditch. Maintain
excavations free from detrimental quantities of leaves, brush, sticks,
trash, and other debris until final acceptance of the work.

3.2.2 Drainage Structures

Make excavations to the lines, grades, and elevations shown, or as
directed. Provide trenches and foundation pits of sufficient size to
permit the placement and removal of forms for the full length and width of
structure footings and foundations as shown. Clean rock or other hard
foundation material of loose debris and cut to a firm, level, stepped, or
serrated surface. Remove loose disintegrated rock and thin strata. Do not
disturb the bottom of the excavation when concrete or masonry is to be
placed in an excavated area. Do not excavate to the final grade level
until just before the concrete or masonry is to be placed. Where pile
foundations are to be used, stop the excavation of each pit at an elevation
1 foot above the base of the footing, as specified, before piles are
driven. After the pile driving has been completed, remove loose and
displaced material and complete excavation, leaving a smooth, solid,
undisturbed surface to receive the concrete or masonry.

3.2.3 Drainage

Provide for the collection and disposal of surface and subsurface water
encountered during construction. Completely drain construction site during
periods of construction to keep soil materials sufficiently dry. Construct
storm drainage features (ponds/basins) at the earliest stages of site
development, and throughout construction grade the construction area to
provide positive surface water runoff away from the construction activity or

provide temporary ditches, swales, and other drainage features and
equipment as required to maintain dry soils. When unsuitable working
platforms for equipment operation and unsuitable soil support for
subsequent construction features develop, remove unsuitable material and
provide new soil material as specified herein. It is the responsibility of
the Contractor to assess the soil and ground water conditions presented by
the plans and specifications and to employ necessary measures to permit
construction to proceed.
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3.2.4 Dewatering

Control groundwater flowing toward or into excavations to prevent sloughing
of excavation slopes and walls, boils, uplift and heave In the excavation
and to eliminate interference with orderly progress of construction.

3.2.5 Structural Excavation

Ensure that footing subgrades have been inspected and approved by the
Contracting Officer prior to concrete placement. Excavate to bottom of
pile cap prior to placing or driving piles, unless authorized otherwise by
the Contracting Officer. Backfill and compact over excavations and changes
in grade due to pile driving operations to 95 percent of ASTM D 698 maximum
density.

3.3  SELECTION OF BORROW MATERIAL

Select borrow material to meet the requirements and conditions of the
particular fill or embankment for which it iIs to be used. Obtain borrow
material from the borrow areas within the limits of the project site,
selected by the Contractor. Unless otherwise provided in the contract, the
Contractor is responsible for obtaining the right to procure material, pay
royalties and other charges involved, and bear the expense of developing
the sources, including rights-of-way for hauling from the owners. Borrow
material from approved sources on Government-controlled land may be
obtained without payment of royalties. Unless specifically provided, do
not obtain borrow within the limits of the project site without prior
written approval. Consider necessary clearing, grubbing, and satisfactory
drainage of borrow pits and the disposal of debris thereon related
operations to the borrow excavation.

3.4 OPENING AND DRAINAGE OF EXCAVATION AND BORROW PITS

Notify the Contracting Officer sufficiently in advance of the opening of
any excavation or borrow pit or borrow areas to permit elevations and
measurements of the undisturbed ground surface to be taken. Except as
otherwise permitted, excavate borrow pits and other excavation areas
providing adequate drainage. Transport overburden and other spoil material
to designated spoil areas or otherwise dispose of as directed. Provide
neatly trimmed and drained borrow pits after the excavation is completed.
Ensure that excavation of any area, operation of borrow pits, or dumping of
spoil material results in minimum detrimental effects on natural
environmental conditions.

3.5 GRADING AREAS

Where indicated, divide work into grading areas within which satisfactory
excavated material will be placed in embankments, Fills, and required
backfills. Do not haul satisfactory material excavated in one grading area
to another grading area except when so directed in writing. Place and
grade stockpiles of satisfactory and unsatisfactory as specified. Keep
stockpiles in a neat and well drained condition, giving due consideration
to drainage at all times. Clear, grub, and seal by rubber-tired equipment,
the ground surface at stockpile locations; separately stockpile excavated
satisfactory and unsatisfactory materials. Protect stockpiles of
satisfactory materials from contamination which may destroy the quality and
fitness of the stockpiled material. If the Contractor fails to protect the
stockpiles, and any material becomes unsatisfactory, remove and replace
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such material with satisfactory material from approved sources.
3.6 FINAL GRADE OF SURFACES TO SUPPORT CONCRETE

Do not excavate to final grade until just before concrete is to be placed.
For pile foundations, stop the excavation at an elevation of from 6 to 12
inches above the bottom of the footing before driving piles. After pile
driving has been completed, complete the remainder of the excavation to the
elevations shown. Only use excavation methods that will leave the
foundation rock In a solid and unshattered condition. Roughen the level
surfaces, and cut the sloped surfaces, as indicated, into rough steps or
benches to provide a satisfactory bond. Protect shales from slaking and
all surfaces from erosion resulting from ponding or water flow.

3.7 GROUND SURFACE PREPARATION
3.7.1 General Requirements

Remove and replace unsatisfactory material with satisfactory materials, as
directed by the Contracting Officer, in surfaces to receive fill or in
excavated areas. Scarify the surface to a depth of 6 inches before the
fill is started. Plow, step, bench, or break up sloped surfaces steeper
than 1 vertical to 4 horizontal so that the fill material will bond with
the existing material. When subgrades are less than the specified density,
break up the ground surface to a minimum depth of 6 inches, pulverizing,
and compacting to the specified density. When the subgrade is part fill
and part excavation or natural ground, scarify the excavated or natural
ground portion to a depth of 12 inches and compact it as specified for the
adjacent Ffill.

3.7.2 Frozen Material

Do not place material on surfaces that are muddy, frozen, or contain
frost. Finish compaction by sheepsfoot rollers, pneumatic-tired rollers,
steel-wheeled rollers, or other approved equipment well suited to the soil
being compacted. Moisten material as necessary to provide the moisture
content that will readily facilitate obtaining the specified compaction
with the equipment used.

3.8 UTILIZATION OF EXCAVATED MATERIALS

Dispose unsatisfactory materials removing from excavations into designated
waste disposal or spoil areas. Use satisfactory material removed from
excavations, insofar as practicable, in the construction of fills,
embankments, subgrades, shoulders, bedding (as backfill), and for similar
purposes. Submit procedure and location for disposal of unused
satisfactory material. Submit proposed source of borrow material. Do not
waste any satisfactory excavated material without specific written
authorization. Dispose of satisfactory material, authorized to be wasted,
in designated areas approved for surplus material storage or designated
waste areas as directed. Clear and grub newly designated waste areas on
Government-controlled land before disposal of waste material thereon.
Stockpile and use coarse rock from excavations for constructing slopes or
embankments adjacent to streams, or sides and bottoms of channels and for
protecting against erosion. Do not dispose excavated material to obstruct
the flow of any stream, endanger a partly finished structure, impair the
efficiency or appearance of any structure, or be detrimental to the
completed work in any way.
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3.9 BURIED TAPE AND DETECTION WIRE
3.9.1 Buried Warning and ldentification Tape
Provide buried utility lines with utility identification tape. Bury tape

12 inches below finished grade; under pavements and slabs, bury tape 6
inches below top of subgrade.

3.9.2 Buried Detection Wire

0) (7)(E

3.10 BACKFILLING AND COMPACTION

Place backfill adjacent to any and all types of structures, and compact to
at least 90 percent laboratory maximum density for cohesive materials or 95
percent laboratory maximum density for cohesionless materials, to prevent
wedging action or eccentric loading upon or against the structure. Prepare
ground surface on which backfill is to be placed and provide compaction
requirements for backfill materials in conformance with the applicable
portions of paragraphs GROUND SURFACE PREPARATION. Finish compaction by
sheepsfoot rollers, pneumatic-tired rollers, steel-wheeled rollers,
vibratory compactors, or other approved equipment.

3.11 SPECIAL REQUIREMENTS

Special requirements for both excavation and backfill relating to the
specific utilities are as follows:

3.11.1 Gas Distribution

Excavate trenches to a depth that will provide a minimum 18 inches of cover
in rock excavation and a minimum 24 inch of cover in other excavation.

3.11.2 Electrical Distribution System

Provide a minimum cover of 24 inches from the finished grade to direct
burial cable and conduit or duct line, unless otherwise indicated.

3.11.3 Rip-Rap Construction

Construct rip-rap on filter fabric iIn the areas indicated. Trim and dress
indicated areas to conform to cross sections, lines and grades shown within
a tolerance of 0.1 foot.

3.11.3.1 Stone Placement

Place rock for rip-rap on prepared bedding material to produce a well
graded mass with the minimum practicable percentage of voids in conformance
with lines and grades indicated. Distribute larger rock fragments, with
dimensions extending the full depth of the rip-rap throughout the entire
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mass and eliminate "pockets™ of small rock fragments. Rearrange individual
pieces by mechanical equipment or by hand as necessary to obtain the
distribution of fragment sizes specified above. For grouted rip-rap,
hand-place surface rock with open joints to facilitate grouting and do not
fill smaller spaces between surface rock with finer material. Provide at
least one "weep hole"™ through grouted rip-rap for every 50 square feet of
finished surface. Provide weep holes with columns of bedding material, 4
inches iIn diameter, extending up to the rip-rap surface without grout.

3.12 EMBANKMENTS
3.12.1 Earth Embankments

Construct earth embankments from satisfactory materials free of organic or
frozen material and rocks with any dimension greater than 3 inches. Place
the material in successive horizontal layers of loose material not more than
12 inches in depth. Spread each layer uniformly on a soil surface that
has been moistened or aerated as necessary, and scarified or otherwise
broken up so that the fill will bond with the surface on which it is
placed. After spreading, plow, disk, or otherwise brake up each layer;
moisten or aerate as necessary; thoroughly mix; and compact to at least 90
percent laboratory maximum density for cohesive materials or 95 percent
laboratory maximum density for cohesionless materials. Compaction
requirements for the upper portion of earth embankments forming subgrade
for pavements are identical with those requirements specified in paragraph
SUBGRADE PREPARATION. Finish compaction by sheepsfoot rollers,
pneumatic-tired rollers, steel-wheeled rollers, vibratory compactors, or
other approved equipment.

3.13  SUBGRADE PREPARATION
3.13.1 Proof Rolling

Finish proof rolling on an exposed subgrade free of surface water (wet
conditions resulting from rainfall) which would promote degradation of an
otherwise acceptable subgrade. Operate the roller truck in a systematic
manner to ensure the number of passes over all areas, and at speeds between
2-1/2 to 3-1/2 mph. When proof rolling, provide one-half of the passes
made with the roller in a direction perpendicular to the other passes.
Notify the Contracting Officer a minimum of 3 days prior to proof rolling.
Perform proof rolling in the presence of the Contracting Officer. Undercut
rutting or pumping of material as directed by the Contracting Officer and
replace with select material.

3.13.2 Construction

Shape subgrade to line, grade, and cross section, and compact as

specified. Include plowing, disking, and any moistening or aerating
required to obtain specified compaction for this operation. Remove soft or
otherwise unsatisfactory material and replace with satisfactory excavated
material or other approved material as directed. Excavate rock encountered
in the cut section to a depth of JIQIGI below finished grade for the
subgrade. Bring up low areas resulting from removal of unsatisfactory
material or excavation of rock to required grade with satisfactory
materials, and shape the entire subgrade to line, grade, and cross section
and compact as specified. After rolling, the surface of the subgrade for
roadways shall not show deviations greater than 1/2 inch when tested with a
12-foot straightedge applied both parallel and at right angles to the
centerline of the area. Do not vary the elevation of the finish subgrade
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more than 0.05 foot from the established grade and cross section.

3.13.3 Compaction
Finish compaction by sheepsfoot rollers, pneumatic-tired rollers,
steel-wheeled rollers, vibratory compactors, or other approved equipment.
Except for paved areas and railroads, compact each layer of the embankment
to at least 95 percent of laboratory maximum density.

3.13.3.1 Subgrade for Pavements
Compact subgrade for pavements to at least 95 percentage laboratory maximum
density for the depth below the surface of the pavement shown. When more
than one soil classification is present in the subgrade, thoroughly blend,
reshape, and compact the top of subgrade.

3.13.3.2 Subgrade for Shoulders

Compact subgrade for shoulders to at least 95 percentage laboratory maximum
density for the full depth of the shoulder.

3.14  SHOULDER CONSTRUCTION

Construct shoulders of satisfactory excavated or borrow material or as

otherwise shown or specified.. Submit advanced notice on shoulder
construction for rigid pavements. Construct shoulders immediately after
adjacent paving is complete. In the case of rigid pavements, do not

construct shoulders until permission of the Contracting Officer has been
obtained. Compact the entire shoulder area to at least the percentage of
maximum density as specified in paragraph SUBGRADE PREPARATION above, for
specific ranges of depth below the surface of the shoulder. Finish
compaction by sheepsfoot rollers, pneumatic-tired rollers, steel-wheeled
rollers, vibratory compactors, or other approved equipment. Finish
shoulder construction in proper sequence in such a manner that adjacent
ditches will be drained effectively and that no damage of any kind is done
to the adjacent completed pavement. Align the completed shoulders true to
grade and shaped to drain in conformity with the cross section shown.

3.15 FINISHING

Finish the surface of excavations, embankments, and subgrades to a smooth
and compact surface in accordance with the lines, grades, and cross
sections or elevations shown. Provide the degree of finish for graded
areas within 0.1 foot of the grades and elevations indicated except that
the degree of finish for subgrades specified in paragraph SUBGRADE
PREPARATION. Finish gutters and ditches in a manner that will result in
effective drainage. Finish the surface of areas to be turfed from
settlement or washing to a smoothness suitable for the application of
turfing materials. Repair graded, topsoiled, or backfilled areas prior to
acceptance of the work, and re-established grades to the required
elevations and slopes.

3.15.1 Subgrade and Embankments

During construction, keep embankments and excavations shaped and drained.
Maintain ditches and drains along subgrade to drain effectively at all
times. Do not disturb the finished subgrade by traffic or other
operation. Protect and maintain the finished subgrade in a satisfactory
condition until ballast, subbase, base, or pavement is placed. Do not
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permit the storage or stockpiling of materials on the finished subgrade.
Do not lay subbase, base course, ballast, or pavement until the subgrade
has been checked and approved, and in no case place subbase, base,
surfacing, pavement, or ballast on a muddy, spongy, or frozen subgrade.

3.15.2 Grading Around Structures

Construct areas within 5 feet outside of each building and structure line
true-to-grade, shape to drain, and maintain free of trash and debris until
final inspection has been completed and the work has been accepted.

3.16 PLACING TOPSOIL

On areas to receive topsoil, prepare the compacted subgrade soil to a 2
inches depth for bonding of topsoil with subsoil. Spread topsoil evenly to
a thickness of 1 inch and grade to the elevations and slopes shown. Do not
spread topsoil when frozen or excessively wet or dry. Obtain material
required for topsoil in excess of that produced by excavation within the
grading limits from offsite areas.

3.17  TESTING

Perform testing by a Corps validated commercial testing laboratory or the
Contractor®s validated testing facility. Submit qualifications of the
Corps validated commercial testing laboratory or the Contractor®s validated
testing facilities. |If the Contractor elects to establish testing
facilities, do not permit work requiring testing until the Contractor®s
facilities have been inspected, Corps validated and approved by the
Contracting Officer.

a. Determine Field in-place density in accordance with ASTM D 6938.
ASTM D 6938 results in a wet unit weight of soil in determining the
moisture content of the soil when using this method.

b. Check the calibration curves furnished with the moisture gauges
along with density calibration checks as described in ASTM D 6938;
check the calibration of both the density and moisture gauges at the
beginning of a job on each different type of material encountered and
at intervals as directed by the Contracting Officer. When test results
indicate, as determined by the Contracting Officer, that compaction is
not as specified, remove the material, replace and recompact to meet
specification requirements.

c. Perform tests on recompacted areas to determine conformance with
specification requirements. Appoint a registered professional civil
engineer to certify inspections and test results. These certifications
shall state that the tests and observations were performed by or under
the direct supervision of the engineer and that the results are
representative of the materials or conditions being certified by the
tests. The following number of tests, if performed at the appropriate
time, will be the minimum acceptable for each type operation.

3.17.1 Moisture Contents

In the stockpile, excavation, or borrow areas, perform a minimum of two
tests per day per type of material or source of material being placed
during stable weather conditions. During unstable weather, perform tests
as dictated by local conditions and approved by the Contracting Officer.
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3.17.2 Optimum Moisture and Laboratory Maximum Density

Perform tests for each type material or source of material including borrow
material to determine the optimum moisture and laboratory maximum density
values. One representative test per 5 cubic yards of fill and backfill, or
when any change in material occurs which may affect the optimum moisture

content or laboratory maximum density.
3.17.3 Tolerance Tests for Subgrades

Perform continuous checks on the degree of finish specified in paragraph
SUBGRADE PREPARATION during construction of the subgrades.

-- End of Section --
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SECTION 31 63 29

DRI LLED CONCRETE PI ERS AND SHAFTS
05/ 09

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi c designation only.

AMERI CAN CONCRETE | NSTI TUTE | NTERNATI ONAL (ACl)
ACl 117 (2010) Specifications for Tol erances for

Concrete Construction and Materials and
Comment ary

ACl 301 (2010) Specifications for Structural
Concrete

ACl 304R (2000; R 2009) Guide for Measuring,
M xi ng, Transporting, and Placing Concrete

ACl 305R (2010) Specification for Hot Wat her
Concreting

ACl 306.1 (1990; R 2002) Standard Specification for

Col d Weat her Concreting

ACl 318 (2011) Building Code Requirenents for
Structural Concrete and Commentary

ACl 336.1 (2001) Specification for the Construction
of Drilled Piers

ACl SP- 66 (2004) ACl Detailing Manual
AMERI CAN SCCI ETY OF ClVIL ENG NEERS ( ASCE)
ASCE 7-10 (2010; Change 2010; Change 2011) M ni mum
Desi gn Loads for Buildings and O her

Structures

AMERI CAN VELDI NG SCCI ETY ( AW5)

AWS A5. 1/ A5. 1M (2004) Specification for Carbon Steel

El ectrodes for Shielded Metal Arc Wl ding
AWS D1.1/D1. 1M (2010) Structural Welding Code - Steel
AWS D1. 4/ D1. 4M (2011) Structural Wl ding Code -

Rei nforci ng Steel
ASTM | NTERNATI ONAL ( ASTM
ASTM A615/ A615M (2009b) Standard Specification for
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Def ormed and Pl ain Carbon-Steel Bars for
Concr et e Rei nforcenent

ASTM A82/ A82M (2007) Standard Specification for Steel
Wre, Plain, for Concrete Reinforcenent

ASTM C143/ C143M (2010) Standard Test Method for Slunmp of
Hydraul i c- Cenent Concrete

ASTM C150/ C150M (2011) Standard Specification for Portland
Cenment

ASTM C172 (2010) Standard Practice for Sanpling

Freshly M xed Concrete

ASTM C31/ C31M (2010) Standard Practice for Mking and
Curing Concrete Test Specinens in the Field

ASTM C39/ C39M (2010) Standard Test Method for
Conpressive Strength of Cylindrical
Concrete Speci nmens

ASTM C94/ C94M (2011a) Standard Specification for
Ready- M xed Concrete

CONCRETE REI NFORCI NG STEEL | NSTI TUTE (CRSI)
CRS| 10MsP (2009; 28th Ed) Manual of Standard Practice

U S. FEDERAL HI GHWAY ADM NI STRATI ON ( FHWA)

FHWA | F-99-025 (2000) Drilled Shafts: Construction
Procedures and Design Methods (with Errata
Sheet)

FHWA | P-84-11 (1984) Handbook on Design and Construction

of Drilled Shafts Under Lateral Load

U.S. NATI ONAL ARCHI VES AND RECCRDS ADM NI STRATI ON ( NARA)

29 CFR 1926. 501 Duty to Have Fall Protection

29 CFR 1926. 502 Fall Protection Systens Criteria and
Practices

29 CFR 1926. 651 Speci fic Excavation Requirenents

1.2 SUBM TTALS

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the submttal for the Governnent. Subnmit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Installation drawings are to include, but not limted to, the
following itens indicating a conpletely dinensioned | ayout and
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location of drilled shafts and concrete placenment for foundation
system

Drilled shaft dianeters

Dept h of test holes

Top and Bottom of shaft el evations
St eel Rei nforcenment

Anchor bolt | ocations

Accessori es

SD- 05 Design Data
As applicable subnmit the follow ng:

Applicable Building code criteria for the geographic area where
the excavation will take place
Casi ng description

Submit M x design data in accordance with the paragraph entitled,
"Ready-M x Concrete".

SD-06 Test Reports

Submit test reports in accordance with the test described in
paragraph entitled, "Field Testing" for the followi ng itens:

Soil's Report

Ground Water conditions
Load Test

Penetration Test

Sl unmp

Concrete

Conpressive Strength

SD-07 Certificates

Subnit certificates for the following items show ng confornance
with referenced standards contained in this section:

Bill of Lading for "Ready-M x Concrete" deliveries
St eel Rei nf or cenent

Wel ding Certificates

Excavation and Drilling Equi pnent

Qualifications of Excavator
Certify that the excavator neets requirenments specified under
paragraph entitled "Qualifications of Excavation Contractor"”.

Qual i fications of Engi neer
Certify that the engineer nmeets requirenments specified under
paragraph entitled "Qualifications of Professional Engineer"”.
1.3  QUALITY ASSURANCE
1.3.1 Gener al
Install Drilled Shaft Foundations in accordance with applicable

requi renents as described by ACI 336.1 "Reinforced Specifications for the
Construction of Drilled Piers", ADSC "Standards and Specifications for the
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Foundation Drilling Industry", FHWA I F-99-025 "Drilled Shafts:
Construction Procedures and Desi gn Methods" and FHWA | P-84-11 "Handbook on
Desi gn and Construction of Drilled Shafts under Lateral Load".

Submit design data for the foll ow ng:

a. Drilled shaft foundation design analysis to include, but not linted to
the foll ow ng:

(1) Casing description

b. Mx design data in accordance with the paragraph entitled, "Ready-M x
Concrete", acconpanied by the Bill of Lading for Ready M x Concrete
del i veri es.

1.3.2 Sequenci ng and Schedul i ng

Subnit a detailed installation plan describing the schedule for drilling

and/ or excavation, installation of steel reinforcenent and concrete

pl acement with anticipated site conditions so that each excavated shaft is

poured the same day that the drilling is performed.

Subnit detail ed shop drawi ngs for the foll ow ng:

a. Drilled shaft dianeters

b. Depth of test holes

c. Top and Bottom of shaft elevations

d. Steel Reinforcenent

e. Anchor bolt |ocations

f. Accessories

1.3.3 Drilling and Excavati on Equi pnent

Provide drilling and excavati on equi prent havi ng adequate capacity,

including but not Iimted to, power, torque and down thrust to excavate a

hol e of diameter and depth indicated. Also provide excavation and

over-ream ng tools of adequate design, size and strength to performthe

wor k i ndi cat ed.

Provi de special drilling equiprment including, but not limted to, rock core

barrels, rock tools, air tools and other equipnent as necessary to

construct the shaft excavation to the size and depth indicated when

materials encountered can not be drilled using earth augers and/or

over-reaning tools.

Submit certificates substantiating appropriate selection of excavation and
drilling equipnent.

1.3. 4 Construction Criteria

Provide and install nonolithically cast-in-place concrete drilled shaft
foundation to the sizes indicated.

Provide and install straight cylindrical shaft foundation of the type
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i ndi cat ed.
Tol er ances:

a. Mximumvariation of the center of any shaft foundation fromthe
required location: 3 inches, nmeasured at the ground surface.

b. Bottom D aneter: Mnus zero, plus 6 inches, neasured in any direction
c. Mximumvariation fromplunb: 1:40
d. Maximum bottomlevel: Plus or mnus 2 inches.

1.3.5 I nspection Criteria

| nspection activities should be designed to mninmze delays while insuring
the intent of the Industry Standard Specifications.

Provi de equi pnent for checking the dinmensions and alignnent of each shaft
excavation. Determ ne dinensions and alignnent jointly with the contractor
and engi neer. Measure final shaft depths with appropriate weighted tape
neasure or ot her approved nethod after cleaning.

A mni mum of 50 percent of the base for each shaft is to be less than 1/2
inch of sedinent at the time of concrete placenent. Maxi num depth of

sedi nent or debris at any place on the base of the shaft is not to exceed
1-1/2 inches. Shaft cleanliness is to be deternmi ned by the engi neer by
vi sual inspection.

1.3.6 Qualification of Excavation Contractor

An experienced excavator with five (5) years experience and licensed in the
State of Arizona who has specialized in excavating and installing work
simlar in material, design, and extent to that indicated for this

Project. Subnit certificates substantiating the Qualifications of Excavator.

1.3.7 Qual i fication of Professional Engineer

Provi de engi neering services by an authorized engineer; currently |licensed
in the State of Arizona, having a mninmumof four (4) years experience as
an engi neer know edgeable in drilled shaft foundation design analysis,
protocol s and procedures for the ACl 336.1, FHWA | F-99-025, FHWA | P-84-11
ASCE 7-10 and the 2012 International Building Code. Submt certificates
substantiating the Qualifications of Engineer.

1.3.8 Wel di ng Qualifications

Provide and maintain qualified procedures and personnel according to

AWS D1. 1/D1. 1N, AWS DL1. 4/D1. 4V, AWS A5. 1/ A5. 1N "Carbon Steel Electrodes for
Shi el ded Metal Arc Wl ding", and "Structural Welding Code--Steel”. Submt
Welding Certificates. Submt Welding Certificates to the Contracting
Oficer.

1.3.9 Pr e- Constructi on Conference

After submittals are received and approved but before drilled shaft
excavation and foundation work, including associated work, is performed,
the Contracting Oficer will hold a pre-construction conference to revi ew
the follow ng:
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a. The drawi ngs, specifications and the geotechnical report.

b. Finalize construction schedule and verify availability of nmaterials,
Excavator's personnel, equipnent, and facilities needed to make
progress and avoi d del ays.

c. Methods and procedures related to drilled shaft foundation
installation, including engineer's witten instructions.

d. Support conditions for conpliance with requirenments, including
al i gnment bet ween foundation system and erection of structural nenbers.

e. Governing regul ations and requirenments for, certificates, insurance,
tests and inspections if applicable.

f. Tenporary protection requirenents for foundati on assenbly during and
after installation

1.4 PRQIECT CONDI TI ONS

1.4.1 Exi sting Conditions
Locate existing underground utilities before excavating drilled shaft
foundations. |If existing utilities are to renmain in place, provide
protection during drilled shaft operations.

1.4.2 Interruption of Existing Utilities

Do not interrupt any utility to occupied facilities unless directed in
witing by the Contracting O ficer.

1.4.3 Weat her Limtations
Proceed with installation preparation only when existing and forecasted
weat her conditions permt Wrk to proceed without water entering into the
area of excavation.

PART 2 PRODUCTS

2.1 STEEL RElI NFORCEMENT

2.1.1 Def ormed Steel Bars
Steel bars conform ng to ASTM A615/ A615VN, G ade 60 ksi and ACI 318.

2.1.2 Plain Steel Wre
Steel wire confornmng to ASTM A82/ AB2N

2.2 READY- M X CONCRETE
Ready-M x Concrete and M x Design conformng to ACI 117, ACl 301, and
ACl 304R, m ni mum conpressive strength 4,000 psi at 28 days. Slunp to be
between 5 to 6 inches, according to ASTM C143/ C143MN.
Portl and cements conform ng to ASTM C150/ C150V, Type |I; provide one brand

and type of cenent for formed concrete having exposed to view finished
sur f aces.
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Pot abl e water conform ng to ASTM C94/ C94MN.

Measure, batch, m x and deliver concrete according to ASTM C94/ C94N and
furnish batch ticket information

PART 3 EXECUTI ON

3.1 PREPARATI ON
Protect existing structures, utilities, sidewal ks, pavenents, and ot her
facilities from damage caused by settlenent, |ateral novenent, vibration,

and ot her hazards created by drilled shaft foundation operations.

Provide Fall Protection as required by 29 CFR 1926.501, 29 CFR 1926. 502 and
29 CFR 1926. 651.

3.2 REQUI RED TEST REPORTS
As a minimum submit the followi ng test reports and dat a.
Ground Water conditions
b. Load Test
c. Penetration Test
d. Slunp
e. Concrete
f. Conpressive Strength
3.3 EXCAVATI ON
Excavation of shaft foundations to be acconplished by standard excavation
met hods including, but not limted to, conventional augers fitted with soi
and/ or rock teeth, or under-ream ng tools attached to drilling equi pment of

adequate size, power, torque and down thrust necessary for the work.

Excavation is to be perforned through whatever nmaterials that are
encountered to the dinmensions, depths and applicable ACl 336.1 tol erances.

Protect excavated walls with tenporary watertight steel casings of
sufficient length to prevent water intrusion, cave-ins, displacenent of
surrounding earth, and injury to personnel and damage to construction
operati ons.

Excavate shafts for drilled foundations to indicated el evations. Renove
| oose debris, materials and/or nmuck to make bottom surfaces | evel within
ACl 336.1 tol erances.
Renove water from excavated shaft prior to concrete placenent.

3.4 STEEL REI NFORCEMENT
Conply with recommendations in the CRSI "Mnual of Standard Practice"

CRS|I 10MsP for fabricating, placing and supporting reinforcenment. Shop
fabricate steel reinforcenent in accordance with ACl SP-66.
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VWhen practicable to deliver the reinforcenment cage assenbly to the jobsite
as a conplete unit ready for installation, should it not be possible make
remai ni ng connections and/or splices, as indicated on the approved shop
drawi ngs, at-grade level prior to lowering the conplete assenbly into the
hol e.

Cl ean reinforcenent of loose rust, mll scale, earth and other foreign
materials. Do not tack weld crossing reinforcing bars. Set wire ties with
ends directed into concrete, not toward exposed concrete surfaces.

Lower reinforcenent steel into the hole in such a manner as to prevent
damage to the walls of the excavation; place, tie and/or clip cage
symmretrically about the axis of the shaft. Use centering devices securely
attached to the cage; to clear the shaft walls and to maintain the cage in
pl ace throughout the concrete placenment operations.

Cooperate with other trades in setting of anchor bolts, inserts, and other
enbedded itens. Wiere conflicts occur between reinforcing and enbedded
items, notify the Contracting Oficer that conflicts may be reconcil ed

bef ore concrete placement. Anchors and enbedded itens are to be positioned
and supported with appropriate accessori es.

Use tenplates to set anchor bolts, leveling plates and other accessories
required for structure erection. Provide blocking and/ or hol di ng devi ces
to maintain required anchoring positions during final concrete placenent.

3.5 CONCRETE PLACEMENT

Keep all equipnent, including but not limted to, mxers, punps, hoses,
tools and screeds clean and free or set concrete throughout the placenent
operati on.

Convey concrete fromthe m xer to place of deposit by best industry nethods
that will prevent segregation and |oss of material. Size and design the
equi prent for conveying concrete to ensure uniform continuous placenent of
concrete.

Pl ace concrete in accordance with ACl 318.

Pl ace concrete in a continuous operation and without segregation into dry

excavati ons whenever possible after inspection and witten approval by the
Contracting Officer. Use all practicable neans to obtain a dry excavation
before and during concrete placenent.

Protect freshly placed concrete frompremature drying and excessive cold or
hot tenperatures. Wen hot weather conditions exist that would inpair
quality and strength of placed concrete, conply with ACl 305R. Conply with
ACl 306.1 for col d-weather protection.

3.6 FI ELD TESTI NG

Sanpl e and test concrete for quality control during placenent. Quality
control testing is provided by the contract.

Sanpl e freshly placed concrete for testing in accordance with ASTM C172.
Test concrete for conpressive strength at 7 and 28 days for each design m x

conform ng to ASTM C39/ C39lv and conpression testing in accordance with
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ASTM C31/ C31M.
Test Slump at plant for reach design mx in accordance with ASTM C143/ C143M.

-- End of Section --
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PRE-MANUFACTURED RETAINING WALL SYSTEM
10/12

PART 1 GENERAL

1.1 Pre-Manufactured Retaining Wall System
Work includes furnishing and installing concrete retaining wall units to the
lines and grades designated on the construction drawings and as specified
herein.

1.2 Reference Standards

ASTM INTERNATIONAL (ASTM)

ASTM C94 Ready-Mixed Concrete
ASTM C1372 Segmental Retaining Wall Units
ASTM C 94 Standard Specification for Ready-Mixed Concrete

1.3 Delivery, Storage, and Handling

a. Contractor shall check the materials upon delivery to assure proper material
has been received.

b. Contractor shall prevent excessive mud, wet cement and like materials from
coming in contact with the SRW units.

c. Contractor shall protect the materials from damage. Damaged material shall
not be incorporated in the project.

PART 2: MATERIALS
2.1 Wwall Units
a. Wall units shall be as produced by a licensed manufacturer.

b. Wall units shall be made with Ready-Mixed concrete in accordance with ASTM
C94, latest revision, and per the following chart:

Page 1
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28 Day
Compressive
Ailr Strength,

Climate |Content psi Slump*
Negligible| 14%-4%% | 4000 >t
Moderate 3%-6% 4000 5%5?1
Severe | 4Wh-7% | 4000 5Tl

1V

*Higher slumps are allowed if achieved by use of appropriate admixtures.
Notwithstanding anything stated above, all material used in the wall units must meet
applicable ASTM and local requirements for exterior concrete.

2.3

C.

d.

Exterior block dimensions shall be uniform and consistent. Maximum
dimensional deviations shall be 1%. Maximum width (face to back) deviation
shall be 1.0 inch.

Exposed face shall be smooth form type. Dime-size bug holes on the block
face may be patched and/or shake-on color stain can be used to blend into
the remainder of the block face.

Leveling Pad and Free Draining Backfill

a. Leveling pad shall be crushed stone. See detail sheet defining Leveling Pad
options for drain placement in the bottom of the foundation leveling pad.

b. Free Draining Backfill material shall be washed stone and shall be placed to
a minimum of 1” width behind the back of the wall and shall extend
vertically from the Leveling Pad to an elevation 4” below the top of wall.

c. Backfill material shall be approved by the geotechnical engineer. Site
excavated soils may be used if approved unless otherwise specified in the
drawings. Unsuitable soils with a PL>6, organic soils and frost susceptible
soils shall not be used within a 1 to 1 influence area.

d. Non-woven geotextile cloth shall be placed between the Free Draining
BackFfill and retained soil if required.

e. Where additional fill 1is needed, Contractor shall submit sample and
specifications to the Engineer for approval.

Drainage

a. Internal and external drainage shall be evaluated by the Professional

Engineer who is responsible for the final wall design.

2.4 Geogrid Connection

a.

Fiberglass rod used in the Type 1AT Geo-Grid connection shall be 7/16”
diameter. Only fiberglass rod obtained from an authorized pre-manufactured
retaining wall supplier shall be used.
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CONSTRUCTION OF WALL SYSTEM

3.1 Excavation

a.

Contractor shall excavate to the lines and grades shown on the construction
drawings.

3.2 Foundation Soil Preparation

a.

b.

Native foundation soil shall be compacted to 95% of standard proctor or 90%
of modified proctor prior to placement of the Leveling Pad material.

In-situ foundation soil shall be examined by the Engineer to ensure that the
actual foundation soil strength meets or exceeds assumed design strength.
Soil not meeting the required strength shall be removed and replaced with
acceptable, compacted material.

3.3 Leveling Pad Placement

Leveling Pad shall be placed as shown on the construction drawings.

Leveling Pad shall be placed on undisturbed native soils or suitable
replacements fills.

Leveling Pad shall be compacted to 95% of standard proctor or 90% of
modified proctor to ensure a level, hard surface on which to place the first
course blocks. Pad shall be constructed to the proper elevation to ensure
the final elevation shown on the plans.

Leveling Pad shall have a 6 inch minimum depth for walls under 8 feet in
height and a 12 inch minimum depth for walls over 8 feet. Pad dimensions
shall extend beyond the blocks in all directions to a distance at least
equal to the depth of the pad or as designed by Engineer.

For steps and pavers, a minimum of 1” - 1 %” of free draining sand shall be
screeded smooth to act as a placement bed for the steps or pavers.

3.4 Unit Installation

a.

b.

The first course of wall units shall be placed on the prepared Leveling Pad
with the aesthetic surface facing out and the front edges tight together.
All units shall be checked for level and alignment as they are placed.
Ensure that units are in full contact with Leveling Pad. Proper care shall
be taken to develop straight lines and smooth curves on base course as per
wall layout.

The backfill in front and back of entire base row shall be placed and
compacted to firmly lock them in place. Check all units again for level and
alignment. All excess material shall be swept from top of units.

Install next course of wall units on top of base row. Position blocks to be
offset from seams of blocks below. Blocks shall be placed fully forward so
knob and groove are engaged. Check each block for proper alignment and
level. Backfill to 12 inch width behind block with Free Draining Backfill.
Spread backfill in uniform lifts not exceeding 9 inches. Employ methods
using lightweight compaction equipment that will not disrupt the stability
or batter of the wall. Hand-operated plate compaction equipment shall be
used around the block and within 3 feet of the wall to achieve
consolidation. Compact backfill to 95% of standard proctor (ASTM D 698,
AASHTO T-99) density within 2% of its optimum moisture content.

Install each subsequent course iIn like manner. Repeat procedure to the
extent of wall height.

Allowable construction tolerance at the wall face is 2 degrees vertically
and 1 inch in 10 feet horizontally.
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g- All walls shall be installed in accordance with local building codes and
requirements.

3.5 Geogrid Installation
a. See Wall Installation instructions.

-- End of Section --
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